3

V.

For the best experience, open this PDF portfolio in
Acrobat 9 or Adobe Reader 9, or later.

Get Adobe Reader Now!



http://www.adobe.com/go/reader


DP6 Version 2 - Wireless Intraoral Camera - RF SYSTEM lab Nederland

RFSYSTEMlab

‘%‘i Y

Nedrland

mie iy

raless Intr.:m:ural Cam.eraj

—

Einstein Stella

Einstein Spark

Einstein Jr.

DPG6 Ver. 2

Imaging Systems

El .« s

Momtors & Ferievers
a ]

_¥

Maonitors

Receivers

[ Acces:sai‘es )

Accessories

Wireless IntraOral Camera - DP6 Version 2

Simple and handy,

light weight DP6 Version 2 is the best
camera when you need only live
intraoral image. LED lamps send
true-to-life color, while 680.000 pixels
resoluction capture the superb image
clarity. At this very affordable price,
this is a perfect tool for viewing.

DP6 Version 2 is the ideal choice

for your second camera.

Made in Japan By RFSYSTEMIlab

SPECIFICATIONS

* High Resolution 680,000 Pixels % ! m Q
* Auto-Focus

* No Internal Memory or Freeze Function.
* Motion Image Only.

Included Attachments

* Recharging Stand x 1

* Disposable covers x 100

1
i

a TR
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Available Accessories
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DP6 Version 2 - Wireless Intraoral Camera - RF SYSTEM lab Nederland
* Wireless Receivers
* Wireless Monitors

* Macro Lens

* USB Capture Device

* Extra Disposable covers
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Wireless Intraoral Camera - Einstein Jr. - RF SYSTEM lab Nederland
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Wireless IntraOral Camera - Einstein Jr.

High-Resolution
760.000Pixels

Einstein Spark

Einstein Jr.

DPG6 Ver. 2
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Made in Japan By RFSYSTEMIlab

The newly innovated high-tech cordless satellite scope Einstein Jr. has high quality

Rlbriitors & Facitars images of 760.000 pixels with auto-focus function,four LED lamps, 2.4GHz micro
B £ | wave transmitter,and re chargeable internal battery. Equipped with simple ergonomic
e = buttons,operation has never been this easy.lt takes both intraoral and extraoral
Maonitors imageswith a simple "freeze / unfreeze image" functionbuilt in Einstein itself.You can

instantly capture and show the images to your patient.

ESEE A

Receivers

Aocessories
*

Accessories

* 760.000 PIXELS

* Auto-Focus
Auto-focus function completely eliminates cumbersome manual focusing.

* Freeze / Unfreeze
Easy one touch operation.

* Fogging-Free 0.02-inch Pin Lens
The newly developed 0.02-inch pin lens has resolved the problem of condensation,
which occurs with a patient's breathing against the cold surface.

* White LED Lighting
The LED lamps, surrounding the pin lens, semi-permanently maintains original
realistic colors since it does not require bulb replacement.

* Full digital processing
* 2.4GHz micro wave transmitter
* 60-min battery
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Wireless Intraoral Camera - Einstein Jr. - RF SYSTEM lab Nederland

Easy Maneuver to Capture

It is always difficult to maneuver the conventional intraoral cameras due to the
cumbersome hard-wire (connection). By comparison, because of the WIRELESS
capability, our intraoral camera enables you to take close-up shots from various
angles as well as positioning the camera to take tooth in a row. Moreover, the fully
enhanced auto-focus function makes image capturing much simpler than ever
before.

Included Attachments

* Recharging Stand x 1

* Disposable covers x 100

Available Accessories
* Wireless Receivers
* Wireless Monitors

* Macro Lens

* USB Capture Device
* Extra Disposable covers
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Wireless Intraoral Camera & Plaque Detector - Einstein Spark - RFSYSTEMIab Nederland
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: Einstein SPARK is the definite communication tool to increase your patients
understanding and case acceptance.

Patients are often unaware of the condition in their mouth even when they are
shown the intraoral image from a camera. However, the newly developed 40snm
LED function illuminates the plaque and tarter in pink color, reinforcing the need and
understanding for professional and home care.

The newly released Einstein SPARK can store up to 16 images in its on-board
memory, and with the newly innovated 405nm LED, you can actually see plaque and
tartar illuminated in the intraoral images.

The Plaque Detection enables you to easily describe the intraoral status to your
patients.

Setup of the Einstein Spark is extremely easy, and the totally wireless camera has
an internal rechargeable battery.

With the Einstein Spark, you can simply maximize and expand the advantages of an
intraoral camera within your daily practice.
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Wireless Intraoral Camera & Plaque Detector - Einstein Spark - RFSYSTEMIab Nederland

* Plaque Detection Mode

Before Teeth Cleaning... After Teeth Cleaning...
o

Plague Detection Moda Hormal Mode Plague Detection Mode

* 1.36 MEGAPIXEL

The first super high-resolution mega-pixel CCD onboard intraoral camera in the
industry. The newly adopted processing SX630 exposes the ability limit of CCD for
brilliant graphical representation.

* Auto-Focus
Auto-focus function completely eliminates cumbersome manual focusing.

* 16-Image Onboard Memory / Easy to Choose Simple-Layout
Save up to 16 images in the camera by one touch operation. Two kinds of control
buttons let you capture and show easily.

* Fogging-Free 0.02-inch Pin Lens
The newly developed 0.02-inch pin lens has resolved the problem of condensation,
which occurs with a patient's breathing against the cold surface.

* White LED Lighting
The LED lamps, surrounding the pin lens, semi-permanently maintains original
realistic colors since it does not require bulb replacement.

* Full digital processing

* Image memory SDRAM 128 MB
* 2.4GHz micro wave transmitter
* 60-min battery

Easy Operation

It is always difficult to maneuver the conventional intraoral cameras due to the
cumbersome hard-wire (connection). By comparison, because of the WIRELESS
capability, our intraoral camera enables you to take close-up shots from various
angles as well as positioning the camera to take teeth-in-a-row images. Moreover,
the fully enhanced auto-focus function makes image capturing much simpler than
ever before.

Included Attachments

%

* Recharging Stand x 1

* Disposable covers x 100

i,

Platc Siowe

Available Accessories
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Wireless Intraoral Camera & Plaque Detector - Einstein Spark - RFSYSTEMIab Nederland
* Wireless Receivers
* Wireless Monitors

* Macro Lens

* USB Capture Device

* Extra Disposable covers

Wireless IntraOral Camera - Einstein Spark

Back
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Einstein Stella - RF SYSTEM lab Intraoral Cameras - RFSYSTEMIab Nederland

Einstein Stella - Eeatures - Specifications

All Your Needs Fit in This Slim Body.

New Wireless Digital Intraoral Camera Debut 1!

direlass Hgital Intracral Camera

Einstein Stella
Wireless Design _ — Features
Instant set-up. St bl New

Advanced Features.

Mo wiring required.
roa
o J 7

VES SR

Einstein Stella maintains the superb ease of use with the fingertip operation and also
provides more advanced features to your practice. The convenience and readiness of
wireless connection simply add more values to the camera and effectiveness to your practice.

!

oy

24
Excellent Portability

Wireless intraoral camera can always provide a
quick and efficient "Informed Consent" whenever
you want. No more wasting your precious time
setting up the camera every time you switch
rooms.

http://www.rfsystemlab.nl/wireless-intraoral-camera-einstein-stella.html#Specifications[1/4/2012 5:50:24 AM]



http://www.rfsystemlab.nl/company.html

http://www.rfsystemlab.nl/support.html

http://www.rfsystemlab.nl/contact.html

http://www.rfsystemlab.nl/ordering.html

http://www.rfsystemlab.nl/wireless-intraoral-camera-plaque-detector-einstein-spark.html

http://www.rfsystemlab.nl/wireless-intraoral-camera-einstein-jr.html

http://www.rfsystemlab.nl/wireless-intraoral-camera-dp6-version-2.html

http://www.rfsystemlab.nl/digital-microscope-system.html

http://www.rfsystemlab.nl/Portable-digital-dental-x-ray-sensor-DX-150.html

http://www.rfsystemlab.nl/wireless-monitors-for-intraoral-cameras.html

http://www.rfsystemlab.nl/wireless-receivers-for-intraoral-cameras.html

http://www.rfsystemlab.nl/accessories-for-rfsystemlab-wireless-intraoral-cameras.html

http://www.rfsystemlab.nl/paypal-order-page-for-rfsystemlab-USD.html

http://www.rfsystemlab.nl/features.html



Einstein Stella - RF SYSTEM lab Intraoral Cameras - RFSYSTEMIab Nederland

One Touch Capture

444 5 ON/ OFF Button

Internal
Rechargeable Buttery

(1 hour run time} Easy Maneuver to Capture

d44

It is always difficult to maneuver the conventional
intraoral cameras due to the cumbersome hard-
wire (connection). By comparison, because of the

444 Review Button WIRELESS capability, our intraoral camera
enables you to take close-up shots from various
angles as well as positioning the camera to take
tooth in a row. Moreover, the fully enhanced auto-
focus function makes image capturing much
simpler than ever before.

Features

ireleass Hgitel Intraocral Conmsra

Einstein Stella

Brightness ﬂ . — T
E Auto Focus Eﬁ Adjustment 1.36M Pixels Wireless

Onboard @ Battery Level Comparison E 50x Magnification
Memory Indicator Mode *
* with a Macro Lens Cap

Auto Focus

There is no manual focus required. The camera instantly adjusts
focus from a full arch to a single molar.
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Einstein Stella - RF SYSTEM lab Intraoral Cameras - RFSYSTEMIab Nederland
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| AUTO-FOCUS |
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Brightness Adjustment

By a touch of one button, the brightness can be easily adjusted
depending on the application. The brightest setting is ideal to
take the full arch image, and the level of brightness can be
adjusted accordingly to the area of your interest.

More Intense LED Light

Einstein Stella is equipped with more intense LED lights than
other Einstein series to bring out the clear image with more
natural colors.

On Board Memory

It holds 15 images on its on board memory for instant review.

Finger Tip Operation

High quality images can be instantly captured and stored in the
camera by a single click on the freeze button. Slide the button
to review with your patients.

Battery Level Indicator

Einstein Stella indicates the remaining of battery level on the
screen. You may keep your eyes on the battery level with this
indicator knowing when to charge.

Comparison Mode

Two images comparison mode achieves more effective
presentation on the spot. Displaying before and after images
does not require any computer operation, and it is all at your
fingertip.
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Einstein Stella - RF SYSTEM lab Intraoral Cameras - RFSYSTEMIab Nederland

Specifications

direlass FHgital Intracral Camera

Einstein Stella

natural gradation sequence.

Processor

New SX630 data processor was

High Image Quality CCD

Super high quality CCD developed for intraoral images,
produce more realistic color, higher resolution, and more

specially developed for

intraoral images. It processes the image data from CCD
sensor to deliver more smooth, low noise images with
realistic color.

Specifications

Length: 10.2" / 255mm
Weight: 4.40z / 125¢g
1 hr. battery run time

15-image memory capacity

Attachments

Recharging Stand x1

Disposable Camera Covers
x100

50x Magnification

L

http://www.rfsystemlab.nl/wireless-intraoral-camera-einstein-stella.html#Specifications[1/4/2012 5:50:24 AM]

Made in Japan

Super Magnification

Image with Macro Lens Cap

* Macro Lens Cap is sold separately from Einstein Stella.

This autoclavable 50 x magnification Lens-Cap shows fine details, which cannot be seen by
the naked eye. Small cracks or fractures on the tooth can be largely displayed on the monitor
to provide vivid visual aides and bring more awareness of oral condition to your patients.

Macro Lens Cap

Dimensions (W/P/H) :
0.07 x 0.06 x 0.07 (inch)
20 x 15 x 18 (mm)

By RF SYSTEMIlab
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Einstein Stella
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Masterpiece
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Optimized ergonomics

The curved design of the SOPRO 617 camera handpiece
provides increased (15°more) viewing access into the
patient’s mouth.

Its 105° angle of view differentiates it from other cameras
on the market by allowing for better exploration of the |

distal areas. x
4]
+15° y o

The rounded shape and extremely reduced dimensions of
the camera head improve patient comfort while
preventing any trauma to the mouth.

Maximum access and unequalled comfort in mouth!

*The angle of view of most cameras is limited to 90°.





High-fidelity images

SOPRO 617 with aspheric lens.

The new optical system of the SOPRO 617 is equipped with an aspheric
lens which eliminates distortion and provides a more uniform quality
image. Its optimized angle of view enables perfect visibility even into
the hard-to-reach rear areas of the mouth.

1

il

Aspheric lens.






Unmatched lighting system

The new SOPRO 617 lighting system is composed of the latest generation
LEDs which utilize condensers to focus the light and produce a very
powerful beam:

« the image is luminous in any circumstance
« the emitted heat is reduced

« the entire image is uniformly illuminated (minimal shading).

Classic LEDs without condenser.

vl

SOPRO 617 LEDs with condenser.






Auto-focus and large depth of field

From portrait e > t0 single tooth.

With no adjustment necessary, the obtained image is perfectly clear.
This fully- automatic focus saves time and is effective without any
intervention from you.






Sopro Touch, The “original”

Freeze one or four images on the screen with a simple glide over the

Sopro Touch.
The sensitivity of this touch prevents blurry images and allows you to

work in complete confidence.






Plug and Play technology

Versatility:
The SOPRO 617 adapts perfectly to any dental surgery environment
whatever the requirement.

Compatibility:
Keep your current SOPRO installation and enjoy the advantages of SOPRO 617
technology. With a single click, you can move to the new generation!

. -
4 .'. -
SOPRO 617 tabletop or wall-mounted SOPRO 617 on dental unit SOPRO 617 on PC version
(Associated to a DOCK M-VIDEO (Associated to a DOCK MU-VIDEO (Associated to a DOCK USB).
or a DOCK M-USB2). or a DOCK MU-USB2).
Safety

Quick and safe connection through a strengthened “push-pull” socket
which rotates to preserve product integrity and prevent any incorrect
manipulations.






€

SOPROG6//
Technical specifications

Sopro 617
« High sensitivity 1/4” CCD.
« Resolution: (752x582) PAL; (768x494) NTSC.
« Definition: 470 lines.
« Sensitivity: 2 lux.
o Lighting: 8 LED.
« Adjustment: auto-focus.
« Non-inverted image.
« Freeze Frame with SoproTouch or pedal (option).
« Angle of view: 80°.
« Cable length: 2.5m (option: 5 and 7 m).
« Size of the handpiece:
L. 205 mm x L. 28 mm x H. 24mm.
« Size of the distal part: 1.16.5mm x H. 10.8mm.
 Weight: 55g.

Dock M-Video

« Storage of one or four images.

o Power supply: 110V~230V & 60Hz-50Hz.

« Power consumption: 9VA.

« One PAL or NTSC video output.

o One PAL or NTSC S-video output.

« Size of the dock: L.145mm x . 130mm x H. 35mm.
« Weight of the dock: 245g.

Dock MU-Video

« Storage of one or four images.

« Power supply: 24V~; 50Hz-60Hz.

« Power consumption: 10VA.

+ One PAL or NTSC video output.

o One PAL or NTSC S-video output.

« Size of the dock: L.100mm x L. 72mm x H. 36mm.
« Weight of the dock: 190g.

Dock USB2

+ One digital USB2 output.

« Size of the dock: L.100mm x L. 46mm x H. 20mm.
« Weight of the dock: 165g.

Dock M-USB2

« Storage of one or four images.

« Power supply: 110V-230V & 60Hz-50Hz.

« Power consumption: 9VA.

¢ One PAL or NTSC video output.

¢ One PAL or NTSC S-video output.

+ One digital USB2 output.

+ Size of the dock: L.145mm x (. 130mm x H. 35mm.
« Weight of the dock: 245g.

Dock MU-USB2

« Storage of one or four images.

+ Power supply: 24V~; 50Hz-60Hz.

« Power consumption: 10VA.

+ One PAL or NTSC video output.

+ One PAL or NTSC S-video output.

« One digital USB2 output.

« Size of the dock: L.100mm x . 72mm x H. 36mm.
« Weight of the dock: 190g.

S O P R O
QMTEGV Imaging
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SOPRO
Shift to high tech mode

LED

Eight new generation ultra powerful LEDs
ensure brighter images

Prism

Aroof prism for a non-inverted image

Lenses

Our expertise in endoscopy applied to dentistry
results in a highly sophisticated and robust
optical unit

Sopro Touch

Alight touch allows to freeze
the selected image on screen

Focus ring

Three pre-selected positions : macro, intra-oral
and extra-oral for an unmatched image quality
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Discover MacroVision

aily procedures require magnification glasses or a microscope together with
e the areas requiring treatment.The Sopro 717 First allows you to go beyond
man vision while casting off bulky accessories. This is MacroVision.

Infiltrated occlusal groove






SOPRO /%

Specifications
Sopro 717 First

« High sensitivity 1/4” CCD.

« Resolution: (752x582) PAL; (768x494) NTSC.

« Definition: 470 lines.

« Sensitivity: 2 lux.

« Lighting: 8 LED.

« Adjustment: 3 pre-set positions (Extra-oral, Intraoral, Macro).
« Non-inverted image.

« Freeze Frame with SoproTouch or pedal (option).

« Angle of view: 70°.

« Cable length: 2,5 m.

« Dimensions of the handpiece in mm: L. 200 x W. 28 x H. 24.
« Dimensions of the distal part in mm: . 13 x H. 8.

« Weight: 75 g.

Dock M-Video

« Storage of one or four images.

o Power supply: 115 V~60 Hz & 230 V - 50 Hz.

+ Power consumption: 9 VA.

+ One PAL or NTSC video output.

+ One PAL or NTSC S-video output.

+ Dimensions of the dock in mm:
L. 145 x W. 130 x H. 35.

« Weight of the dock: 245 g.

Dock MU-Video

« Storage of one or four images.

« Power supply: 24 V~; 50 Hz - 60 Hz.

« Power consumption: 10 VA.

+ One PAL or NTSC video output.

¢ One PAL or NTSC S-video output.

+ Dimensions of the dock in mm:
L. 100 x W. 72 x H. 36.

« Weight of the dock: 190 g.

Dock M-USB2

+ Storage of one or four images.

« Power supply: 115 V~60 Hz & 230 V - 50 Hz.

« Power consumption: 9 VA.

+ One PAL or NTSC video output.

+ One PAL or NTSC S-video output.

+ One digital USB 2.0 output.

+ Dimensions of the dock in mm:
L. 145 x W. 130 x H. 35.

« Weight of the dock: 245 g.

Dock MU-USB2

« Storage of one or four images.

+ Power supply: 24 V~; 50 Hz - 60 Hz.

« Power consumption: 10 VA.

+ One PAL or NTSC video output.

+ One PAL or NTSC S-video output.

+ One digital USB 2.0 output.

+ Dimensions of the dock in mm:
L.100 x W. 72 x H. 36.

+ Weight of the dock: 190 g.

Dock USB2

+ One digital USB 2.0 output.

« Dimensions of the dock in mm:
L. 100 x W. 46 x H. 20.

+ Weight of the dock: 165 g.

Dock U-USB2

o Power supply : 24V ; 50 Hz - 60 Hz.
« Power consumption : 15 VA.
+ One digital USB 2.0 output.
+ Dimensions of the dock in mm:
L. 50 x W. 75 x H. 36.
+ Weight of the dock: 76 g.

Discover the Acteon Imaging universe on www.acteongroup.com

A company of ACTEON Group « ZAC Athélia IV « Avenue des Genévriers « 13705 LA CIOTAT cedex « FRANCE
Tel +33 (0) 442 98 01 01 « Fax +33 (0) 4427176 90« E-mail: info@sopro.acteongroup.com « www.acteongroup.com
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Rolence Enterprise Inc. - Dental Equipment Manufacturer -- ZoomCam LD-10A Plus
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DENTAL CATALOGUE

» LED Curing Light ZoomCam LD-10A Plus HOME > Intra Oral Camera
b Ultragsonic Scaler P Features:

¥ Intra Oral Camera /" "Clarity: Incredible image quality, highest resolution in its class.
b Toath Bleaching System f,»"’ V) From 3mm to infinite focal range!

"Handswitches offer easily picture freezing.

‘Smooth: Various range of image focusing such as full face, full
mouth, intraoral image can be captured by smooth focus control
slider.

‘Easy: Enable the freezing of 1 or 4 images on the video screen
with 4-section frame. (converts the screen from full to 4
sectionframe)

L

Lab Light Curing device

L d

Air Turbine High Speed

k4

Halogen Curing Light

L

Flasma Curing Light

-

Ultrazanic Cleaner

FoACcessany & parts
‘Flexible: Easily be built into all dental units!
"Fruitful: The most fruitful price for your choice!
* WEB LINK
L ; ZoomCam LD-10A Plus
3/ b, - .,-:g;v:,m;,,fg— ZoomCam LD-10A Plus has high brightness white LED
f@ ? L installed. The depth of field is from 3 mm to infinite. The holder

of LD-10A Plus is smart, durable and ergonomic design for

taking easily. The choice has 4-section frame for select which
one of section you want to freeze or enlarge. When the screen
is under the 4-section frame, you could enlarge the section you

| ( RE‘N HOLD | chosen. Another function: F/Q could convert the screen from full

\ to 4-section frame. In addition, the focus adjustment slider could
be easily to adjust the various range of image focusing such as
full face, full mouth, intraoral image. For freeze the image, you
could just push the handswitch button for convenient image
freezing.

ArTop

Tel:886-3-4631999 Rolence Enterprise Inc. E-mail: Rolence@ms7.hinet.net . copyright 2011 All Rights Reserved. Design By FOCUS-design

http://www.rolence.com.tw/front/bin/ptdetail.phtml?Part=5-1&Category=246899[1/3/2012 6:55:47 PM]



http://www.rolence.com.tw/front/bin/home.phtml

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246723

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246725

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246727

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246729

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246731

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246891

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246901

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246893

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246899

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246895

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246897

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=398957

http://rolence.so-buy.com/front/bin/ptlist.phtml?Category=400665

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246893

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246905

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246901

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246895

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246903

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246903

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246905

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246905

mailto:ilic@ilic.it

http://www.rolencetech.com.tw/

http://www.reinhold.it/

http://www.rolence.com.tw/front/bin/home.phtml

http://www.rolence.com.tw/front/bin/ptlist.phtml?Category=246899

http://www.kinet.com.tw/

http://www.focus-design.com.tw/



		www.rolence.com.tw

		Rolence Enterprise Inc. - Dental Equipment Manufacturer -- ZoomCam LD-10A Plus






Rolence Enterprise Inc. - Dental Equipment Manufacturer -- ZoomCam LD-10X
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DENTAL CATALOGUE

LED Curing Light ZoomCam LD-10X

k4

-

Ultrazonic Scaler

-

Intra Oral Camera

L d

Taoath Bleaching System

L

Lab Light Curing device

L d

Air Turbine High Speed

k4

Halogen Curing Light o

L

Flasma Curing Light

-

Ultrazanic Cleaner

b d

Accessony & parts

* WEB LINK

S YT

Rolence Enterprise Inc |8

(REINHOLD |

HOME > Intra Oral Camera

1. Sony 1/4” CCD provides high resolution
811 X 508.

2. Auto-focus operation, 5mm to infinite.

3. Mini LCD monitor on handpiece helps
dentist to diagnose and freeze image easily.
4. Wireless module is available.

ArTop
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INTRODUCING
THE ScHIck USBCAM™

THE DIGITAL INTRAORAL CAMERA THAT DELIVERS A
WHOLE NEW LEVEL OF CONVENIENCE AND PORTABILITY.

The new USBCam from Schick Technologies is the first self-contained
intraoral camera to combine the benefits of full motion video with the
latest digital technology.

Portable, convenient, and totally user-friendly, it's sure to revolutionize
your practice — without changing the way you work.

No intraoral camera is easier to use. Just plug USBCam into any
computer with a USB port, use the camera’s full motion capabilities
to find the angles and images you're looking for, then capture the
ones you want with the click of a button.

It’s fast. It’s easy. And there’s no capture card required — making

installation and setup a snap.

&
hjE






? THE NEW STANDARD IN DIGITAL INTRAORAL IMAGING

Chair/table-mounted holder provides
automatic on/off capability

Portable unit moves easily from
operatory to operatory

Focus-free optics ensure 4!7
picture-perfect images c Schick patented

every time LED light source

Integrates seamlessly
with CDR® software

—— Lightweight unit
(less than 100
grams) eliminates
@ operator fatigue

Easy one-click
image capture

i

Standard USB cable

Totally self-contained ———— connection—no
system — requires no capture card required
capture card

PrRoDUCT SPECIFICATIONS:

Standard USB connection ensures
universal compatibility

MINIMUM SYSTEM REQUIREMENTS:

Pentium® Il — 800MHz or faster
128 MB RAM

Intel® USB Chipset

8 MB Video Memory
Windows® 98, 2000¢, Me®, XP®

Imager: 1/4" Progressive Scan CCD

Effective Pixel Layout: 659 (H) x 494 (V)

Video Output: USB 1.1 Compliant Full Motion Digital Video
Focus Range: 8-40 mm

Focus Type: Fixed

External Power Supply: ~ NONE

Cable Length: 5m

Handpiece Weight: 60g

Special Features: Integrated Frame Capture Button

Chair/Table-Mounted Holder Provides On/Off Capability

SCHICK TECHNOLOGIES INC.

For more information on the new Schick USBCam, contact your
local Patterson representative or call 1-800-873-7863.

schick

30-00 47th Avenue Long Island City, NY 11101 718-937-5765 www.schicktech.com creating the image
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INTRODUCING
THE ScHIck USBCAM2™

THE NEXT GENERATION OF INTRAORAL CAMERAS FROM
SCHICK TECHNOLOGIES

An excellent communication tool that allows for improved patient
interaction and understanding

Lightweight, portable and transfers easily between operatories

Universal fixed focal range delivers clear, crisp images

Provides images from extreme close-up to full arch without focal
adjustment

8 high quality LEDs provide superb image clarity and color

Advanced noise-free electronics and increased imager sensitivity
contribute to better image quality

Capture button located on the rear of the camera for ease of use

Connects directly to any computer through high speed USB 2.0

Multiple mounting options allow flexible installation in any operatory

= 2]
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Chair/table-mounted holder provides
automatic on/off capability

Portable unit moves easily from

operatory to operatory

Increased focal range
for picture perfect
images in extreme
close up and full arch

Integrates seamlessly
with CDR® software

Lightweight unit
eliminates operator
fatigue

Fully self-contained
system

PRODUCT SPECIFICATIONS:

8 LED Lights
for optimum
illumination

~ Easy one-click
image capture
(located on

opposite side)

Standard USB cable
connection - no
capture card required

Standard USB connection ensures
universal compatibility

OpPTIMUM SYSTEM REQUIREMENTS:

Pentium® IV or faster
512 MB RAM
USB 2.0 Port
8 MB Video Memory
Windows 2000°, XP®

Imager: Ccch

Video Output: High Speed USB 2.0

Focus Range: 5-45 mm

Focus Type: Fixed

External Power Supply: ~ NONE

Cable Length: 5m

Handpiece Weight: 459

Special Features: Integrated Frame Capture Button

Chair/Table-Mounted Holder Provides On/Off Capability

SCHICK TECHNOLOGIES INC.

30-00 47th Avenue Long Island City, NY 11101 718-937-5765 www.schicktech.com

B1010016

schick

The future is here.






Get closer

withelocPortMacro

The advanced DocPortMacro
incorporates focus-free
camera technology to easily
acquire exceptionally crisp
images with every use. A
fingertip activated macro-
zoom button strategically
located on the handpiece
enables users to
spontaneously switch in and
out of the macro viewing
mode anytime a closer, near-
microscopic view is desired.

pDocPortMa crO

DocportMacro is available in
three feature-rich models to
bring every practice closer to
perfection in patient
communication and case
acceptance.

DocPortMacro Model Comparison

DocPortMacro

Features M U L

Sony Quality CCD | - E LED Intraoral Camera System
Focus Free Design ° ° °

Macro-Zoom Feature . ) ) . .

Gounter or Wall Mount : : : Questions? Just give us a call!
Auto On/Off Handpiece Holder . . G 1 8 00 3 92 1171
Internal Capture — 8 Images & Quad Display ° - - -

Composite Video Output ’ J

S-Video Output i A Product of

Capture Footswitch Included ’ P ®
Digital USB 2.0 Direct Output ° r 1
Digital USB 2.0 Output Converter Option ’ C

Docking Stations Available ° ° °

Two Year Parts and Labor Warranty ’ O C






Finalily,

'y
o
The compact DocPortMacro-U produces the best direct
USB intraoral images available today! We've made it our
top priority to ensure that our analog and digital USB
camera models produce extraordinary images. Don't be
disappointed with your digital intraoral camera solution —
insist on DocPortMacro-U!

The DocPortMacro-L is an analog video model designed for
practices that already have video capture cards installed in
their computers. When upgrading or adding cameras within
an existing computerized environment or when USB 2.0 is

not available, DocPortMacro-L is a great option. k- “ DocPo "y acro LED Intrao
Vo el !lU" and HI_"

Technical Specifications

Camera Docking Station - M Docportmacrs

CCD: 0.25 inch Sony Weight: 220 grams LED Intraoral Camera System

Power input: 5 Volts DC, 2.0 A Width: 150 mm

Weight: 136 grams Length: 155 mm

Width: 20 mm Height: 55 mm

Depth: 34 mm Outputs: composite, S-video

Height: 175 mm Docking Station - U & L

Cable length: 2 m Weight: 98 grams

Light source: 6 white LEDs Width: 35 mm A Product of

Resolution: 480 TV lines Length: 90 mm _

Angle of view: 75 degrees Height: 21 mm p - 1124 Fir Avenue
" Blaine, WA 98230

Focal range: 3 to 55 mm Outputs Model - U: USB 2.0 Digital Ph: 800.392.1171

Macro-Zoom: handpiece control ~ Outputs Model - L: composite video Fax: 800.262.6888
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Overview

Digital Dentistry

Instruments

«-\ Hygiene systems
Treatment Centers
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Imaging systems

SIROCAM - Leading the way to enhanced
patient communication

Simple and uncomplicated!

In Sirona’s view an ergonomically designed intraoral camera should be an
integral part of any dental treatment centre. You can choose between the
SIROCAM 3 and the SIROCAM C. And regardless of which model you
choose, the camera can be mounted in such a way that it's always within
easy reach. As soon as you pick up the camera it is automatically
activated — just like a conventional handpiece. A control concept that
offers persuasive user benefits.

SIROCAM 3 -

One of the best cameras on the market

= Titanium housing
High-resolution 4-image memory
Three focal ranges for a complete spectrum of applications
Excellent illumination thanks to seven white light LEDs
Sophisticated lens design for an excellent depth of field

Kl d B ¢
L i i i i
Single tooth Tooth row

Full face

Close-up Smile line

SIROCAM C -

The competitively priced alternative

= Plastic housing
4-image memory
2 focal ranges (perfect for patient counselling and education)
Uniform illumination thanks to six white light LEDs

Maximum flexibility!
You can assemble your own tailor-made patient communication
system
from the following components:
= Two different cameras: SIROCAM 3 or SIROCAM C
Four different camera positions: integrated into the dentist or
assistant's element, attached to a separate holder, or mounted
directly adjacent to the monitor
Two different medically approved monitors: either 15€€? or
19€?, each
with a protective glass shield
Three different support arm systems: mounted on the light support
column, the tray or the SIVISION support arm

Reap the benefits of video imaging:
Live camera images
Live and freeze frame images at full screen size
Saving of freeze frames to the 4-image memory via the foot control
Quad mode for a quick overview

http://www.sirona.com/ecomaXL/index.php?site=SIRONA_COM_sivision_sirocam[1/3/2012 7:24:18 PM]

Inunication > SIROCAM

HOTLINE / SUPPORT

!—-J US customers:

800-659-5977
Online Support
Contact Sirona USA

ﬂ Australian customers:
1300 SIRONA

Contact Sirona Australia

ﬂ New Zealand customers:

0800 SIRONA

Contact Sirona New Zealand

International customers:
+49 6251 / 16-1670
email: contact@sirona.de

Contact form
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“YSOREDEX DIGORA' Vidi






Your best choice intraoral camera

¢) Easytouse

O Practical ergonomics

¢) Preciseimages





Practical ergonomics

Wide angle of vision

The DIGORA® Vidi provides exceptionally wide

angle of vision to explore even the distal areas

precisely. The anatomically shaped design of the +1 5 o
DIGORA® Vidi provides a +15 degrees wider angle

of vision compared to standard straight design.

This together with a wide angle lens allows easy

imaging of hard-to-reach areas of the mouth.

The rounded shape and reduced dimensions
of the camera head improve patient comfort.

EasyTouch

Freeze images with a simple glide over

the optimally located EasyTouch button.
The sensitive touch button freezes a
snapshot while keeping the handpiece
steady. This allows you to work in complete
confidence without blurred images.






Precise images

FreeFocus and large depth of field

The DIGORA® Vidi FreeFocus provides a clear image from one tooth to portrait.
FreeFocus together with a large depth of field saves time and makes the workflow
easy and fluent, allowing the user to concentrate on the patient.

Unmatched lighting system Precise images

The DIGORA® Vidi utilizes the latest The optical system of the DIGORA® Vidi
generation LEDs with high performance is equipped with an aspheric lens which
optics. A wide area is uniformly illuminated eliminates distortion and provides a
with a powerful light beam of natural color. geometrically correct image. It's wide
Compared to halogen lamps the heat angle of view combined to a wide angle
generated is minimal. lens enables perfect visibility even into

the hard-to-reach areas of the mouth.

DIGORA® Vidi with aspheric lens: correct geometry
from edge to edge.

Shaded light of standard camera with Standard camera: barrel distortion
traditional LEDs.





Technical specifications

DIGORA® Vidi

Technology High sensitivity 1/4” CCD
Connection USB 2.0 high speed

Resolution PAL 752 x 582

Definition 470 lines

Sensitivity 2 lux

Lighting 8 high power LEDs

Light intensity 35000 lux, uniformly distributed
Light color temperature 6000 K = natural / daylight
Angle of view 80°

Adjustment FreeFocus, no adjustment
Image freezing With EasyTouch touch button
Image Non-inverted

Cable length Total cable length 3.5 meters
Handpiece size (L x W x H) 205x28x24 mm/8.07 x 1.1 x0.94"
Distal part (camera head) size (Wx D) 16.5x10.8 mm /0.65 x 0.43"
Handpiece weight 559

Overall weight 2209






Head Office and Factory:
SOREDEX

Nahkelantie 160, Tuusula

P.O. Box 148, FI-04301 Tuusula
Finland

Tel. +358 10 270 2000
Fax+358 9701 5261
info@soredex.com

Subsidiary: SOREDEX USA
1245 W. Canal Street
Milwaukee, W1 53233 U.S.A.
Tel. +1 800 235 8854

Fax +1 414 481 8665
info@soredexusa.com

Subsidiary: SOREDEX Germany
Schutterstrasse 12

77746 Schutterwald

Germany

Tel: +49 (0) 781 2841 98 0

Fax: +49 (0) 781 28 41 98 30
kontakt@soredex.de

“YSOREDEX

DIGITAL IMAGING
MADE EASY

SOREDEX® designs, develops, manufactures and markets dental imaging systems,
with an emphasis on innovative digital solutions. Operating worldwide, SOREDEX®
offers quality imaging systems of true diagnostic value, based on an in-depth
understanding of the dental practice. Applying three decades of experience of
imaging excellence, we offer reliable and easy-to-use solutions that help you focus
on patient care.

SOREDEX® digital imaging systems are innovative and accurate diagostic tools
that integrate seamlessly and easily into a dental practice, enhancing the imaging
process and improving workflow. Our systems are designed to be simple and easy
to use. They will make your dental practice more efficient and ultimately give you
more time for your patients.

SOREDEX® stands for innovation and value in dental X-ray technology.

MINRAY®, CRANEX®, DIGORA® and SCANORA® are registered trademarks of SOREDEX, PaloDEx Group Oy.
Other product names and trademarks are the property of their respective owners. CE marked.
Electric safety according to IEC 60601-1.

SOREDEX® reserves the right to make changes to specifications and features shown
herein at any time without notice or obligation. Contact your SOREDEX® representative
for the most current information.

© 2009 SOREDEX®

204132-2 10/09 Printed in Finland

www.soredex.com « www.soredex.de « www.soredexusa.com










The new, sharper

claris i4D

The ultimate everyday intraoral camera.
Now clearer images, LED on/off feature,
and secure USB connection.






claris

DIGITAL INTRAORAL CAMERA CLARITY THROUGH TECHNOLOGY

BRILLIANT

« Highest quality opfics for crystal clear
images

« 8 white LEDs

TABLET PC READY

ERGONOMIC

« Ergonomic handpiece that weighs
only 3.4 oz

« Integrates seamlessly with imaging software

PRECISE

* Precision controlled sliding focus
« Silicone capture button for image stability

« Light on/off button function

Try our TOUCH SCREEN POWERED
SECURE clio imaging software

» Secure locking USB connection
« High grade shielded USB 2.0 cable

*The tablet PC and ClioSoft software are sold separately.

Specifications System Requirements

Imager Sony Super HAD Color 1/4" CCD - Intel Pentium 4 1.5GHz or higher

Resolution 720 X 480 Pixels « 256MB of RAM or higher

Frame Rate 30 Fps Max. * XVGA (1024 x 768) or higher resolution

Software Interface Twain, WDM « Video adapter and monitor

Data Format YUV 4:2:2. ITU-R 656 - CD-ROM or DVD drive SO t )
Field of View 90 Degrees - Available USB 2.0 port

Focus Range 4Amm-infinity » Microsoft Window 2000/XP or later
Focus Type Variable Focus
Lgith Source 8 White LEDs
Signal to Noise Ratio 51 Db ) ) ) )
Video Output USB 2.0 Digital Works with 32-bit & 64-bit versions of T: 1.888. 266. SOTA
Power Requirements 5v Dc, Powered By USB Port Ny Windows Vista" F:1.714.532. 6107
Weight 2.4 Oz J Windows: 7 1073 N. Batavia St. Suite B
Dimensions 8.3(L) X 0.85(W) X 1.15(H) Inches € Orange, CA 92867

www.sotaimaging.com

IMAGING

©2011 SOTA Imaging, All rights reserved. Features and specifications are subject to change without notice.
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SumCamill

INTARARORAL CAMERRA

Technical Data

Resolution

PAL 752 x 582
NTSC 768 x 494

Technology

High-sensitivity CCD 1/4”

Definition

470 lines

Sensitivity

2 Lux

Lighting

8 LEDs

Adjustment

Free focus, automatic

Image

Non-inverted

Image Capture

SuniTouch

Depth of Field

From single tooth to portrait

Angle of View

105°

Weight

2 0z./ bbg

Handpiece Dimensions

L: 8.1; W: 1.1; H: .95 inches
L: 205; W: 28; H: 24 mm

Distal Part Dimensions

W: .65 x H: .43 inches
W: 16.5 x H: 10.8 mm

Cable Length

11.5ft./3.5m

Output

USB 2.0

USB2 Dock Dimensions

L: 4; W: 1.8; H: .8 inches
L: 100; W: 46; H: 20mm

USB2 Dock Weight

20z./16b¢g

SIM-272 Rev A - 4/28/2009

1-year warranty
Complies with the European Directive 93/42/EEC
Complies with EC60601-1 Standard

J

6840 Via Del Oro | Suite 160 |
USA and Canada

www.suni.com | 1408 227 6698 | +32 58 317 464

[ ]
San Jose, CA 95119 S l ' n I
International

MEDICAL IMAGING INC

SumiCamil|

Crystal Clear Images

Easy Image Capture

Free Focus
(fully automatic])

Distortion Free

Easy Access

INTRAODRAL CAMERAR

sunl

MEDICAL IMAGING INC






Quality of Images
No distortion — just picture perfect images every time.

0 With its and L s

, The most impressive feature of SuniCam Il is the crystal clear images it delivers to your
contoured Shap9, SuniCam Il is the e R chairside monitor. Equipped with an aspheric lens to eliminate distortion, SuniCam ||
o focuses automatically to provide a uniform, high-quality image every time. With SuniCam
Il you can instantly freeze frame a perfect image on screen by simply gliding over the
perfect diagnostic partner for early clinical detection and patient education. Its SuniTouch. And with the latest generation LED lighting, images are always luminous,

crisp and detailed.

, ideal size and light weight make SuniCam Il a

Easy to Work With

SuniCam Il has been crafted to fit your practice perfectly. Its curved design and light
weight improves ergonomics, and its rounded, compact camera head maximizes patient
comfort. Its large depth of field allows you to capture a patient’s portrait or the details
of a single tooth. And with SuniTouch, there’'s no button tapping that has the potential

free-focus [fullg automatic] and aspheric lens you can countona — : to produce a blurry image — simply glide your finger across SuniTouch and your crystal
clear image is captured. SuniCam Il fully integrates with Prof. Suni or Dr. Suni software

SuniCam Il makes image capture a snap, with its ,

and like all of Suni’s products, is compatible with most imaging software.

distortion free image every time. The camera’s 105° angle of view

provides increased access to hard to reach areas of the mouth. The

between functionality and features, SuniCam Il is The Right Angle of Lens

The right angle makes for an easy to
achieve, accurate diagnosis.

the right fit for your practice. ,, , S
, 3 2 i SuniCam IlI's 105° angle of view separates it from other
n: . cameras that only provide a 90° angle. This increased angle

> e . gl
/ Suﬂ‘cam , . allows better exploration of posterior areas of the mouth to

. : ensure you the most thorough and accurate diagnosis. And —

seeing what you see — your patients will become your partners

- " O in their oral health care and treatment planning.

sunl

MEDICAL IMAGING INC







Suni Digital

Call For Pricing & Ordering Information!

(866)757.0197

SUMI

MEDICAL IMAGING INC

SuniCam Il

Toll Free: (866) 757-0197

PRODUCTS PURCHASE = SUPPORT = EVENTS

Camera Specifications - SuniCam Il

Technical data

Resolution

Technology

Definition

Sensitivity

Lighting

Adjustment

Image

Image Capture

Depth of Field

Angle of View

Weight

Handpiece Dimensions

Distal Part Dimensions

Cable Length

Output

USB2 Dock Dimensions

PAL 752 x 582
NTSC 768 x 494

High-sensitivity CCD 1/4"

470 lines

2 Lux

8 LEDs

Free focus, automatic

Non-inverted

SuniTouch

From single tooth to portrait

105°

2 0z. / 55¢g

L: 8.1; W: 1.1; H: .95 inches
L: 205; W: 28; H: 24 mm

W: .65 x H: .43 inches
W: 16.5 x H: 10.8 mm

1.5t /3.5m

USB 2.0

L: 4; W: 1.8; H: .8 inches
L: 100; W: 46; H: 20mm

http://sunisource.reachlocal.com/?scid=1925930&kw=15218818&pub_cr_id=11652561715[1/3/2012 4:07:30 PM]

Send E-Mail

CONTACT




http://sunisource.reachlocal.com/coupon/d603/603537/index4.html?scid=1925930&cid=941077&tc=12010316381669311&rl_key=b93a8c31c95f67ca43b18ad29bdb52a1&kw=15218818&pub_cr_id=11652561715&dynamic_proxy=1&primary_serv=suni2.reachlocal.net&se_refer=http%3A%2F%2Fwww.google.com%2Fsearch%3Fsource%3Dig%26hl%3Den%26rlz%3D%26%3D%26q%3Dintraoral%2Bcamera%26oq%3Dintraoral%2Bcamera%26aq%3Df%26aqi%3D%26aql%3D%26gs_sm%3De%26gs_upl%3D2446l4862l0l5066l16l8l0l0l0l0l0l0ll0l0&rl_track_landing_pages=1

http://suni2.reachlocal.net/location.aspx

http://suni2.reachlocal.net/usa

http://suni2.reachlocal.net/usa/company

http://suni2.reachlocal.net/usa/products

http://suni2.reachlocal.net/usa/purchase

http://suni2.reachlocal.net/usa/support

http://suni2.reachlocal.net/usa/events

http://suni2.reachlocal.net/usa/company/contact.aspx



Suni Digital
USB2 Dock Weight 20z./165¢g

@ Back to SuniCam I

Home Products Terms & Conditions

- - -
Company Intraoral Sensors Privacy Policy | S U l I I

News & Events USB Camera MEDICAL IMAGING INC
Purchase Suni 3D © 2012 Suni Medical Imaging, Inc.
All rights reserved

(866) 757 - 0197

Email Us

Contact Us

{ +1 | Recommend this on Google

http://sunisource.reachlocal.com/?scid=1925930&kw=15218818&pub_cr_id=11652561715[1/3/2012 4:07:30 PM]
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> -
WUI“EH your complete dental imaging source since 1989

CONCEPTS

HOME SENSORS ml OTHER PRODUCTS SUPPORT Rk e
ABOUT US ' -
contactus 1 -800-323-2690

e agig teader and innovator since 1989, Video Dental
or email us at info@videodental.com

strives to offer you the best imaging solutions through
choice, best value for your money, and 21 years of
customer service.

I cu2

Home » Intraoral Cameras » CU2

Description

Efficient communication thanks to sharp images. Encourage patients to Er— %J
rochure

undergo treatment by involving them at each step of the plan. Visual £

communication is a simple and hands-on experience. C-U2 brings this

type of communication to life: straightforward and simple to use, totally automatic without the need for any
manual adjustments, it generates clear and explicit images. Technologically advanced beneath the surface, it
is easy and intuitive to use.

Click on images to enlarge

-ﬂ_

Myray CcU2 %
List Price: $2,995.00 —

Our Price: Call For Quote |Add to Cart

PROCEED TO CHECKOUT 9

Items in cart: 0

Video Dental Concepts Toll Free: 800-323-2690
110 East Granada Blvd. Suite 207 Local: 386-672-0450

Ormond Beach, FL 32176 info@videodental.com

http://www.videodental.com/intraoral-cameras/cu2/[1/4/2012 4:49:09 AM]



http://www.videodental.com/wp-content/uploads/2011/01/CU2.pdf

http://www.videodental.com/

http://www.videodental.com/intraoral-cameras/

http://www.videodental.com/wp-content/uploads/2011/01/3.jpg

http://www.videodental.com/intraoral-cameras/cu2/checkout

http://www.videodental.com/wp-content/gallery/cu2/1.jpg

http://www.videodental.com/wp-content/gallery/cu2/2.jpg

http://www.videodental.com/wp-content/gallery/cu2/3.jpg

http://www.facebook.com/people/VideoDental-Concepts/100000722860275

http://www.twitter.com/Video_Dental

mailto:info@videodental.com

callto://1-800-323-2690/

http://www.videodental.com/

http://videodental.com/pt

http://videodental.com/pt

http://videodental.com/

http://videodental.com/

http://www.videodental.com/

http://www.videodental.com/

http://www.videodental.com/digital-sensors/

http://www.videodental.com/digital-sensors/

http://www.videodental.com/intraoral-cameras/

http://www.videodental.com/intraoral-cameras/

http://www.videodental.com/products/

http://www.videodental.com/products/

http://www.videodental.com/support/

http://www.videodental.com/support/

http://www.videodental.com/about/

http://www.videodental.com/about/
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clarisi31op

USB 2.0 Digital Intraoral Camera

SIMPLY THAT CLEAR & EASY

No more compromise of convenience over quality

Claris i310D is a direct plug
USB 2.0 digital intraoral camera
with “true-to-life” colored images
that increase diagnostic efficiency
with just a click of a button.

Simply above the rest.

Works with 32-bit & 64-bit versions of |

My Windows Vista’
. Windows'7






CLARITY THROUGH TECHNOLOGY

e Custom designed optics

Ergonomic focus

e Range from 1/2 molar to full face
® Precision controlled sliding focus

One click capture button

® Compatible with various software

Portable Handpiece

e Weighs only 2.4 oz.
e No docking station needed
e No capture card required

Cradle

® Auto on/off
® Easy installation

e Integrates seamlessly
with imaging software

® Various mounting options

High-Speed USB 2.0

e Single USB cable connection

Specifications e Detachable handpiece
Imager Sony SuperHAD Color 1/4" CCD

Resolution 720 x 480 pixels

Frame Rate 30 fps max.

Software Interface Video for Windows, TWAIN, WDM

Data Format YUV 4:2:2,ITU-R 656

Field of View 60 degrees .

Focus Range 4 mm - infinity System Requ'rements

Focus Type Variable Focus Mechanism ® Intel® Pentium®4 1.5GHz or higher

Light Source 8 white LEDs ® 256MB of RAM or higher

Signal to Noise Ratio 51 dB ® XVGA (1024 x 768) or higher resolution @
Video Output USB 2.0 Digital video adapter and monitor

Power Requirements 5V DC, powered by USB port ® CD-ROM or DVD drive

Weight 2.4 oz ® Available USB 2.0 port
Dimensions 8.3(L) x 0.85(W) x 1.15(H) inches ® Microsoft® Windows® 2000/XP or later






		ClarisBrochure-1

		ClarisBrochure-2
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EXCLUSIVELYSTHROUCH
VIDED DENTAL CONCEPTS!

iThe \BestiWirelessiIintraoral Camera
atithelllowest Price!!

)

=
<

&

& @

il

Macro Lens Discovery ULTRA ULTRA intraoral camera specifications
Universal USB, RCA, =
VGA Image Senor Y¥2* SONY CCD

Image Resolution 2.0 Megapixels
Output Jack Varies with Receiver
Lamp 6 Pcs. White LED (5600K)
Depth of Field 3~50mm
Visua Angle 105°
Signal Format Varies with Receiver

——m—— ~ —

; Power Suppl 1600mAh Rechargeable
Discovery UL TRA Channel Selector el Lithium Battery 9
Universal RCA, VGA,

SD

CLES www.videodental.com

800-323-2690 m‘"ﬂegw nt





		      Macro Lens	





Discovery Ultra Wireless

DENTERPRISE

Discovery Ultra Wireless

Home Page
QuickCam

Discovery Ultra
Wireless

DOT
QuickRay
Choice
Imaging
Software

Xray2Go

Contact Us

ULTRA intraoral camera specifications

USE Receiver

Universal USE 2.0,
RCA, VG A output

|-1hermabional

Denterprise

800.323.26%0
www.denterpriseintl.com

http://denterpriseintl.com/Discovery_Ultra_Wireless.htmlI[1/4/2012 4:36:58 AM]



http://denterpriseintl.com/Home_Page.html

http://denterpriseintl.com/QuickCam.html

http://denterpriseintl.com/DOT.html

http://denterpriseintl.com/QuickRay.html

http://denterpriseintl.com/Choice_Imaging_Software.html

http://denterpriseintl.com/Choice_Imaging_Software.html

http://denterpriseintl.com/Choice_Imaging_Software.html

http://denterpriseintl.com/Xray2Go.html

http://denterpriseintl.com/Contact_Us.html



Discovery Ultra Wireless

FOWEREDEY

# Website

http://denterpriseintl.com/Discovery_Ultra_Wireless.htmlI[1/4/2012 4:36:58 AM]



http://www.godaddycares.com/

http://www.godaddycares.com/



Discovery Ultra Wireless

http://denterpriseintl.com/Discovery_Ultra_Wireless.htmlI[1/4/2012 4:36:58 AM]
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Oracam ST111

> -
WUI[IE“ your complete dental imaging source since 1989

CONCEPTS

HOME SENSORS ml OTHER PRODUCTS SUPPORT Rk e
ABOUT US ' -
contactus 1 -800-323-2690

e agimg teader and innovator since 1989, Video Dental

strives to offer you the best imaging solutions through . , .

or email us at info@videodental.com
choice, best value for your money, and 21 years of
customer service.

| Oracam ST111

Home » Intraoral Cameras » Oracam ST111

Description

Digital Dental solutions is proud to introduce a New Multi-Docking — %J
rochure

Intraoral Camera (ST-111), which has developed with our fame and £

leading technologies. We are Confident to bring up your clinical
environment as advanced function, efficient installation. And reasonable price of New Intraoral Camera will

§T-m satisfy you.

Click on images to enlarge

Oracam ST-111 @
List Price: $2,995.00 — P

Our Price: Call For Quote |Add to Cart -
e v 4

PROCEED TO CHECKOUT 9

Items in cart: 0

Video Dental Concepts Toll Free: 800-323-2690

| | .
f j 110 East Granada Blvd. Suite 207 Local: 386-672-0450
= Ormond Beach, FL 32176 info@videodental.com

http://www.videodental.com/intraoral-cameras/oracam-st111/[1/4/2012 4:50:22 AM]



http://www.videodental.com/wp-content/uploads/2011/01/BrochureBoth.pdf

http://www.videodental.com/

http://www.videodental.com/intraoral-cameras/

http://www.videodental.com/wp-content/uploads/2011/01/2.gif

http://www.videodental.com/intraoral-cameras/oracam-st111/checkout

http://www.videodental.com/wp-content/gallery/oracam/1.jpg

http://www.videodental.com/wp-content/gallery/oracam/2.gif

http://www.videodental.com/wp-content/gallery/oracam/oracam_st-121_2.jpg

http://www.facebook.com/people/VideoDental-Concepts/100000722860275

http://www.twitter.com/Video_Dental

mailto:info@videodental.com

callto://1-800-323-2690/

http://www.videodental.com/

http://videodental.com/pt

http://videodental.com/pt

http://videodental.com/

http://videodental.com/

http://www.videodental.com/

http://www.videodental.com/

http://www.videodental.com/digital-sensors/

http://www.videodental.com/digital-sensors/

http://www.videodental.com/intraoral-cameras/

http://www.videodental.com/intraoral-cameras/

http://www.videodental.com/products/

http://www.videodental.com/products/

http://www.videodental.com/support/

http://www.videodental.com/support/

http://www.videodental.com/about/

http://www.videodental.com/about/
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Spec

Printed on Feb.2004 / Rev.00

-~ TN

System Configuration \

Meniter

N

e N~ 0

TV Meniter LN

or
PC Monitor  jut %

e e

[ SR .

1 Frame Basic Type 4 Frame Memory Type MMC Freezer Type PC Integrated Type

2 " o
MMC Freezer
« MMC Card
Foot Switch

e

iz 2t
Total FC Integration
wi Imaging Software

: TV Monitor | |
o | o |
| PC Monitor

=

———

Limited Distnbution

ST - 111 Series

Power Supply 90-130VAC or 180-260VAC, 47-63Hz
Image Sensor 1/4 SONY Super HAD CCD™
Signal System NTSC PAL
Eftective Pixels 768(H) X 494(V) 752(H) X 582(V)
Signal Processing Digital Signal Processor
Horizontal Resolution 460 TV lines

Typ' MMC Freezer grr::‘r: 1CF|-ame

NTSC PAL amera

Seey Frame | BImages | 4Images 4 Images 1 Image

Field 16Images | 8Images 4 Images 1 Image
White Balance Fixed 5 Se¢ Push-set
Output Signal Composte 1EA, SVideo 1EA VGA 1EA | cenrerte TEX.
AGC Auto
Min lllumination 2 lux
ELC On
Angle of View 67°
Lamp High luminance white LED : 4EA
Light Intensity Fixed
Camera Cable 2.2m
Magnification Max x50 ~ o
Weight of Camera Probe 65g
Dimensicn (Camera) 211(W) X 24(D) X 27(H)mm

# Design and specifications are subject to be changed.

Total Imaging Needs

Digital Dental Solutions, a division of
Video Dental Concepts is your
full-service dental imaging company.
We offer a wide-range of imaging
products, from intraoral cameras, to
digital radiography, to networking
and computer needs.

Call us for all your dental imaging
needs. We can customize a
package to fit your individual
practice needs!

110 E. Granada Blvd. Ste 207 208
Ormond Beach, FL 32176

Tel: 800-323-2690

FAX: 386-672-4402

Email: sales@videodental.com
url: www.videodental.com

Serving the Dental Community Since 1989

Uideg Dent

A Division of
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Intraoral Camera ST-111

Perfect Combination of wire & wireless...
Digital Dental Solutions is proud to introduce a New Multi-Docking
Intraoral Camera(ST-111), which has developed with

our fame and leading technologies,

We are confident to bring up your clinical environment

as advanced function, efficient installation,

And reasonable price of New Intraoral Camera will satisfy you,

v

{'O‘\V ¢ nien, ('() o \‘

Excellent Functions from Experiences!
High Quality by Advanced Technologies !

Oné ‘Touch

Camera probe can be moved from
chair to chair by detachable one touch type
connector frem the probe,

« Various composition for customer needs

-1 Frame Memory Function (Frame/ Field Selection)

- 4 Frame Memory Function (Frame/ Field Selection)

- Saving up to 16 images and quadrant images can be

displayed on the screen
(Saving up to 200 images by applying 64 MB MMC card)

- Compatible with Dental Imaging Software (X-View Software)
» Using SONY super HAD CCD to represent vivid Natural Color
- Contains composite & S-Video output signal
+ 4 Frame and MMC Freezer System can be displayed

on PC monitor as well through VGA port
+ Deep Focal Depth
+ Ergonomic slim and compact design
+ High Luminance White LED (4EA) provide sufficient

intensity of light
+ Wide Field of View (67 ") and maximum magnification

{ X 50) can be applied
- Anti-Fog function
-Self generated Low - Heat from the camera to resist fog
+ Super light camera probe {only 65g)

Slim
Slim and Ergonomic Design of camera head

makes easy to capture the images of molar
and teeth from Pediatric.

Smooth

| The various range of images focusing such as '
Full Face, Full Mouth, Intraoral image can be
captured by smooth Focus Control Knob.

Easy
1 or 4 Frame images can be easily captured
and efficientiy compared by operating Freeze
Button on probe.

-

Smart
When the probe is detached with

holder Power gets “ ON *, and when probe is
on holder Power gets * OFF .
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QuickCam

Home Page
QuickCam

Discovery Ultra
Wireless

DOT
QuickRay
Choice
Imaging
Software

Xray2Go

Contact Us

QuickCam

CAPTURE METHOD

-Dual-sided ambidextrous buttons
-Optional foot-pedal available
-Capture/Save function is
programmable in most popular
imaging software /
-Direct high-speed 2.0 USB
connection

-3m eable with metal

connectors ,

/

http://denterpriseintl.com/QuickCam.htmlI[1/4/2012 4:35:40 AM]

Advanced Features
include:

y

OPTICS

" -Optical Train
Consisting of

6 elements in 3

groups

-90 Degree field of

view combined with
‘a4 step dial, renders all
popular face smile intra
aral and macro modes

ILLUMINATION
-Convenient ON/OFF Feature
-9 Extremely bright white LED's
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IO DOCKING STATION REQUIRED.
-SEAMLESS TE '
MOST IMAG -

-CONVENIENT CABLE/CRADLE KTS

ANVAILABLE

DENTERPRISE INTERNATICNAL INC,

.1:10 EAST GRAMNADA BLVD. SUITE 207
ORMOND BEACH, FL 32176

TOLL FREE: B00-323-2690

FAX: 386-672-4402
MAIL:SALES@DENTERPRISEINTL.COM
WWW.DENTERPRISEINTL.COM
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QuickCam USB

> -
WUI[IE“ your complete dental imaging source since 1989

CONCEPTS

HOME SENSORS CAMERAS I OTHER PRODUCTS SUPPORT Ff"”uguese E_TE“Sh

ABGLHRLIS contactus 1 -800-323-2690

e agmy teader and innovator since 1989, Video Dental
or email us at info@videodental.com

strives to offer you the best imaging solutions through
choice, best value for your money, and 21 years of
customer service.

QuickCam USB

Home » Intraoral Cameras » QuickCam USB

Description

Direct Digital USB 2.0 Intraoral Camera for the Dental Master %
L Brochure 2 J

Mind in YOU! re

High end features at an affordable price! Portable Hand-piece that only weighs 2.3 ounces; No docking
station required; Seamlessly integrates with imaging software; Sony High Resolution CCD 1/4”

Specifications

QuickCam USB @ * Dual-sided ambidextrous buttons
. . HHE * Single button press to capture and save images in:
List Price: $2,995.00 I's g P P g

Our Price: Call For Quote |Add to Cart * Apteryx XVLite and XRay Vision, including ProfSuni and others

* Dentrix

PROCEED TO CHECKOUT 9 . :eXI'S .
* Eagleso

* Easylmage

Items in cart: 0 * Kodak

* VixWin

* XDR

* MacPractice for Mac OS X
* Radiovision for Mac OS X
* and many others

= Optional foot pedal available, if desired
* Direct high-speed 2.0 USB connection
* 3m cable with metal connectors
* OPTICS
# Optical Train consisting of 6 elements in 3 groups
* 90 degree field of view combined with a 4 step dial, renders all popular face smile intraoral
and macro modes

ILLUMINATION
* Convenient ON/OFF feature
= 9 Extremely bright white LED'’s

Click here to download QuickCam software and drivers
Click on images to enlarge

imuE 7
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http://www.videodental.com/intraoral-cameras/quickcam-usb/[1/4/2012 4:44:53 AM]
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QuickCam USB

Video Dental Concepts Toll Free: 800-323-2690

f [ j 110 East Granada Blvd. Suite 207 Local: 386-672-0450

Ormond Beach, FL 32176 info@videodental.com

http://www.videodental.com/intraoral-cameras/quickcam-usb/[1/4/2012 4:44:53 AM]
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Advanced Features
include:

ILLUMINATION
-Convenient ON/OFF Feature
-9 Extremely bright white LED's





IMAGE QUALITY
4 RESOLUTION CCD 1/4"
-RESOLUTION 811 X 508

N - ——

SOFTWARE INTERFACE
-VIDEO FOR WINDOWS, WDM

-OS CAPABILITY
XP/TESTING WINDOWS 7

- e e - - -

, o — - —
%&t = wame Homa
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ENTERPRISE INTERNATIONAL INC,
0 EAST GRANADA BLVD. SUITE 207
ORMOND BEACH, FL 32176
TOLL FREE:  800-323-2690
FAX: 386-672-4402
EMAIL:SALES@VIDEODENTAL.COM
WWW.VIDEODENTAL.COM






Two Bright Options

The Polaris USB connects directly to your computer. The single USB computer
connection provides both power and data transfer.

The Polaris UNIVERSAL enables full integration into your practice via multiple
connectivity options, including S-Video, Live Composite Video and USB Outputs.

Polaris USB

Part Number:
Dimensions (LxD):
Weight:
Resolution:

Video Outputs:
lllumination:
Image:

Warranty:

Polaris Universal

Part Number:
Dimensions (LxD):

Dimensions (LxWxD)

Weight:
Resolution:
Video Outputs:
lllumination:
Image:
Warranty:

Operating System:

CPU:

RAM:

CD Rom Dirive:
USB Port:

Display:

Imaging Software:

Specifications
D7000
87/8" x 1.08” (Handpiece)
3.7 oz

640 x 480 Pixels

High Speed USB 2.0 Video
Ultra-Bright White LED Lamps
Normal, Not Mirrored

36 Months

D7500

87/8" x 1.08" (Handpiece)

5.7"x 3.8"x 1.5" (Control Module)

3.7 oz. (Hand piece) / 0.5 lbs. (Control Module)

640 x 480 Pixels

High Speed USB 2.0, Video, S-Video, Composite Video
Ultra-Bright White LED Lamps

Normal, Not Mirrored

36 Months

Computer Requirements

Windows XP Professional with Service Pack 3 or later for an Intel 32-bit
Processor; Microsoft Windows XP Professional 64-bit Edition with Service
Pack 2 or later for an Intel 64-bit extended (x64) processor; Microsoft Windows
Vista Business, Enterprise,or Ultimate with Service Pack 1 or later for an Intel
32-bit or an Intel 64-bit extended (x64) processor; Microsoft Windows 7
Professional, Enterprise, or Ultimate or an Intel 32-bit or an Intel 64-bit
extended (x64) processor.

2GHz Pentium-4

1GB

24x or higher

USB 2.0 high-speed, high-power port*

16MB video card supporting 800 x 600 pixels with 32-bit color

DirectX9 compliant streaming video software application

*Polaris USB model only. Polaris Universal requires only a USB 2.0 high-speed port.

www.airtechniques.com

[

Our 200,000 square foot manufacturing facility in Melville, New York. Innovation and reliability since 1962.

Air Techniques is a leading manufacturer of dental equipment for nearly 50 years.
We have earned our reputation through our commitment to ensuring customer
satisfaction, and we are proud to provide superior quality

AIrR
ECHNIQUES

[/ [

to dealers and dental practitioners worldwide.

Air Techniques products are distributed through authorized dealers only.

Headquarters:

1295 Walt Whitman Road, Melville, New York 11747-3062

Phone: 516-433-7676 M Toll Free in the U.S. and Canada: 1-800-AIRTECH
Fax: 516-433-7684 m Toll Free Fax in the U.S. and Canada: 1-888-247-8481

Western Facility:

291 Bonnie Lane, Suite 101, Corona, CA 92880

Fax: 951-898-7646 M Toll Free in the U.S. and Canada: 1-800-AIRTECH

PN 9922-257 Rev C

www.airfechnigues.com

A
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The Brightest Light in Intraoral Cameras.






Unsurpassed Clarity. Unsurpassed Comfort. Unsurpassed Convenience.

Polaris’ unique capture-upon-release feature makes capturing
steady, blur-proof images as easy as 1-2-3:

1. Aim Camera 2. Press Button 3. Release and Capture Image

The superior optics and broad focal range of the Polaris deliver exceptional
image quality to enhance your patient diagnosis and case presentation.

Other reasons for Polaris
Other convenient Pola

in sharp detail. There’s no ¢ The Quick Connect feature

® |ts Fixed Focus technology a
need to adjust anything.

ss room-to-room mobility.
® Low-glare LED light.

® The Polaris hand-piece con

e The TWAIN interface allows f dental unit with ease.

into most TWAIN 2.1 complia
image acquisitions and transfe

ity and image capture directly

ble of handling multiple TWAIN .
® Auto-On feature turnsiton o

from its holster, and its Auto-O
turns it off once it's replaced.

® Polaris works with Visix and most TW;
compliant software programs, for easy integr
into your practice.

® Polaris’ patent-pending 330° swivel featu every area of the oral cavity with minimal

According to a recent report by effort and maximum comfort.

The Dental Advisor, 100% of

. ¢ Just adjust the unique swivel head to your preference, and you'll be able to reach even tough angles with
consultants would recommend Polaris.

single-handed operation!

® Other comfort-driven features include a sleek, rounded design and lightweight yet sturdy construction.

Exceptional image quality and case acceptance have never been easier!

www.airtechnigues.com www.airfechnigues.com www.airtechnigues.com

















AsHTEidental 866-274-8351

Simply the Better Choloe

« Y LOGIN / REGISTER |
SEE AR o _J AshtelCam Wireless Intraoral Camera
HI-TECH n Overview Request Info Technical Specifications Video
B Ashtel EZcam wireless with QUADVISION
EQUIPMENT 1
SUPPLIES n
WEB 12 MANAGE SAVED IMAGES
PRINTING n
— QUADVISION ZOOM
SERVICES n
CE COURSES n
SUPPORT n
S QUADVISION DELETE
ORAL CARE n1
YEVENT QUADVISION DELETE

Punjabi Dental Society Picture Memory Remote

Dental Society CE Seminar: . . .
Infection Control « Manage your stored images without touching the camera

Jan 29th « Digital remote frees you from the handpiece and gives you visual control of your images

Quiet Cannon,
901 Via San Clemente Manage Saved Images
Montebello, CA 90640
« Scroll through image library

« Delete inhdidual images

MEWSLETTER Quadvision Zoom
i SIGN UP « View any QUADVISION image as full-screen.
email Quadvision Delete
m « Remove inh4didual images taken in QUADVISION capture mode

Memory Controls

« Switch between normal and QUADVISION modes
« Delete all stored images

« Check available memory

Camera Technical Specifications

Resolution: SONY 2.0 Megapixel CCD

Lens type: True optical

Illumination: 6 Ultra-bright white LEDs

Battery: User-replaceable lithium ion battery
Image Inversion: Regular or mirror image mode
Comparison Mode: QUADVISION compares 4 images, live

http://www.ashteldental.com/site/ashtelcam-wireless-technical-specifications-detail.ntmi[1/23/2012 8:39:46 AM]
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Connections: Direct USB and analog Connects to PC, Monitor, TV
Wireless Channels: 4 user-selectable channels
Software Compatibility: Apteryx & most other major imaging software TWAIN compliant
Zoom: 50x with optional macro lens
Warranty: 1 Year
\ J
REQUEST INFO

@ Hi-Tech - Intraoral Camera . AshtelCam Wireless Intraoral Camera

AshtelCam Wireless Ashtel CAM- USB Owandy Real HI-T Einstein Wireless Ora Cam Camrex 191
Intraoral Camera Intraoral Camera Introduction Introduction Introduction Introduction
Overview Introduction Product Datasheet Product Brochure Brochure
Request Info Technical Specification Product Brochure How It Works
Technical Specifications Request Info Request Info Specification
Video Brochure A Closer Look Wireless Receiver

See the Result See the Result Request Info

Technical Datasheet

Testimonial Video

Cammy Camera TPC
Introduction Introduction

WE ACCEPT ALL MAJOR CREDIT CARDS n

£
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AsHTEIdental

Simply the Better Choloe

866-274-8351

-
ﬂ | LOGIN / REGISTER |

SOFTWARE 1
HI-TECH a
EQUIPMENT n1
SUPPLIES n
WEB n
PRINTING n
SERVICES 1
CE COURSES n

SUPPORT n

ORAL CARE n1

o

Punjabi Dental Society
Dental Society CE Seminar:
Infection Control
Jan 29th

Quiet Cannon,

901 Via San Clemente
Montebello, CA 90640

NEWSLETTER
SIGN UP

email

@ Cammy Camera

ZOOM TOGGLE

FREEZE BUTTON
o ON/OFF BUTTON
— ‘ -
e R .
T —— P
Technical Specification
Interface USB 2.0
Sensor 1/4" SONY CCD Sensor
Effective Pixels 1.0 Mega Pixels
Max Resolution 1280 x 960
Color Depth 24-bit (16.7 Million Colors)
Max Frame Rate 30fps
White Balance Auto
Auto Exposure Auto
Motion JPEG Compression YES (Smooth Video)
Rating Voltage 5v
USB Cable Length 260 cm
Weight 92 ¢

Contact Person :*

Address :

City :
Zip Code :

OtherthanUSA SelectOthers
State :

Country . United Statesof America
Phone No :*

Fax No :

E-mail :*

Comments :*

http://www.ashteldental.com/site/cammy-camera-subcat.htmlI[1/23/2012 8:30:30 AM]
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Security Code :*

Technical Datasheet
Testimonial Video

Cammy Camera TPC
Introduction Introduction

WE ACCEPT ALL MAJOR CREDIT CARDS {8 E

http://www.ashteldental.com/site/cammy-camera-subcat.htmi[1/23/2012 8:30:30 AM]

Type the RED Moving Letters | |
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Request Info Technical Specification Product Brochure How It Works
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Video Brochure A Closer Look Wireless Receiver
See the Result See the Result Request Info
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INTRAGRAL CAMERA WITH MULTIPLE
IMAGE MEMORY

Camrex 191A Intraoral Camera

NTSC | PAL
Pick Up Element 1/4" Color CCD
Total Pixels 410K | 470K
Resolution 480TV Line

Electronic Shutter

Automatic, 1/60(1/50)~1/100,00 sec.

Gain Control

Automatic

Video Out 1.0Vp-p Composite/750hm
Power Supply DC5V
Dimension L185xW24xH20mm
Weight 899

Video Freeze Process Unit
TV System NTSC or PAL
Video In 1.0Vp-p, 75 ohm Impedance
Video Out 1.0Vp-p, 75 ohm Impedance

Digital Resolution

8 bit 256 Grad, 512x1024 pixels

Digital 170 16bits

Signal 52dB

Power Source DCOV

Freeze Mode Frame

Dimension L110xW82xH37mm
Weight 1109

Call 866-274-8351 today or fill out the contact form below:
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EINSTEIN SAPANA

Ashredenial (A

wireless intraoral camera

ATdd S

e Wireless

* 1.3 Megapixel High Resolution
* Auto Focus
* Onboard Memory
* Super Magnification
e Connect to TV, P, Video, USB
* Anti Fog Lens

* TWAIN Compliant

HLVIOHLNI

* Optional Macro lens
We don't just

for 50x zoom
SUPPLY you

with the products

We FUSE YOUR

PRACTICE into

a powerful network system!

LIOddNS

Capable






SAPANA WIRELESS CAMERA

With TV
Super high quality CCD produces realistic color,

High Resolution
higher resolution, and natural gradation sequence.

1.36-Megapixel CCD. Super high quality CCD developed
for intraoral images, produce more realistic color, higher
resolution, and more natural gradation sequence.

Processor. New SX630 data processor was specially
developed for intraoral images. It processes the image
data from CCD sensor to deliver more smooth, low noise
images with realistic color.

Simple Operation

Finger Tip Operation- Instant Capture >>> Slideshow
High quality images can be instantly captured and stored
in the camera by single click on the freeze button. Slide
the button to review with your patients.

On Board Memory. It holds 16 images in its on board
memory for instant review.

With Computer
Plug into your computer’s video capture board and
download the images straight into the dental imaging

White LED Light. The LED lights maintain the brightness
software.

and original realistic colors for more clear and accurate in-
traoral images. The LED lights do not require bulb replace-
ment and it reduces the maintenance cost in your office.

Image Clarity
Auto Focus. No manual focusing is required. The camera
instantly adjusts focus from an arch to one tooth.

Anti-Fogging Lens. The 0.02-inch pin lens solves the
problem of condensation, which occurs when patient’s
breath makes contact with the lens.

Specifications .
Super Magnification Macro Lens

Length: 10.2"

Weight: 4oz The optional 50x magnification cap vividly displays small
N L _ cracks and fractures on teeth.

Battery Life 1 hr. battery run fime

Memory 16-image memory capacity

Includes: : ﬁ,.."-'-’-"':"'

Recharging Stand x1 |

Disposable Camera Covers x100

&

Wireless Receiver §

MACRO LENS CAP 50x Magnification
Autoclavable

Tel: 866.274.8351 > ashteldental.com

Digital Radiography Digital Panoramic Imaging Software Cone Beam CT Wireless Camera Networking

(TS

L MR







Straightforward,
light and multifunctional,
the new Real Hi-T camera

gives you true-to-life images.

Its durable composite hand-piece

is easy fo grasp and maneuver,
plus it has all the most up-to-date

technological innovations.

ONILNIYd

We don't just

SUPPLY you

[ with the products
We FUSE YOUR
PRACTICE into

a powerful network system!

ONILIAMYVIN

6.ashtel.1 > ashteldental.com Capable

options available; provided by HPSC, a GE Company. Prices subject to change without notice.
are rights of respective companies.





REAL HI-T INTRA/EXTRAORAL CAMERA

...or reality itself
Straightforward, light and multifunctional, the
©® 06 0606060606060 0 0 0 0 0 0 0 0 0 0 0 o new Real Hi-T camera gives you ’rrue-’ro-life im-

ages. lts durable composite hand-piece is easy

to grasp and maneuver, plus it has all the most

A True-to-Life Image —_ . .
The image, digitized at the source via a High Tech up-to-date technological innovations, making

CDD sensor, reproduces every detail in natural color. the Real Hi-T a top-of-the-line camera.

The Proof is on the Screen
With images to show your patients, you can explain
and support your diagnosis from the screen.

. . Technical Specificati
A Camera with Varied Talents echnical spectications

. . Hand-Pi
Real Hi-T instantly shows the captured images and ,a.n ece , ,
. . . . Digital sensor V4" Sony (DD, 752 X 576 pixels (PAL)
with a single click, allows you to freeze and archive )
e . ol 768 X 494 pixels (NTSC)
e images you consider essential. Video standard AL or NTSC
Lighting Five White LEDs
. . Length 212 mm
One Camera, Two Configurations ,g
. . : Thickness 22X11.5mm
Video or digital, the Real Hi-T camera connects Heich " -
. . . . ei
via USB port to any PC in your practice, allowing ! ! o
. . . Sharpness 2 mm to infinity ';U
for ingenious resource sharing. Its can also be used - , -
Lo Focus Multifunction button and micro-motor
in independent mode. Z,
Image freeze Foot pedal
Hand-piece button =
Modes One or four images =
. . 0l
A Library of Patients’ Images ’ Z
Intra and extra-oral
Selected, framed and retouched, ) )
Cable Duel connection

each image is archived in the
. . . @5mm, length < 10 m
patient file, to be easily i )
Video Version

fut treat t Size 160 x 103 x 37 mm
re tfreatment. —
o Interface Y/CVideo and composite video output

consulted for

Compact Flash reader

Foot pedal Z
Memory Compact Flash card >
Power supply 12V table/24 V AC chair =
USB Version g
Size Connection box 120 x 60 x 30 —
Interfaces PC USB 2.0 connection —

Freeze pedal z
Standards CE/IPX7 compliant Q

ashteldental.com/realhit







Wireless Intraoral - A Comparative Analysis

Here are 19 Reasons to choose the Ashtel EZCam® Wireless with QUADVISION

Whether you have a computer or a TV in your operatory, the Ashtel EZCAM® Wireless
works with either. There are NO ADDITIONAL GADGETS needed (regardless of what
competitors’ salespeople try to sell you), we include it all.

Ashtel EZCam®

Essential Functions Einstein Stella®
Wireless

Battery level indicator YES YES
Auto Focus YES YES
True Optical Lense YES YES
Mirror View YES YES
Warranty 1 year 1 year
Maximum Zoom (Optional item) 50x ($95) 50x ($95)
Image Capture 16 28
Resolution 1.3 megapixel SONY 2.0 megapixel
LED lllumination 4 LEDs 6 LEDs
Battery Replacement Time 2 Weeks 0 Days
Battery Replacement Cost $400 $65
User-Replaceable Battery NO YES
All-in-one receiver (TV & Computer) NO YES
Multi User Imaging Software NO YES
QUADVISION Imaging NO YES
TWAIN Compliant NO YES
Remote Control NO YES
User- selectable channels NO YES
Cost $2195

From 28 image storage to channel selectability to QUADVISION image capture,
we hope you'll agree with us; it's simply the better choice!

You are now free to move about the pracfice.
ASHTEL

22CQIT

WI1RETLES S withQUADVISION

astheldental com/ashtelezcamwireless | 866.274.8351 astreidental(/A
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We FUSE YOUR
PRACTICE into

a powerful network system!

ONILAMNYVIN

Capable






ORA CAM INTRAORAL CAMERA

Better Performance, Better Inage Quality

The 1.3 mega pixel infraoral camera is the perfect digital image processor with high density, USB

interface, easy connection, and various functions for better PC-compatibility

USB Connector
Direct connection to PC with USB Interface.

One Touch
Easy to move a camera probe from chair to chair by
detachable one tough type connector.

Slimmer

More compact, slimmer & ergonomic design of the
camera head makes it easy to capture the images of
molars and even children’s teeth.

Smooth

Wide field of view (67°). The various range of image
focusing such as full face, full mouth, intraoral image
can be captured by smooth focus control knob.

Easy
Easy to capture any image with the freezing button on
probe efficiently.

Smart
When the probe is removed from holder, power turns
“on”. And when probe is back on holder, power

turns “off”. It also has an Anti-Fog function.

Viewer Software
Live Image. Shows ST-121 live image
Capture. Captures live image
Search. Searches saved image
files by date

Delete. Deletes files

Integrates with QuickVision Imaging Software
QV is simple and user friendly software, with straight-
forward easy to understand icons.

Imaging is controlled using various enhancement tools.
Cosmetic module for before and after shots.

Implant module.

Customizable mounts/templates.

Multi-user licensing.

Bridgeability to most practice management software.

DICOM compatible-for image sharing with colleagues.

Windows Vista compliant, WIN 98/2000/XP.
Integration for intra/extraoral cameras, digital sensors,
panoramic machines and scanners.

......‘.\?

SpeciFicaﬁéns

ST-121
Image Sensor 1/4” 1.3 Mega Pixel CMOS
Effective Pixels 1280 x 1024

Frame Rate

Host Interface

Angle of View

Lamp

Camera Cable
Magnification

Weight of Camera Probe

Dimension (Camera)

Software System
CPU

RAM
VGA

HDD
MONITOR
usB

Max 15fps@over 640 x 480
~up to 1280 x 1024

Max 30fps@up to 640 x 480
USB 2.0 with High Speed

67°

High Luminance White LED : 6EA
1.8m

Max X 50 ~ oo

20g

200(W) x 23(D) x 19(H) mm

Recommended
Above Pentium D
(Dual-Core) 3.0 Ghz

Min. Req
Above Pentium IV 2Ghz

L2 Cache 2M
Above 512MB 1GB
True Color (32hit) PCl express X16
Above Support (64M) 256MB
Above 60GB 80GB
Above 15" PC Monitor
USB 2.0

ashteldental.com/oracam

ONILNIYd
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BIOLASE DaVinci Imaging™ iView™ Digital Intraoral Camera

Revealing Images
for Better Informed
Patients

BIOLASE
B,

Because the
more dentistry
you can see, the
more dentistry
you can do.

With the highest illumination in

its category and progressive scan
technology, the BIOLASE DaVinci
Imaging™ iView™ is an easy way to
increase patient case acceptance. It
automatically adjusts brightness and
focus to give you sharp images to show
patients immediately.

Extremely lightweight and ergonomic,
with a sturdy, stainless steel grip, iView™
lets you access all areas of the mouth
and connects easily to your PC via high-
speed USB 2.0.

Top Features

12 LEDs provide
brightest
illumination of any
intraoral camera

No focusing or
pushing buttons
means sharp
images every time

Lightweight and
ergonomic for
easy access to the
area of interest

USB 2.0
connection
speeds for instant
image transfer and
viewing






Technical
Specifications

Handpiece Weight
Handpiece Length
Width of Distal Section
Visual Angle

Focal Depth
Retroflection

Optical System
Sensor

lllumination

Frame Rate
Handpiece Grip

Max USB 2.0 Cable Length

Power Supply

Max. Absorption

Absorption with LEDs Switched Off
Protection

EMC / Safety

Minimum PC System Requirements
Operating System

79 grams (2.78 ounces)

195 mm (7.68 inches)

17.5 mm (0.69 inches)

80° (diagonal)

5-35mm

95.5°

Three-lens /13

Progressive Scan

12 white LEDs

30 frames/sec. self-adapting

Stainless Steel

5 m (16.40 feet)

Extendable with powered USB 2.0 hub
5V DC (USB 2.0 supplied)

350 mA

80 mA

Self-resetting internal fuse

Digital thermometer for overheat sensing
Class 1 device

Class 1type B device

In compliance with 93/42 Directive
in compliance with EN 60601-1

Microsoft® Windows Vista® or
XP Service Pack 2 or 3

Ports USB 2.0

Processor 1.0 GHz or faster

Memory 512 MB

Display Setting 1,024x768 at 32-bit true color
Graphics Card DirectX 9.0 compatible
Details

New BIOLASE DaVinci Imaging™ systems make us the only technology partner that can provide you with the

BIOLASE.com

most advanced diagnosis and treatment technologies. Imagine being able to diagnose using a fraction of the

radiation of film radiology, then treat without the discomfort or cross-contamination risk of the needle and
drill. All from one trusted and experienced partner with the training, practice integration, patient marketing,

Toll-free:
888-424-6527

and service & support to assure your success.

© 2011 BIOLASE Technology, Inc. // Number One in Dental Technology // OEM 510(k) KO62897 //

BIOLASE







Welcome to CamSight's Digital World

o L8 L e A

@L‘:‘/HHT A LEADER IN INNOVATIVE TECHNOLOGY

HOME ABOUT CAMSIGHT

Intraaral Camera &
Imading Software
L= =

o

e
-
— L

I LRI . L

- Direct USB Connection

" No Docking Station Needed

- Bright LED Light
- Crisp, Clear Image Quality

- Sleek & Slim Head Design

PRODUCTS

L 72

NEWS & EVENTS

OptiPlus Intraoral
Camera & CDMi
Imaging Software

CamsSight's OptiP'US Intraoral Camera equipped with
bright LED light and features CCD technology for
excellent imaging performance and delivery of the
highest quality images to the screen. With its sleek
design, OptiP'US is highly maneuverable while its
user-friendly approach and large depth of field make
it practical and easy-to-use.

Optip'us Intraoral Camera connects directly to a
computer USB port via USB cable, eliminating the
need of docking station and make it far portable.
Now, all you have to carry is the camera handpiece
in your pocket from operatory to operatory.

The OptiPIUIS is capable of supporting the needs of
any size dental practice and is available in different
system packages; it can be used with dentists’
existing imaging software or can be purchased as a
kit with signature CDMi Intraoral Imaging Software.

optiP!Us specifications

Image Sensor Sony SuperHAD 1/4"CCD

Resolution 768 x 494

Focus Range 7mm —45mm

Field of View 55 degrees
Light Source 6 White LED
Power Supply USB 2.0 Port

w
Contact us

at info@camsight.com
|\ for more information or
". a product demonstration

or

Dealers - Apply Today!

Intraoral Imaging Software
- Multi-View
maA

n Case Presentation
e

l'- : Library

CDMi Intraoral Imaging Software is one of the
most user-friendly imaging software programs
providing dentists with complete intraoral
imaging capabilities and electronic storage for
viewing intraoral images easily from any
operatory.

This signature software includes Screen
Capture, Image Enhancement, Multi-View, and
Case Presentation features that allow dentists to
increase their case acceptance rate higher as
communicating better with patients.

CDMi Intraoral Imaging Software is also
compatible with most existing intraoral cameras
that dentists have in their operatories.
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About This Guide

This guide documents the KODAK 1500 intraoral camera and
contains the following messages to emphasize information or
indicate potential risk to personnel or equipment:

Warning: Failure to heed this warning could
result in damage to property or in bodily

N

Caution: Points out procedures that you
must follow precisely to avoid damage to
the system or any of its components,

Y

Note: Provides additional information, such as
expanded explanations, hints, or reminders.

Y

Tip: Provides extra information to improve
workflow.

N

Note to the User

To use and operate your software, you must follow this
instructions contained in this guide.

KODAK 1500 Intraoral Camera User's Guide (8]2862) Ed03 1





Warning and Safety Instructions

When operating the KODAK 1500 intraoral camera, observe
the following warning and safety instructions:

Danger of Electric Shock

This is an electrical unit. DO NOT expose it to
A water spray. Such action may cause an electric

shock or a malfunction of the unit.

Caution

« You are responsible for the operation and maintenance
of this camera. You MUST have training to use the
camera.

« DO NOT place the computer and the peripheral
equipment connected to it in the immediate vicinity of
the patient. Leave at least 1.83 m distance between the
patient and the equipment.

« See your computer installation guide for details of the
data processing system, computer and screen. Leave a
sufficient amount of clear space around the computer
to ensure that it is properly ventilated.

+« The computer intended to be connected to the camera
shall be at least IEC 60950 or equivalent standards
certified.






« To obtain maximum image quality and visual comfort,
position the screen to avoid direct light reflections from
internal or external lighting.

« DO NOT place objects within the field of operation of
the equipment.

« Disinfect any parts of the unit that come into contact
with the patient and the operator after each image
acquisition.

« Always use a new protective sheath for each patient.

e Turn OFF the camera before charging. Failure to do so
will shorten the life of the battery.

« The surface temperature of the LED window can rise up
to 39°C. Do not allow the window to come in contact
with the patient’s mouth for more than 10 minutes.

+ When the camera is not in use, ensure that the ON/OFF
button is set to OFF.

« The power adapter is certified by IEC 60601-1. You
MUST use the provided AC Mains adapter only.

Marking and Labeling Symbols

. Type BF Applied Part

Classification in accordance with
IEC 60601-1

KODAK 1500 Intraoral Camera User's Guide (8J2862)_Ed03 3










KODAK 1500 Intraoral
Camera Overview

The KODAK 1500 intraoral camera is compliant with the
requirements of the EEC and international medical standards.

The camera has been designed to carry out the following
functions:

e Acquire still images and video
¢« Review images
e Store images

Camera Components

The camera is available in two models: wired and wireless.
Although they look similar, the buttons and LEDs have different
functions for different modes. The following illustrations
describe the components and functions for wired and wireless
models.

Wireless Camera

The wireless camera may be powered by a battery or a cable. If
you use a cable, the functions of the LEDs and buttons are the
same as those described for the wired camera.
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Figure 1 Camera Components—Wireless

1 LED and Lens

window

2 Power ON/OFF
button

3 Battery Release
button

4 Shutter Release
button

5 Battery indicator

6 WiFi indicator

7 Battery

View white LEDs that illuminate the
oral cavity.

Press 3 seconds to power ON. Press
5 seconds to power OFF.

Press button and pull battery out.

Press halfway down to perform auto
focus. Press all the way down to
capture an image. Press halfway
down and release to return to video
mode.

Green indicates the battery is working
properly; blinking orange indicates
the battery is low.

Solid blue indicates the connection is
working properly; blinking blue
indicates a communications problem.

Insert rechargeable cylindrical
Lithium-ion battery into bottom of
camera until it fits tightly in place.
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Wired Camera

The wired camera can be connected to the computer via the

docking station or directly connected to the computer using an

USB cable.

Figure 2 Camera Components—Wired

1 LED and Lens
window

2 Power ON/OFF

button

3 Cable Release
button

4 Shutter Release
button

5 Power indicator

View white LEDs that illuminate the oral cavity.

Press 3 seconds to power on. Press 5 seconds
to power OFF.

Press button and pull cable out.

Press halfway down to perform auto focus.
Press all the way down to capture an image.
Press halfway down and release it to return to
video mode.

Green indicates the camera is powered on; no
light indicates the camera is powered OFF.
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6 USB Connection Solid blue indicates the connection is complete.

indicator Blinking blue indicates the connection is in
progress.
7 Cable Insert cable into bottom of camera until it fits

tightly in place.

Camera Holder Components

Place the camera in the holder when you are not using the
camera. See “Installing the Camera Holder” on page 18.

€5

Figure 3 Camera Holder Components

1 Opening to fasten the holder securely to the surface

2 Adhesive tape

Note: After the camera is idle for 1.5 minutes, it
switches to the sleeping mode. To use it again, pick
it up or press the Shutter Release button. When the
camera is idle for one hour, it shuts down.

Docking Station Components

The docking station provides connectivity and power for the
camera. It lets you connect to a computer or a video monitor.
The docking station contains the SD card slot and all the
connections to use the camera.
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Front View

Figure 4 Docking Station Components
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10
11
12
13

USB connector to camera
SD card socket
Power indicator: green = power normal; dark = no power

USB connection indicator (wired): blue = normal; blinking
= not normal

WiFi indicator (wireless): blue = normal; blinking = not
normal

Antenna connector (wireless)

USB connector to computer

VGA connector

S-video connector

AV-out connector

Power DC-in connector

Footpedal connector (optional accessory)
DC-out connector (wireless)

Output switch: NTSC, PAL, S-Video, VGA

Charge Station Components

The charge station is used to charge the wireless camera and
the additional battery simultaneously or separately. You can use
the charge station as a stand-alone unit or attach it to the

docking station. The unit is used for wireless configuration only.
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Figure 5 Charge Station Components

1 Camera port
2 Battery port
3 Power input
4 Camera indicator
5 Battery indicator

If the indicators are flashing, you must re-insert the battery to
obtain good contact.

Note: The camera reverts to the sleeping
mode when it is the charge station.

Note: If the camera is in the charge station for
more than one hour, it shuts down.
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System Components

The KODAK 1500 intraoral camera consists of a camera that
captures video or still images when connected wirelessly or
wired to a computer or video monitor. If you use a computer,
KODAK Dental Imaging Software is required to view images. If
you use a video monitor, additional software is not required.

Table 1 shows the system components for the KODAK 1500
intraoral camera.

Table 1 System Components

Item Description

1camera

1 camera cable with one USB connection

2 rechargeable cylindrical Lithium-ion
@ batteries (wireless)

@ 1 camera holder

Protective sheaths
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Table 1 System Components (Continued)

Item Description

1 docking station

1 DC power cable and adapter

1 AV cable

1 S-video cable

1 USB cable

1 antenna (wireless)

1 2G SD card
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Table 1 System Components (Continued)

Item Description

1 charge station (wireless)

Charge station power cord

1 additional camera cable with two USB
connections. It is used only if the traditional
USB cable with one USB connection can not

provide enough power to camera.

CD containing:

« User's Guide

« Safety and Regulatory Guide
« Accessory Information
Document and
Software Package | Printed copies:

Quick Start Guide
Safety Information Sheet
Warranty Sheet

Quick Set-up Guide

Note: The computer shall be at least IEC
® 60950 or equivalent standards certified.
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Acquisition Module
Overview

Computer System Requirements
The computer must meet the following requirements:
¢ Intel Pentium IV, 1.8 GHZ

« 512 MB RAM (1 GB RAM for Windows Vista and
Windows 7 32 and 64 bits)

« DVD drive

« Standard CRT/LCD monitor with a minimum of 1024 X
768 screen resolution

e Direct X 9.0c supporting video card with at least 128
MB RAM

e« USB 2.0 high-speed port.

General Software Overview

The KODAK 1500 intraoral camera operates with the following
software:

« KODAK Dental Imaging Software, version 6.11.7 or
higher

e Acquisition module.

For information, see KODAK Dental Imaging Software Quick
Start Guide.
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KODAK Dental Imaging Software

The KODAK Dental Imaging Software is a user-friendly working
interface, which is the common imaging platform for all of our
digital systems for dentistry.

KODAK Acquisition Module

The following windows and settings are used in the KODAK
Acquisition module.

Capture Window
The Capture window icon is located in the upper-left corner of
the screen. Across the bottom of the window is a series of still
thumbnail images of the entire exam.

12 1110

ertson, Allen P Madsh NESO0 10T B

® ©

Figure 6 Capture Window

1 Capture button  Displays the Capture window.

2 Preview screen  Displays either live video or captured
images.
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3  Captured Images Displays or hides thumbnails of captured
images and videos.

4 Delete button Deletes an image.

5 Done button Loads images into the KODAK Dental
Imaging Software and closes the
acquisition module.

6 Record Video Records video.
button
7  Capture Still Captures still images.
Image button
8  Mirror button Displays live video in mirror mode.
9  Camera model Identifies the camera model.
10 Full Screen Displays live video in full frame.
button

11 Connection status Identifies the strength of the connection.

12 Settings Displays user-adjustable settings for the
acquisition module and camera.
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Sellings

1 Frequency Setting:

2 Brightness Setling:

Contrast Setting:

2-level capture button:

5 Version:

Docking 1.102
Camera 1.1.02

Software 1230

SN:JKAB101
SSID:K1500-JKAB1013

Discard!

Figure 7 Settings Window

1 Frequency
Setting

2 Brightness
Setting

3 Contrast
Setting

4 2-level capture
button

5 Version

Selects the correct power frequency of your
country.

Adjusts the brightness value from 1 to 7.

Adjusts the contrast value from 1 to 7.

Works as a 2-level button by default. You
can change the Shutter Release button
operation to work as a 1-level button by
turning OFF this item.

Displays the versions of the docking station,
camera, and acquisition software.
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8
2
7
6
5
3
4
Figure 8 Review Window
1 Review button Displays the Review window.
2 Review screen Displays a captured video or
captured image.
3 Captured Images Displays or hides thumbnails of
captured images and videos.
4 Delete button Deletes an image.
5 Done button Loads images into the KODAK

Dental Imaging Software and
closes the acquisition module.

6 Arrow buttons Displays the next or previous
images in the Review window.

7 Comment button Displays the comment and tooth
number functions.

8 Tooth Numbers input  Input standard tooth numbers; use
field commas to separate the numbers.
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9 Image Processing See “Image Processing Toolbar!
toolbar

10 Comments input Displays the comment function.
field

Image Processing Toolbar

Zoom In: Select to magnify the image or to switch
viewing from 4-up to normal.

Zoom Out: Select to reduce the image or to switch
viewing from normal to 4-up.

Mirror: Displays the image in Mirror mode.

Rotate: Rotates the image 90 degrees.

-0 B2 2

'\'r
!!I-‘

Brightness: Adjusts the brightness of the image.

@
N

Contrast: Adjusts the contrast of the image.

[N]| N

Reset: Adjusts all manual settings to the default
settings.

aq

Full Screen: View the image in full screen mode

Gl
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4 Getting Started

Setting Up the KODAK 1500 Intraoral
Camera

Refer to the System Component List and visually inspect the
packages of the KODAK 1500 intraoral camera after the
shipment is received. If there are any signs of damage or
missing parts, contact the shipping company and Carestream
Health, Inc. immediately.

Inserting the Battery into a Wireless Camera

To insert the battery into a wireless camera, hold the camera in
one hand and push the battery into the bottom of the camera.
Make sure the battery is locked into place.

To release the battery, press the Battery Release button and
gently pull the battery out.

Battery Release

button ‘

Figure 9 Inserting the Battery
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Inserting the Cable into a Wired Camera

To insert the cable into a wired camera, hold the camera in one
hand and insert the cable end into the bottom of the camera.
Make sure the cable is locked into place.

Cable Release
button

@y

Figure 10 Inserting the Cable

To release the cable, press the Cable Release button and gently
pull the cable out.

Installing the Camera Holder

To install the camera holder, follow these steps:

1 Choose a clean area on the wall that you can easily access.

2  Clean the surface on which you are going to fasten the
camera holder.

3 Remove the adhesive tape protection from the support (2).

4 Place the taped side of the camera holder on the clean
surface and press firmly several times for correct
adherence. The maximum adherence is obtained after two
hours. So, you must avoid all stress on the camera holder
during the first two hours.
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5 For places on which you cannot use the adhesive tape,
insert a screw through the appropriate hole in the camera
holder

e

Figure 11 Top and Bottom Views of the Camera Holder

>

Note: If you use the adhesive tape to fix the
camera holder, it may not be secure enough
after a certain time period. Check the
adherence regularly to ensure that it is secure.

Note: Carestream Health is not
responsible for accidents involving the
camera dropping due to loosening of the
adhesive tape.
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in the holder for more than one hour, it shuts

Note: The camera reverts to the sleeping
® mode when it is in the holder. If the camera is
down.

Setting up the Docking Station

Connecting the Docking Station to a Computer

To connect the docking station to a computer, follow these
steps:

1 Connect the camera USB cable to the docking station (1).

Figure 12 Connecting the Docking Station to a Computer

2  Connect the computer USB cable to the docking station
(2).

3 Connect the other end of the USB cable to the computer
USB port.

4 Connect the DC power supply into the docking station (3).
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5 Insert the DC power cord into the power outlet. The power
indicator on the front of the docking station turns green.

fe—=

Figure 13 Set-up for a Camera and a Computer

Connecting the Docking Station to a Video
Monitor

To connect the docking station to a video monitor, follow these
steps:

1 Using the switch at the bottom of the docking station,
switch the output to the correct video output: NTSC, PAL,
VGA, or S-video (1).

Figure 14 Bottom of Docking Station
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2 Insert the SD card into the socket on the front of the
docking station. Without the SD card, or if the card is full,
the docking station can store the last 12 images. When the
card is inserted, the images are transferred automatically to
the card.

Caution:

Do not remove the SD card while the docking
station is powered ON until the SD card access
icon at the lower-right of the monitor disappears.

3 Select the correct video cable and connect to the docking
station: VGA (2), S-video (3), AV-out (4).

Figure 15 Docking Station Video Output

4  Connect the other end of the video cable to the monitor.
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5 Connect the DC power supply to the docking station (5).

6 Connect the DC power cord to the power outlet. The power
indicator on the front of the docking station turns green.

=
7

Figure 16 Set-up for a Camera and a Video Monitor
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Status Icons

When using the camera and the docking station with a video
monitor, the following icons are displayed on the video monitor
to indicate equipment status.

Firmware Update Error

Firmware Update Successful

Firmware Update in Progress

laflefle

No Connection between Docking Station and
Camera

Connection between Docking Station and Camera
via USB

((( JJJ Connection between Docking Station and Camera
via WiFi

{{n]]
| WiFi Code is Successful

{{c=))
. WiFi Code Error
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. SD Card is Not Inserted

—
. SD Card is Inserted
—

SD Card is Full

w 1
'::,'r SD Card is Saving Files - Do Not Remove Card

([ EF

Error Saving File to Internal Flash or SD Card

| B
n Saving to Internal Flash Successful

'

.\I Internal Cache is Full
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Connecting the Antenna to the Docking Station

To connect connect the antenna to the docking station, screw
the antenna into the connection on the right side of the docking
station. Make sure the antenna is screwed tightly into the

connection.

Antenna

Figure 17 Docking Station with Antenna

Pairing the Wireless Camera to the Docking
Station

Wireless cameras are paired at the factory to the docking
station that is shipped with the camera.

The need to pair again a wireless camera to a docking station
happens when:

e The original camera or docking station needs to be
replaced.

e The user wishes to use one camera with two or more
docking stations that are connected to computers in
individual operatories. The pairing of one camera to two
or more docking stations can only be used when
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acquiring images using a computer, and not when
acquiring images using a video monitor.

Pairing One Camera to One Docking Station

To pair one camera to one docking station, follow these steps:

1

Plug in the DC power cord and connect it to the docking
station.

Connect the USB cable from the rear of the docking station
to an open computer USB port.

Connect the camera USB cable from the front of the
docking station to the camera.

Power ON the camera.

Open KODAK Dental Imaging Software and the acquisition
module in order to see live video on the computer.

Perform the pairing by continuously pressing down on both
the camera Power On button and the Shutter Release
button for at least five seconds until the following message
appears on the computer monitor: "Docking station and
Camera have paired successfully".

After pairing the docking station, replace the USB cable on
the camera with a charged battery.

Restart the camera and operate it in wireless mode.

The camera can now be safely powered OFF. When you
restart the camera, the blue WiFi indicators on the camera
and the active docking station are ON.
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Pairing One Camera to Several Docking Stations

station to one specific computer.

Note: To pair one camera to several docking
® stations, you must connect each docking

To pair one camera to two or more docking stations, follow

these steps:

1

Plug in the DC power cord and connect it to the docking
station

Connect the USB cable from the rear of the docking station
to an open computer USB port.

Connect the camera USB cable from the front of the
docking station to the camera.

Power ON the camera.

Open KODAK Dental Imaging Software and the acquisition
module in order to see live video on the computer.

Perform the pairing by continuously pressing down on both
the camera Power On button and the Shutter Release
button for at least five seconds until the following message
appears on the computer monitor: "Docking station and
Camera have paired successfully".

To pair the camera to additional docking stations, repeat
steps 1 to 6.

After pairing all docking stations, replace the USB cable on
the camera with a charged battery.

Restart the camera and operate it in wireless mode.

32 Chapter 4 Getting Started





The camera can now be safely powered OFF. When you
restart the camera, it is automatically connected to the last
active docking station. The blue WiFi indicators on the
camera and the active docking station are ON.

Switching Computer

Note: Switching computer can only be
performed if you have paired one camera to
two or more docking stations.

To switch to another computer, follow these steps:

1 Go to the computer connected to the active docking station
where work will be performed.

2  Select the "Activate Camera" button within the acquisition
module.

The following figures illustrate the idle and active camera status.

[ Kaodak K1500 10 Camera i

Figure 18 Idle Camera
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[ Kodak K1500 10 Camera i

E 0

Figure 19 Active Camera

Note: The Active camera button indicates
that the wireless camera is activated to the
computer.

3 To acquire and save images on the current computer,
proceed as when using a standard wireless camera.

Note: The computer used prior to switching
reverts from active to idle.
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Setting up the Charge Station for a
Wireless Camera

You can attach the charge station to the docking station, or you
can use it as a stand-alone device placed on a table. Make sure
to place it in a safe and clean place, free from water, fire, and
any magnetic field. Use the following guidelines for charging the
camera:

e The camera port charges the camera with a single
battery assembled.

« The charge station includes two indicators:

e The left indicator displays the camera charging
status.

« The right indicator displays the battery charging
status.

The indicator status is described in the following table:

Charging Status Description

Solid Orange Charging in progress
Solid Green Charging completed

Absent battery or
OFF

no power to charge station

Flashing Poor contact

e The battery port charges an additional battery.

e The power comes from the docking station or from the
power adapter.

« It takes two hours to charge the battery entirely.
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e Afully charged battery lasts 45 minutes.

Note: If the indicators are flashing, you must
@ re-insert the battery to obtain good contact.

Connecting the Charge Station to the Docking
Station

To connect the charge station to the docking station, follow
these steps:
1 Remove the top cover from the docking station.

2 Place the charge station on top of the docking station.
Verify the connections and align the section correctly.

3 Press into place.

Figure 20 Charge Station with Docking Station
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Using the Charge Station as a
Stand-Alone Device

The charge station may be used as a stand-alone device that is
powered by a wall outlet.

Figure 21 Charge Station Alone

1 Camera Indicator

2 Battery Indicator

To use the charge station as a stand-alone device, follow these
steps:

1 Connect the charge station power cable to the power

input.

2  Connect the power plug to a wall outlet.
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3 Insert the camera or battery into the charge station.

i & 0051 yepoy ®)

Figure 22 Camera in Charge Station

Setting up the Wired Camera Directly
Connected to a Computer

Figure 23 Camera Directly Connected to Computer
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Note: Before connecting the camera and installing
the camera network driver, you must have a
Windows Administrator account.

To connect the wired camera directly to a computer using an
USB cable, follow these steps:
1 Connect the USB cable to the camera.

2  Connect the USB cable to the appropriate computer USB
port.

Note: If the traditional USB cable with one connection
to the computer can not provide enough power to
camera, use the provided additional camera USB cable
with two connections.

Note: If you use a desktop computer, connect the
camera cable to the USB port located at the back of
the computer.

3 Turn the camera ON by pressing the Power On (! button
for three seconds.

The Found New Hardware Wizard window opens.
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Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
This wizard helps you install software for:

RMDIS/Ethemet Gadget

\',} if your hard came with an installation CD
i orfloppy disk. insert it now.

What do you want the wizard to do?

% {nstall the software automatically (Recommended}
€ Install from a list or specific location (Advanced)

Click Mext to continue.

< Hack I Mext > I Cancel

4  Select Install the software automatically
(Recommended) and click Next.

The Warning window opens.

Hardware Installation

' '_«. The zoftware you are installing for this hardware:
L
Kodal. 1500

haz not pazsed Windows Loga testing to verify its compatibility
with Windowes =P, [Tell me why thiz testing iz important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for zoftware that has
passed Windows Logo testing.

[ Cartinue Argway ] | STOP Inztallation |

5 Click Continue Anyway.
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When the installation of the KODAK 1500 intraoral camera
is completed:

« A network connection icon Lﬂ is displayed on the

task bar. Wait until the connection status turns to
'Connected'.

Using the Camera with a Protective
Sheath

The protective sheath covers the camera and provides a
sanitary shield for the patient. Use a new sheath with each
patient. Always discard the sheath after each use. Additional
protective sheaths are available from your dealer.

To use the protective sheath, follow these steps:

1 Make sure the window is clean by wiping it with a moist
lint-free cloth or lens tissue.

2 Place the sheath, paper side down, on a flat surface.

Figure 24 Camera Protective Sheaths

3  With the camera window facing down, insert the camera alll
the way into the sheath between the sheath’s white tab and
paper backing (1).
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Hold the sheath in place on the camera by gently pressing
the white tab against the camera with your thumb or finger.

5  Pull the blue tab on the front of the sheath straight down
away from the camera (2) until the paper backing is pulled
away. Discard, leaving the clear plastic sheath on the
camera.

6 Adjust the sheath if necessary. The end should be tight to
prevent fogging or blurring of the image.
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Acquiring, Reviewing,
and Storing Images

You can acquire images using the camera with a video monitor
or a computer. With the computer and the acquisition module,
you can manipulate, label, and store images on your computer.
As image acquisition software, the described image acquisition
procedures via a video monitor or a computer use KODAK
Dental Imaging Software. You may also use a third party imaging
software. For information on how to use a third party imaging
software for image acquisition, see the Acquiring Images
Through Third Party Imaging Software section.

Acquiring Images Using a Video Monitor

When you acquire images using the camera with a video
monitor, you can view live video and captured images. You can
store up to 12 images in the docking station or an additional
10,000 images on the SD card in the docking station.

If you want to manipulate, label, or store images, move the
images from the camera and the SD card to your computer, and
then view them using the KODAK Dental Imaging Software with
the acquisition module or any software capable of viewing.jpg
images.
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To acquire images using a video monitor, follow these steps:

1 Turn the video monitor ON.

2  Turn the camera ON by pressing and holding the Power ON
button for at least 3 seconds until the green power indicator
is lit up.

Note: If you are using a wireless camera,
® verify the battery power level connection.

See "KODAK 1500 Intraoral Camera
Overview” on page 1.

3 Cover the end of the camera with a protective sheath. See
“Using the Camera with a Protective Sheath” on page 34.

4  Hold the camera over the area you want to view. Live video
appears on the video monitor.

5 To acquire an image, press the Shutter Release button on
the camera. The still image appears on the video monitor.
See “KODAK 1500 Intraoral Camera Overview” on page 1.

6 Press the Shutter Release button on the camera half-way
down and release it to view live video on the video monitor.

7 When image acquisition is completed, remove and dispose
of the protective sheath.
Acquiring Images Using a Computer

When you acquire images using a computer, the KODAK Dental
Imaging Software, and the acquisition module, you can view live
video and captured images on your computer.

To acquire images using a computer, follow these steps:

1 Turn the computer ON.

2  Turn the camera ON by pressing and holding the Power On
button for at least 3 seconds until the green power indicator
is lit up. See “KODAK 1500 Intraoral Camera Overview” on

page 1.
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3 Open KODAK Dental Imaging Software L@I or third party
imaging software from your desktop.

#
4  Click the C}E button on the KODAK Dental Imaging

Software toolbar. The acquisition module opens, displaying
the Capture window. For third party imaging software for
image acquisition, see“Acquiring Images Through Third
Party Imaging Software” on page 47.

5 Click the button in the acquisition module. The
patient name is displayed in the upper-left part of the
window.

6 Cover the end of the camera with a protective sheath. See
“Using the Camera with a Protective Sheath” on page 34.

7 Hold the camera over the area you want to view. Live video
appears on the Preview screen in the Capture window.

8 To capture a still image, press the Shutter Release button.
The Acquisition panel switches to the Review window, and
the captured image is displayed in the Preview screen.

9 Press the Shutter Release button halfway down and
release it to return to the Capture window and live video.
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10 To record a video, click the #l# button in the Capture

window. Click the red Record button G to stop video
recording.

11 Remove and dispose of the protective sheath when image
acquisition is completed.

Note: If the camera is idle for 1.5 minutes, it switches
to the sleeping mode.

Note: To use it again, pick it up or press the Shutter
Release button.

Note: When the camera is idle for more than one
hour, it shuts down.
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Acquiring Images Through Third Party
Imaging Software

To acquire an image using a third party imaging software via
TWAIN, follow these steps:

1 From your imaging software such as Photoshop, open the
TWAIN interface.

For example, in Photoshop, go to Import -> Select Source.
The following window opens.

3elect Source [5__<|

Sources:

T'walM 2 Freelmage Saftware Scanner 1.0
Tifil 2 K500 1.0 [32-32]

VistaFRay 1.40 [32-32)
WistaSoan 1,40 [32-32)

Cancel

2 Select TWAIN2 K1500 1.0 (32-32), then click Select.

3 Open the Acquisition module by TWAIN interface, referring
to user guide of your third party imaging software.
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Note: The third party software used for image
acquisition must be compliant with TWAIN.

TWAIN limitations are the following:

e Since TWAIN does not support the video file or tooth
comment transfer within the Acquisition module, the
video file or tooth comment transfer is disabled.

o After capturing images, click Done to return to the third
party software interface. If the third party software
supports multiple image transfers, all images will be
transferred. If not, only one single image will be
transferred. Depending on the third party software
design, the first or the last acquired image will be
transferred.
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Note: If the message “Camera setting changed,
please restart your third party software.” appears,
you must restart the software, then reopen
Acquisition module.
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Maintenance

Perform the following maintenance activities on your camera
and accessories regularly.

Hygiene and Disinfection

The camera is delivered unsterilized. To ensure maximum
hygienic safety for the patient, carefully follow the instructions in
this user's guide to prepare the camera for use.

After each patient, the camera must be thoroughly disinfected.

Note: If the camera is visibly soiled, it must be
thoroughly cleaned prior to disinfecting.

Note: The disinfectant should be approved
by the applicable competent authority for use

on a dental medical device.

To disinfect the camera, follow these steps:

1 Remove the protective sheath.

2 Use a clean, lint-free cloth to thoroughly wipe the camera
with a disinfecting solution, being careful not to use too
much liquid. Use an intermediate-level disinfectant with
tuberculocidal activity, as recommended by the
manufacturer of the disinfectant.

KODAK 1500 Intraoral Camera User's Guide (8J2862) Ed03 51





3 To adequately disinfect the camera, follow the disinfectant
manufacturer’s instructions for the appropriate contact time.

Caution:
¢ Do not use disinfectants containing
phenolics or iodophors, which will
damage the surface coating

o Never put the camera in a sterilizing
device or immerse it completely

Maintenance

Perform the following maintenance activities.

Daily

Perform these activities daily on the camera and docking station.
Table 2 Daily Maintenance

User Instructions and

. Cautions
Precautions

Description

Decontamination o Prior to disinfectant Do not immerse the
and Disinfecting remove all visible soil. camera in a
Use a wipe to clean the  disinfecting liquid.
camera.
« Do notrinse.
o Allow to dry in the open
air.
« Read the Disinfectant
Material Safety Data
Sheet (MSDS% prior to
use.

Monthly

Wipe the outer covers of the units with a soft, dry cloth.
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Disposing of the Battery

The battery is a user-replaceable part ordered directly from the
distributor or dealer. The battery comes inserted in a new
camera bottom for easy installation into the camera. See
“Inserting the Battery into a Wireless Camera” on page 17.

In the European Union, this symbol indicates
that when a user discards this product, it
must be sent to the appropriate facility for
recovery and recycling.

Contact your local Carestream Health
representative or access
http://recycle.carestreamhealth.com for

- more information.

At the end of its useful life, properly dispose of the battery
following all local regulations. Your community may offer a
battery collection program. Check with program sponsors for
participation details.

For information on disposal/recycling options in the European
Union, see the European Portable Battery Association (EPBA)
at http://www.epbaeurope.net/.
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Troubleshooting

Troubleshooting a Wired or Wireless
KODAK 1500 Intraoral Camera

Table 3 Wired or Wireless Camera Troubleshooting

Problem

Description

For wired and wireless camera

No image is displayed on o Make sure the power indicator LED on the
the screen. docking station is green.

« Make sure the power indicator LED on the
camera is green.

« If you use a video monitor, make sure the
correct port is used to connect the docking
station to the video monitor.

« Disable the firewall and the antivirus
software, then try again. If the problem is
solved, perform the necessary adjustments
to the programs settings before enabling the
programs again.

The camera captures an o Make sure the computer meets the minimum

image but does not display system requirements.

live video or record video. 4 Make sure you use the USB cable provided
with the KODAK 1500 intraoral camera.

After installing the KODAK  p|ug the KODAK 1500 intraoral camera into

1500 intraoral camera, a different USB port (for desktops, it is
other USB devices do not recommended to use the rear USB ports).
work correctly. o |f the KODAK 1500 intraoral camera is

connected via a USB hub, try and connect it
directly to the computer.

o If the KODAK 1500 intraoral camera is
directly connected to the computer, try and
use a USB hub.

KODAK 1500 Intraoral Camera User's Guide (8J2862)_Ed03 55





Problem

Description

Action

The KODAK 1500
intraoral camera is not
active within the
Acquisition module. It is
“grayed out”.

In KODAK Dental Imaging Software, go to
Options -> Preferences -> Camera. Make
sure that Use a video capture source box
is checked.

From Windows Control panel, select Add or
Remove Programs and make sure that the
KODAK 1500 |0 Camera drivers are
displayed.

Image is blurred.

Make sure the lens is not fogged.

Make sure the protective sheath is flattened
against the lens and properly inserted
(transparent side facing the lens).

Colors are not true.

Adjust the monitor contrast and brightness
to change the colors.

In the Acquisition Module, open Settings and
adjust contrast and brightness.

Camera focuses on
sheaths during auto focus
process.

During the auto-focus process, the camera
may temporarily focus on the sheath prior to
focusing on the correct item.

Cannot enter tooth
number in Tooth number
option.

Make sure the correct country/region for the
tooth number standard is selected in the
KODAK Dental Imaging Software menu:
Options -> Preferences -> Imaging ->
Tooth numbering system -> European
(Default)/American.

For wireless camera only

The Activate Camera
button is missing in the
Acquisition module.

Make sure the KODAK 1500 intraoral
camera is properly paired to multiple docking
stations.

Make sure that:

e The correct version of KODAK Dental

Imaging Software is installed

o The camera and docking station have the

correct versions of firmware installed.

Note: The KODAK 1500 intraoral camera uses
LED indicators to show the status of the camera.
Be sure to note the color of the indicator if the
camera does not work correctly.
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Troubleshooting the System Setup

Error message: ffdshow compatibility manager TW.exe

ffdshow compatibility manager (This dialog will close in 10 seconds. )

The application "TW.exe® has made an attempt to load fidshow.

This dislog is shown becauss this application is nat listed in the fidshow whitzlist or
E:f—:::;m will ba applied to both audio and video, if both are used.

(" Don't use fidshow, (just this once)

(" Don't use fidshow. (abways)

™ Use fidshow. (just this once)

W Use fidshow. (always)

Explanation
fidshow will behave as if it were not installed.

| Dan't ask me again.

1 Select Use ffdshow (always) and Don’t ask me again.

2 Click OK.
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Problem Description: Live video does not work.

Make sure the hardware acceleration of the computer graphics
card is correctly set up.

Display Properties

| Themes || Desktop ” Screen Saver" Appearance | Seftings I

Drag the monitor icons to match the physical arrangement of your monitors

Display:
1. (Muiple Monitors) on NVIDIA Quadro FX 1600M |
Screen resolution Color quality
Less 73 More | Highest (32 bif) v |
1920 by 1200 pixels I /N BN | .
Use this device as the primary monitor.

Extend my Windows desktop onto this monitor.

[ Identify ” Troubleshoot ] [ Advanced

[ oK ] [ Cancel } Apply

To set the hardware acceleration of the computer graphics card,
follow these steps:

1 Right-click the desktop window and select Properties.
2  Click the Settings tab.
3 Click Advanced.

The following window opens.
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(Multiple Monitors) and NVIDIA Quadr... EE|
| Color Management ” Quadro FX 1600M

| General || Adapter || Monitor | Troubleshoot

G Are you having problems with your graphics hardware? These settings
can help you troubleshoot display-related problems.

Hardware acceleration

Manually control the level of acceleration and performance supplied by your
graphics hardware. Use the Display Troubleshooter to assist you in making
the change.

Hardware acceleration: None | J ¢ Full

All accelerations are enabled. Use this setting if your computer has no
problems. (Recommended)

Enable write combining

[ 0K l [ Cancel ] [ Apphy

Click the Troubleshoot tab.
Set Hardware acceleration to FULL.
Select Enable write combining.

Click Apply.
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Technical Features
and Specifications

Table 4 provides the specifications for the KODAK 1500
intraoral camera.

Table 4 Technical Features and Specifications

Out put of adapter |DC 6V, 2.5 A
Video signal S-Video; TV (PAL, NTSC); VGA
Digital connection |USB 2.0 high speed; WiFi 802.11 g

White balance Automatic

Output impedance |75 ohm

Camera: 191 x 31 x 25 mm
Dimensions Docking station: 149 x 93 x 32 mm
Charge station: 92 x 58 x 73 mm

Camera without cable/battery: 61 g

Camera with battery: 91 g

Docking station: 225 g (wireless), 215 g (wired)
Charge station: 180 g

Weight

Operating temperature: +5 ~ +30°C
Transit and storage temperature: -10—60°C
Environment Relative humidity: 10 ~ 85% RH
Atmospheric pressure 700-1060 hPa

Not protected against water spray
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Table 4 Technical Features and Specifications

1 S-video output

1 PAL output

1 NTSC output

Output 1 VGA video output

1 digital USB 2.0 output
1 SD card socket

1 DC power output

1/2.5 inch CMOS with 1024 x 768 pixels

Lighting: super white LEDs / Class 1 LED
according to IEC 60825-1

Image capture: 1 Shutter Release button

Camera
FOV: 80°
View angle: 90°
Connecting cable length: 2.5 m
Adapter AC adapter complies with IEC 60601-1
750mAh; ICR17360 ISO75B37A1
Battery manufactured by DLG Battery (Shanghai) CO.,
LTD
Caution:

Not suitable for use in the presence of flammable
anesthetics or a mixture of flammable anesthetics
with air, oxygen, or nitrous oxide.

Carestream Health, Inc.
150 Verona Street
Rochester, NY 14608

© Carestream Health, Inc., 2010.
Carestream Health is a trademark of Carestream Health, Inc.
The KODAK trademark and trade dress are used under license.
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Minimum System Requirements Dlgltal USB2 camera

[
Operating System Microsoft® Windows® VISTA or XP Service Pack 2/3 1
o — Progressive Scan technology
Processor 1.0 GHz or faster S
Memory 512 MB g
Display Setting 1024x768 at 32 bit true color %

Graphics Card DirectX 9.0 compatible (‘:}
=
[Te}

Handpiece weight 79 grams (2.78 ounces) S

Handpiece length 195 mm (7.68 inches) é

Width of distal section 17.5 mm (0.69 inches) 8

Visual angle 80° (diagonal)

Focal Depth 5-35mm

Retroflection 95.5°

Optical system Three lenses, F/# 13 o

Sensor Progressive Scan %

lllumination 12 warm white LEDs 3

Frame rate 30 frames/sec. self-adapting §

Handpiece Grip Stainless Steel %

Max USB 2.0 Cable length 5 m (16.40 feet) - extendable with powered USB 2.0 hub é

Power Supply 5V DC (USB 2.0 supplied) B

Max. Absorption 350 mA ?

Absorption with LEDs switched off 80 mA §

Protection Self-resetting internal fuse,

Digital thermometer for overheating
EMC / Safety Class 1 device in compliance with 93/42 Directive

Class 1 type B device in compliance with EN 60601-1

in digital imaging CEFLA Dental Group
WWW.Mmy-ray.com Via Bicocca 14/C 40026 IMOLA (BO) - ITALY in digital imaging

@uroy myroy





Digital USB2 camera quLI
LV 4 new comfort

in digital imaging

Progressive Scan technology
Sharp images

12 micro-lights

C—UE, dlgltal by nature - (- The highest degree of illumination in its category, enabling an efficient spread of light while
o N examining the oral cavity, thus producing bright images with sharply defined colours.
Efficient communication thanks to sharp images. Encourage patients to undergo treatment by involving / . . .
- Automatic brightness setting
them at each step of the plan. }
- ‘g Intra-oral examination and image acquisition require absolutely no manual adjustment. A micro-

processor inside the handpiece constantly adjusts all parameters in order to ensure optimum image
Visual communication is a simple and hands-on experience. quality: illuminated areas and shadow areas, colour brightness, reflections.
C-U2 brings this type of communication to life: straightforward and simple to use, totally automatic without
the need for any manual adjustments, it generates clear and explicit images. Technologically advanced Progressive Scan
beneath the surface, it is easy and intuitive to use. Already part of today’s most recent DVD players, this technology allows for perfect image-freeze

and guarantees top quality definition. No conversion into analogical signal: just pure live digital

C-U2 is the communication tool designed for professionals who have chosen to increase their efficiency video. C-U2 incorporates the most up-to-date technological innovations in order to provide clear
through the use of a computer in the operating area, right beside where they work. . ‘ and valuable images.
The use of a computer makes acquisition and filing of dental images a simple task, organising them in

nominal clinical folders, and ensures long-term rapid access for consultation purposes.

C-U2, digital by nature.

Communication made simple Easy to use

Focus Free Reliability

— Remarkable visual depth of field allows full Extremely lightweight, ergonomically designed handpiece with a sturdy metal grip,
investigation of the oral cavity without the slightest liquid-proof and surface-cleanable: a long-lasting communication tool

need to manually focus on the single object.

Quick Connect
TOUCh Sensitive COHtr‘Ol C-U2 is a digital video system fully integrated into the handpiece itself:

no intermediate electronic devices between handpiece and computer, no

Fingertip freeze-frame selection. No push-button

switches or pedals. The C-U2 handpiece has a touch-sensitive area through which the independent power supply needs plugging in. Moving the camera from one terminal

freeze-frame function is activated and images are obtained without vibrations thanks to fingertip o the other s as simple as connecting a

mouse. C-U2 is ready for use as soon as

control.

it is connected to a PC.

usB 2.0

The most widespread connection that exists between computers and high-speed

Retro-Flex Vision

The wide viewing angle is partially inclined away from the
extremity of the handpiece in such a way as to enable easy peripheral devices. C-U2 uses this standard and guarantees compatibility with all

access to distal and rear tooth areas, just where a traditional recent Windows XP based computers.

90° angle makes adequate visualisation awkward to obtain.
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MyRay intraoral Camera Ush2 C-U2

myray

in digitat imaging

About Us Products Media & News Distribution Enquiries

. C-U2 Communication made simple
SkyView

Hyperion

RXAC C-U2 is a totally digital imaging device featuring
Progressive Scan technology. This ensures premium

RXDC eXTend image definition and perfect freeze-frame quality.

RXDC HyperSphere
X-pod

Zen-X

c-u2
Product Brochure

Technical Data

Quality imaging

C-U2 incorporates 12 warm white LED micro-lights, enabling
an efficient spread of light in the oral cavity to provide bright
images, rich in colour definition.

High-definition digital image capture is possible without loss
of vertical resolution thanks to Progressive Scan, a
technology which avoids conversion into an analogical
signal.

The Retro-Flex wide viewing angle is partially inclined away
from the extremity of the handpiece so as to enable easy
access to distal and rear tooth areas

Plug & Play simplicity

A digital video system fully integrated into the handpiece itself
does away with the need for independent power supplies or
intermediate electronic devices between handpiece and
computer.

Plug and unplug like a mouse with a high-speed USB2
connection.

Freeze-frame is activated via a touch-sensitive area on the
handpiece enabling vibration-free image capture.

Manual adjustments are things of the past

A micro-processor inside the handpiece constantly adjusts
all parameters in order to ensure optimum image quality:
illuminated areas and shadow areas, colour brightness,
reflections.

Remarkable visual depth of field allows full investigation of
the oral cavity without the slightest need to manually focus

http://www.my-ray.com/site/page.wplus?ID_COUNT=C-U2&LN=2[1/4/2012 5:05:49 AM]
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Exceptic v for the Exceptional Practice
H';"ME PRODUCTS SERVICES SUPPORT CIEDS NEWS CLIENTS ABOUT US CONTACT US
E Evaluate Your Practice | Call Now 973-703-4437 M Come See Us At... 0 Intercom Software | ni CK TOU
. === Click to play
PRODUCTS
Cieoport I I I C a
B:X CIlEDQS
Visora DR

SELLING

Visora Imaging _ e — got a whole lot easier!
Intercom Software : - '

COMPATIBELE. ULTRA-PORTABLE. SHARP.

OPTICA Intraoral Camera CIEOS at Your Side

he OPTICA is a space-saving, portable,
easy-to-use intraoral camera. The high-
quality on-screen video and still imagery
bolsters treatment presentation, increasing
case acceptance. OPTICA can be used to
document clinical diagnosis, simplifying
insurance treatment verification. In microdental procedures,

OPTICA magnifies the treatment area, providing greater
detail to the clinician. OPTICA can also be used to scan x-

ray film, assisting in migration to a fully digital practice. "Hats off...again.....to
CIEOS!! We had a major tech

situation yesterday. Cieos

Design was right on the job. We
called in the a.m., and before
OPTICA was designed with visual precision in mind. It is the ten they had been on the

mainframe (server by way of

our DSL), fixed the problem
"ring-around"” illumination technology. This results in images and saved the day! ..Guess
most of you know how super
Cieos is... but | just have to

ONLY intraoral camera on the market utilizing an eight-LED

with clearer definition, sharper detail, and better color

representation. OPTICA provides higher-resolution give them the thanks they
images than its competitors. It is portable and compatible deserve!”
with most image-capture software. Its one-click Jack W. Markusen DDS

functionality and ergonomic design make it easy to use. Myrtle Beach, SC

http://www.cieos.com/en/index.php?path=Products/Optica/index.html[1/4/2012 4:55:57 AM]
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It's time to get rid of those bulky, intimidating, outdated and

low quality Intraoral cameras. Optica is the answer!

Practice Advantages

F Small size gives OPTICA space-saving advantages

F Higher resolution capacity provides greater image

clarity and quality than competitors

F One-hand operation makes OPTICA easy to use

F Eight-LED ring-around flash formation allows for

superior image quality

F Two video outputs allow for dual-screen image display

F Uses Sony lenses

OPTICA Technical Specs

Imager: Sony SuperHAD Color 1/4" CCD
sEseLlD 768 x 494 (NTSC), 752 x 582 (PAL)
(pixels):

Focus Range:

4 mm - infinity

Focus Type: Variable Focus Mechanism
Lumlnqus: 6.08 cd (from 8 LEDS)
Intensity:

Signal to

Noise Ratio: . Gl

Video Output:

S-Video, Composite, Optional USB

ere_less X 4-channel 2.4 GHz wireless
(optional):
Power
Requirements: Lage
Weight (Ib):

Handpiece: 0.15

vbelis (e Docking Station: 0.75 (wired), 0.95
(wireless)

. . Handpiece: 8.3 (L) x 0.85 (W) x 1.15 (H)
DIMensions | i, ying station: 5.4 (L) x 4.7 (W) x 1.9
(inch): (H)

MSRP $2,495

“; “ \l;La;
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Optica Body Input and Output Optica Body
(rear view) cables (front view)
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USB INTRAORAL CAMERA

CANMMYZSOTWare

O O 0 0O 0O 0O 0O 000

Directly connects to a computer via the USB port.
Designed with a freeze button to capture images and a joystick to control digital zoom.
Self-sufficient, CCD technology, digital image processing.

Four white LED lamp illumination to provide maximum realistic color reproduction.
Built-in lens protector designed to prevent dust and scratches to optical components.
Mini-head design allows for easy access to the third molar.

Lightweight (only 92 grams), ergonomically designed handpiece.

User-friendly software. Easy to use and integrate into patient management software.
Digital images can be easily stored, retrieved and transmitted electronically.
Disposable sleeves included to prevent cross contamination.  iso soor ( E

ISO 13485

GMP

DENTAMERICA®
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USB INTRAORAL CAMERA

1/4" HIGH RESOLUTION COLOR s * MINI-HEAD DESIGN ALLOWS FOR
; EASY ACCESS TO THE THIRD

CCD
i MOLAR

LENS PROTECTOR TO PREVENT 7 :

ACCIDENTAL LENS SCRATCH

4 LED WHITE LIGHT, COLOR { |+ ERGONOMIC COMFORT GRIP

TEMPERATURE APPROX. 5000'K | i OFFERS SMOOTH AND EASY
I HANDLING

ERGONOMIC COMFORT GRIP —

OFFERS SMOOTH AND EASY

HANDLING

ZOOM TOGGLE
FREEZE BUTTON

ON/OFF BUTTON

LIGHTWEIGHT HANDPIECE

SPECIALLY DESIGNED HANDPIECE
, CONTOURED TO INTEGRATE INTO
Reorder NO. 336 ALL DENTAL UNITS

ZOOM LENS
o Use the zoom lens to magnify and examine HIGHLY FLEXIBLE CABLE ( NO
caries, root canal access etc. — FRAGILE FIBER OPTIC CABLE )

' / SINGLE PLUG MAKES CAMERA
PORTABLE AND MOBILE

* Attach the surface viewer ring to examine
occlusal surfaces.

-.l'll'ﬂﬂf‘_
o
L 1 | |
i)

SPECIFICATIONS
INTRAORAL USB CAMERA

Interface USB 2.0 Motion JPEG Compression | Yes(Smooth Video)

Sensor 1/4" SONY CCD Sensor Rating Voltage 5V

Effective Pixels 1.3Mega Pixels Rating Power Consumption | 1050mW

Max. Resolution 1280*960 Rating Input Current 210mA

Resolution Combination 1280*960,640*480,352*288,320*240, USB Cable Length 260 cm
176*144,160*120 USB Type USB_A

Color Depth 24-16bit(16.7 million color) Weight(g) 92g

Max. Frame Rate 30fps (640*480:30fps,1280*960:15fps) Dimensions(QX(W)X(H)(mm)| 182mm*24mm*20mm

White Balance Auto Working Temperature | 5 ~40'C

Auto Exposure (AE) Auto Working Humidity 20%~80%

DENTAMERICA® - N

18688 E. San Jose Ave.

City of Industry, CA 91748 U.S.A.
Phone: (626) 912-1388

Fax: (626) 913-0510
www.dentamerica.com
www.dentamerica.asia /

DENTAMERICA®

Rev.E-08/20/10
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DEXcam™3

USB-2 Intra-oral Video Camera
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DEXcam™ 3 Intra-oral Video Camera

As a leading provider of digital diagnostic imaging solutions, DEXcam 3 Technical Specifications
DEXIS® is pleased to offer DEXcam™ 3, a USB-2 intra-oral video e s Intra-oral and extra-
camera that supports clinical diagnostics as well as providing oral views / freeze
an excellent tool for patient education and communication. streaming video

DEXcam 3 features a seven-element glass optical lens, four | A0SEOT¥IeW o8
bright LEDs and an internal prism that provide optimal lighting Direction of View  90°
and a Sony® CCD sensor for sharp, high-definition image quality. | e

Camera controls are conveniently located on the lightweight

. . . . Focus Adjustable for
handpiece. Freeze images with a simple press of a button, then intra-oral / extra-oral
save the image into the patient record with a two-second press. | o

High quality imaging b S L
» Live video display with freeze and capture USB Cable Length 10 Feet (3 meters)
capabilities L
. . . Dimensions 1.1"x1"x9"
» Precision-ground glass optics virtually (28.5 x 25.5 x 230 mm)
e“minate image diStOrtiOn ...................................................................
Weight 6.3 0z (180 g)

» Slide switch focus mechanism allows
viewing both intra-oral images (capture up

to three teeth) and extra-oral images (smile, Minimum System Requirements
arch, and portrait) without a lens change

Operating System  Microsoft® Windows®

» State-of-the-art 4 LED lighting system XP SP2 or higher
Ultra-portable Processor Pentium®4, 2 GHz
or higher

» High-speed direct USB connectionwithno |
docking station required Memory 1GB

» Disconnects effortlessly for quick transfer
to anotheroperatory

» Capture control capability directly on the Display Settings 1024 x 768 or higher
lightweight, easy to hold handpiece with 24 bit color

API Microsoft® DirectX 9.0b
Easy access o higher
» Camera auto-activation and deactivation ........... o
controlled by placement in holder Dlskbrve e el
> Holster can be mounted almost anywhere Port USB 2.0
soitsawayswithinreach [
To learn more about DEXcam™ 3 and DEXIS imaging solutions, DEXcam 3 is optimized to work
please call 1-888-883-3947 or visit www.dexis.com. with DEXimage"







DEXIS: Digital X-ray for Dental Practitioners
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DEXimage™

Main Menu
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Platinum Sensor Part 1
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Software Overview
Software Features
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DEXusb
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¥ Benefits
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search...

000
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Company

DEXIS

Digital Diagnostic Imaging

Tailor DEXIS To Your Needs
With Optional Software Modules

DEXcam™ 3

Direct-USB Intra-oral Video Camera

As a leading provider of digital diagnostic imaging solutions, DEXIS® is pleased to
offer DEXcam 3, a direct-USB intra-oral video camera that supports clinical
diagnostics as well as providing an excellent tool for patient education and
communication.

DEXcam 3 features a seven-element glass optical lens, four bright LEDs and an
internal prism that provide optimal lighting and a Sony® CCD sensor for sharp,
high-definition image quality.

Camera controls are conveniently located on the lightweight handpiece. Freeze
images with a simple press of a button, then save the image into the patient record
with a two-second press.

High quality imaging

+ Live video display with freeze and capture capabilities

» Precision-ground glass optics virtually eliminate image distortion

+ Slide switch focus mechanism allows viewing both intra-oral images
(capture up to three teeth) and extra-oral images (smile, arch, and
portrait) without a lens change

+ State-of-the-art 4-LED lighting system

Ultra-portable

* High-speed direct-USB connection makes docking stations unnecessary

+ Disconnects effortlessly for quick transfer to another operatory

+ Capture control capability directly on the lightweight, easy-to-hold
handpiece

Easy access

» Camera auto-activation and deactivation controlled by placement in
holster
* Holster can be mounted almost anywhere so it's always within reach

http://www.dexis.com/index.php?option=com_content&task=view&id=175&Itemid=130[1/4/2012 7:59:34 AM]

Know more about the DEXIS
system. Order your FREE literature
package today.
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DEXIS: Digital X-ray for Dental Practitioners

DEXvideo™ Software

The DEXvideo intra-oral camera acquisition software takes DEXcam 3 ease of use
to the next level. Simply removing the camera from its holster auto-activates live
video streaming. This convenient feature maximizes efficiency and reduces time
spent interacting with the computer. DEXvideo also lets you capture, crop, rotate
and store images in a simple and intuitive way.

DEXISSL A ATINUIM

| Company | Products | Benefits | Multimedia | Support | Contact |
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Brilliance & Beauty

ILLUMINATE Focus CONNECT

Gris i

USB Intraoral Camera

More than a precision optical instrument, the IRIS Intraoral
Camera is as beautiful to hold as it is to use. IRIS features

a new sure-touch multi-stop Focus Wheel and unique USB
connector that fits standard delivery tray openings. The new
streamlined profile has a smaller, narrower soft-tip with
brilliant 8-point LED lighting and Sony’s Hi-Resolution CCD
for best-of-class image sharpness.

When quality and performance matters, see why Digital Doc
is the #1 choice in intraoral cameras. To find out more call
1-800-518-1102 or visit us at www.digi-doc.com.
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Brilliant 8-point white
LED lighting and precision
optical lenses for best-of-
class image sharpness

Slimmer, smaller soft-tip
on stainless steel

Dual capture buttons
for easy left and right
hand use

Multi-stop Focus Wheel
for precise focusing
from macro to infinity

Lights and camera
on/off buttons

Unique USB 2.0
connector fits standard
delivery tray slots

© Digital Doc LLC, 4511 Golden Foothill Parkway,
El Dorado Hills, CA 95762. The Digital Doc logo
and IRIS logo are trademarks of Digital Doc LLC.
All rights reserved.
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Product Specifications:
RIS USB 2.0 INTRAORAL DENTAL CAMERA

FEATURES:

POWER:
Power consumption:
Operating mode:

IMAGING:

Scanning Lines:

Scanning frequency horizontal:
Scanning frequency vertical:
Aspect ratio:

Signal/noise ratio:

Video imaging device:

Focus range:
Angle of view:

Focus:

Light source:

Video output:

PHYSICAL SPECIFICATIONS:
Length:

Diameter:

Environmental conditions:

SYSTEM REQUIREMENTS:

1-800-518-1102 ¢ www.digi-doc.com

Digital signal processor

10 bit ADC

USB powered

Camera and light on/off buttons
Convenient dual capture buttons
8-point white LED lighting
Acrylic soft-tip with stainless steel

Max. 500 mA

DC 5V +/- 10% (thru USB 2.0)
/ Max. 500 mA

625 lines

15.734 kHz

50Hz

4:3

(SNR) >56dBp-p/rms

Sony %" Hi Resolution CCD
752 (H) x 582 (V)

Tmm to Infinity
90°

Manual, Multi-stop Focus Wheel
Macro to Infinity.

8 White LED Array, Rated 100,000
hours lifetime. Light switch button on
handpiece allows LEDs to be turned off

USB 2.0 (YUV 4:2:2)

Camera handpiece (Approx.)
208mm

27mm at largest section
Temperature: 0° to 50°C
Humidity: max. 95%

PC System with 2.0Ghz, 1GB RAM
Windows XP SP2 32-bit

Windows Vista Business 32-bit SP1
USB 2.0 interface

DOC
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IRIS Intraoral Camera

() Digital DOC
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Representative

WARRANTY
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your technical
questions

DISTRIBUTORS EVENTS

IRIS Intraoral Camera

Part # IRIS-1000

WRIS

DENTISTRY () TODAY

TOP 100

PRODUCTS 2010

Suggested Retail: $5,495.00

» MANUAL

» BROCHURE

» SPEC SHEET

» Back to Cameras

SUPPORT

Login

ORDER ONLINE VIDEOS

ILLUMINATE... FOCUS... CONNECT...

Bring the power of the new IRIS Intraoral Camera into every operatory.
This precision optical instrument features an easy to use 5-point Focus
Wheel and unique USB connector that fits in a standard delivery unit.
The elegantly streamlined profile has a much smaller, specially
designed soft-tip with brilliant 8-point LED lighting and Sony’s Hi-
Resolution CCD for the finest picture quality. Best in it's class.

Recommended Uses:

See the list below for compatible software: Eaglesoft 12.0 or higher |
Patterson Imaging 11.0 | Schick CDR 3.5 | DexImage | Dentrix Image
4.5 | Easy Image | DENT-X Prolmage | Apteryx | ImageXL | XLDent |
Patient Gallery | Kodak Digital Imaging | Tigerview | Visix |
CaptureLink | Adstra | Mogo | XDR Digital Radiography | ClearDent |
Sidexis Download IRIS Drivers

click to zoom

TECHROLOGY e L
PRODUCTS 2010

Digital Doc IRIS - Voted TOP 50 Technology
Products of 2010 by Dentistry Today!

View Products Details

Sao Paulo

39
International

CIOSP Dental Meeting

January 28-31, 2012

Come see us at the 30th S&o Paulo
International Dental Meeting - Booth #2185A
View Event Details

http://www.digi-doc.com/products/item/16-iris-intraoral-camera[1/4/2012 5:12:26 AM]
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AcuCame Concept* IV FWT

Intraoral Camera with Firewire® Technology

® Direct digital convenience

® Advanced image quality

® |[nnovative mounting options

Intraoral Camera Systems

FireWire is a registered trademark of Apple Inc.
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AcuCame Concept" IV FWT

Superior Gendex image quality
for your digital practice

Gendex is proud to present
our latest addition to the
AcuCam Concept IV intraoral
camera product line. The
Concept IV FWT system is a
break-through design finally
able to deliver high-resolution
digital video for unsurpassed
image quality in digital prac-
tices. The new system com-
bines state of the art technol-
ogy with modern functionali-
ty. Miniaturization of the
advanced electronics enabled
us to reduce the docking sta-
tion into a compact unit,
capable of sitting on a count-
er and leaving enough room
for you to work. Further, the
unit can be mounted on a wall
For the
ultimate in integrated looks,
the docking station can be

or under a counter.

embedded into your existing

Gendex. Imaging Excellence.

cabinetry with just the flush
mounted faceplate revealed.

A streamlined docking station,
remotable holster, and effi-
cient software replace the
numerous controls of previous
models. The intelligent holster
knows when you want to work
and opens the Gendex camera
software on your computer.
The holster can be mounted
nearly anywhere, putting your
handpiece right where you
need it.

e Unsurpassed image quality
delivered by Firewire tech-
nology

® Smart holster automatically
activates streaming video
and opens video capture
software on your computer
when you remove the
camera

® Designed for simple inte-
gration into your operatory,
with multiple mounting
options

Quality, power
and flexibility

For more than a decade we
have been designing powerful,
reliable cameras that are easy
to use and provide the very
best image quality. Gendex
continues the tradition with
cameras designed for ease of
use, higher productivity, and
superior image quality.

You no longer have to wait —
true digital technology has
arrived to take

your practice to
the next level
of patient care.
Contact your

local Gendex

dealer for an in
office demon-
stration.

% www.gendex.com

i

KaVo Dental

Gendex Dental Systems
340 E. Main Street

Lake Zurich, IL 60047
1.888.275.5286

Fax 1.847.550.1322
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AcuCam Concept IV FWT DOWNLOADS

Superior Image Quality with FireWire technology 1 Concept IV FWT Brochure
A digital system that combines
the superior image quality of the
Concept® IV handpiece with the
convenience of digital imaging I:l Er=r—
The AcuCam® Concept® IV FWT Digital _
Intraoral camera with FireWire technology
] delivers high-resolution digital video for

| 2 great image quality in your digital practice.
PP = The system combines state of the art

technology with modern functionality. The compact docking station leaves you

e plenty of room to work around on the counter, or it can even be mounted on a
wall or under a counter. The holster can be mounted almost anywhere for your
convenience. Each time you pick the handpiece up out of the holster, it
automatically opens the Gendex camera software on your computer, saving
you time and effort!

Newsletter

navigation

Products

Cone Beam 3-D Imaging
Panoramic X-ray Systems

Intraoral X-ray Systems Features:
Digital Intraoral Sensors - Great image quality delivered by digital video streaming Firewire technology
Digital X-ray Phosphor Plates -+ A modern and compact docking station that easily mounts on a wall, under
Intraoral Cameras a counter or sits on a counter.
GXC-300 —* A smart holster which automatically activates the streaming video and opens
AcuCam Concept IV FWT video capture software upon removal of the camera
Imaging Software -+ Simple installation which eliminates video capture boards

- Digitize alternative video sources with analog input port.

Award winning product!

The AcuCam® Concept®IV FWT Digital Intraoral camera with FireWire
technology has been awarded a REALITY 4 star rating as well as the Townie
Choice Award for 2006.

http://www.gendex.com/US/Products/Intraoral-Cameras/AcuCam-Concept-1V-FWT.aspx[1/4/2012 5:47:49 AM]
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Photo Gallery

Click on an image to enlarge it.

Firewire technology

Firewire® technology at a glance
What is Firewire technology? Firewire
(IEEE 1394A) is one of the fastest data
transfer standards ever developed.
Originally conceived by Apple Computers
for digital video streaming, FireWire® is
the de facto industry standard for
multimedia peripherals such as digital
video cameras. It features simplified
cabling, hot plus and play, and
unsurpassed image transfer speed.

Digitalizing the camera signal in the Concept® IV FWT docking station and
passing it to the cmputer via the FireWire connection eliminates the need for a
traditional video capture card that typically degrades the video signal when
converting it from analog to digital. The direct-digital FireWire connection
delivers the highest level of clarity and picture quality that makes it great for use
with the Concept® IV camera. Firewire is a registered trademark of Apple Inc.

Technical Data
[

http://www.gendex.com/US/Products/Intraoral-Cameras/AcuCam-Concept-1V-FWT.aspx[1/4/2012 5:47:49 AM]
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Camera

Equipment Model AcuCam® Concept® IV

Width of handpiece 19.0 mm (0.75 inch)

Length of handpiece 190.5 mm (7.5 inches)

Height of handpiece 19.0 mm (0.75 inch)

Resolving Power 80 LP/mm

Angle of View 62 degrees

Direction of View 97.5 degrees to handpiece center line

Focal range 1 mm to infinity

Charged Coupled Device 0.25 inches

CCD pixels NTSC 379,300

Docking Station

Equipment model AcuCam® Concept® IV FWT

Digital output IEEE-1394A, FireWire, i.LINK

Analog output 480 TV Lines

Power consumption 7 Amps @ 12 V

Lamp 12V 75W halogen bulb; USHIO PN 1000835; Average bulb
life: 2,000 hrs

Weight 1.1 Kg (2.5 Ibs.)

Width 165 mm (6.5 inches) Add 30 mm (1.2 inches) for Holster

Length 165 mm (6.5 inches)

Height 74 mm (3.0 inches)

Maximum FireWire cable 4.5 m (15 feet)

length supported

Recommended sttem Reguirements

Operating System Microsoft® Windows® XP-PRO or Microsoft® Windows®
Vista Business

Processor 1.3 GHz or higher
1.8+ GHz if a laptop computer is used

Memory 256 MB (2 GB with Vista)

Hard Disk 20 GB with 1.5 GB (40 GB with 15 GB with Vista) of
available hard disk space

Display Setting 1024x768+ at 32 bit true color

Video Memory 32+ MB (256 MB with Vista)

Monitor XGA with 0.25mm/0.26mm dot pitch

Ports FireWire or i.LINK (IEEE-1394a standard) Gendex Dental Systems

Drivers Microsoft DirectX 9.0b or higher required 1910 North Penn Road

Hatfield, PA 19440

Phone: 1-800-323-8029

Fax: 847-550-1322

Tech Dept Fax: 847-718-0716
info@gendex . com

Home | Company | Products | Media & News | Dealers | Support | Contact © Gendex Dental Systems:
Policies | Sitemap | Print page | Send page | * | f | B
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GXC-300 DOWNLOADS

GXC-300 Intraoral Camera - The Simple Tool For Patient 1 GXC-300 Brochure

Education

Gendex continues their long tradition of NS

providing dental professionals with quality
imaging equipment with our brand new, Submit
GXC-300 lightweight intraoral camera.

Combining the latest video technologies,

the GXC-300 is an exceptional tool for

patient education, higher case

acceptance, and improved patient

communication.

navigation Maximum Portability

- High-speed direct USB connection
with no docking station required

= Features a lightweight handpiece and
reduced cabling

- Disconnects effortlessly for quick
transfer to another operatory

Products

Cone Beam 3-D Imaging
Panoramic X-ray Systems
Intraoral X-ray Systems
Digital Intraoral Sensors
Digital X-ray Phosphor Plates
Intraoral Cameras

GXC-300

AcuCam Concept IV FWT
Imaging Software

Advanced Technology

~ = Virtually eliminates image distortion by
utilizing true optics

- Sliding adjustable focus button for
maximum performance in both
intraoral and extraoral viewing modes

- Side capture button allows for Quad-
Image capture

- State-of-the-art 4 LED lighting system

Improved Performance

-+ Camera activation controlled
automatically by holster and always-
active software interface

-+ Holster can be mounted almost
anywhere so it's always within reach

http://www.gendex.com/US/Products/Intraoral-Cameras/GXC-300.aspx[1/4/2012 5:46:54 AM]
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Technical Data
GXC-300 Technical Specifications

Value

Image Types Intraoral and Extraoral Views / Freeze Quad-
Image / Streaming Video

Angle of View 60°

Direction of View 90°

Focal Range 1 mm to infinity

Focus Adjustable for Intraoral / Extraoral

Image Resolution 25.4 Ip/mm

Lighting 4 LEDs

USB Cable Length 10 feet (3 meters)

Dimensions 1.1" x 1" x 9" (28.5 x 25.5 x 230 mm)

Weight 6.3 0z (180 g)

GXC-300 Minimum System Requirements

Value

Operating System Microsoft Windows XP Professional

Processor Pentium® 4, 1.3 GHz

Memory 128 MB

Hard disk 20 GB

Display settings 1024X768 at 32 bit true color

Video RAM 32 MB

Monitor SVGA with 0.25 mm/0.26mm dot pitch

Drivers Microsoft DirectX 9.0b or higher

Ports USB 2.0 Gendex Dental Systems

1910 North Penn Road
Hatfield, PA 19440

Phone: 1-800-323-8029

Fax: 847-550-1322

Tech Dept Fax: 847-718-0716
info@gendex . com

Home | Company | Products | Media & News | Dealers | Support | Contact © Gendex Dental Systems:

Policies | Sitemap | Print page | Send page | * | f | B
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The Simple Tool For Patient Education.

Maximum Portability
Advanced Technology

Improved Performance

Cone Beam 3D Imaging Systems

Panoramic X-ray Systems

Intraoral X-ray Systems

Digital Intraoral Sensors

Digital X-ray Phosphor Plates

Intraoral Cameras

Imaging Software

(GENDEX

Imaging Excellence Since 1893





Featuring a high-speed
direct USB 2.0 connection to
eliminate the need for any
type of docking station

Easily adjustable focus for
intraoral and extraoral use

Convenient side capture
button for image acquisition

Gendex Dental Systems
1910 North Penn Road
Hatfield, PA 19440 USA
Tel 1-800-323-8029
www.gendex.com

Introducing the GXC-300

Gendex continues their long tradition of providing dental professionals with quality imaging
equipment with our brand new, GXC-300 lightweight intraoral camera. Combining the latest
video technologies, the GXC-300 is an exceptional tool for patient education, higher case
acceptance, and improved patient communication.

Maximum Portability

* High-speed direct USB connection with
no docking station required

* Features a lightweight handpiece and reduced cabling

* Disconnects effortlessly for quick transfer to
another operatory

Advanced Technology
« Virtually eliminates image distortion by utilizing true optics
« Sliding adjustable focus button for maximum performance
« Side capture button allows for Quad-Image capture

« State-of-the-art 4 LED lighting system

Improved Performance

» Camera activation controlled automatically by holster
and always-active software interface

* Holster can be mounted almost anywhere
so it's always within reach

GXC-300 Technical Specifications

Intraoral and Extraoral Views /
Freeze Quad-Image [ Streaming Video

60°
90°

1 mm to infinity

Adjustable for Intraoral / Extraoral
640 x 480 pixels

4 High luminance LEDs

10 feet (3 meters)

11" x 1" x 9" (28.5 x 25.5 x 230 mm)
6.3 0z (180 g)

GXC-300 Minimum System Requirements
Microsoft® Windows® XP SP2 or higher
Pentium® 4, 2 GHz or higher
1GB
32 MB
1024 x 768 at 24 bit true color or higher
Microsoft® DirectX 9.0b or higher

o0 ot st (GENDEX

USB 2.0 Imaging Excellence Since 1893

©2010 Gendex Dental Systems, 906.8726/05.10Rev2
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Imagin’s HR Compact Camera Specifications

Console
Equipment Model Compact, Compact Plus
Compact USB, Compact Plus USB
Weight 1.35Kg (3 1bs)
Width of Console 108 mm (4.25 inches)
Height of Console 65 mm (2.55 inches)
Length of Console 200 mm (7.88 inches)
Power Consumption 6.0 Amps @ 12.6 Volts
Lamps (1 or 2) 12 Volt 50 Watt halogen bulbs
Video outputs S-video 75 Ohm (NTSC or PAL)
Composite Video 75 Ohm (NTSC or PAL)
Video input S-video 75 Ohm (NTSC or PAL)
USB USB-2.0

Camera (I ntra-oral hand-piece)

Equipment Model HR Intraoral

Width of Hand-piece 24.5 mm (1.00 inches)
Height of Hand-piece 24.5 mm (1.00 inches)
Length of Hand-piece 230 mm (9.00 inches)
Length of Hand-piece cable 2 meters (80 inches)
Resolving Power 200 LP/mm

Angle of View 72°

Direction of View 90° to hand-piece center
Focal Range 0 mm to 150 mm

Charged Coupled Device 1/3 inch, High-resolution color

Camera (Extra-oral hand-piece)

Equipment Model HR Extraoral

Width of Hand-piece 24.5 mm (1.00 inches)
Height of Hand-piece 24.5 mm (1.00 inches)
Length of Hand-piece 175 mm (6.875 inches)
Length of Hand-piece cable 2 meters (80 inches)
Direction of View 45° to hand-piece center
Focal Range 10 mm to infinity

Charged Coupled Device 1/3 inch, High-resolution color





Power Pack
Equipment Model

Weight

Width of Power-Pack
Height of Power-Pack
Length of Power-Pack
Input Voltage and Power

Docking Station
Equipment Model

Weight

Width of Docking Station

Height of Docking Station
Length of Docking Station

Compact, Compact Plus

Compact USB, Compact Plus USB
1.80Kg (4 Ibs)

110 mm (4.35 inches)

80 mm (3.15 inches)

110 mm (4.35 inches)

117 VAC @ 60Hz, 1.0 Amps, or
230 VAC @ 50Hz, 0.50 Amps

Compact, Compact Plus

Compact USB, Compact Plus USB
0.12Kg (.25 Ibs.)

86 mm (3.375 inches)

19 mm (.75 inches)

200 mm (7.875 inches)
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Imagin’s HR Compact Camera

Imagin’s HR Compact Camera is recognized for superior image quality, while providing mobility and ease-
of-use. The small Compact console provides fiberoptic lighting output and can be easily mounted in cabinets,
delivery stations and/or set on a counter top. The detachable HR Intraoral handpiece has an anti-fog lens tip,
high performance optics, the highest resolution Sony CCD chip and allows for single-hand operation for an
adjustable focus from 0 mm to full face and capture buttons. Options include a USB 2.0 Interface, an HR
Extraoral handpiece and a 12-freeze-frame image capture capability with auto stabilization. The HR Compact
camera offers the best solution for upgrading or replacing your existing intraoral camera.

HR Compact Features:

Highest quality images

Adjustable focus from Omm to full face
Anti-fog lens tip on the intraoral handpiece
Highest resolution Sony CCD chip

Proprietary High performance Optics

Perfect smiles with minimal distortion
Fiberoptic lighting

Small console (4.25” w x 2.5” h x 7.75” d)
Console accepts the detachable HR intraoral or
HR extraoral handpiece

Intraoral handpiece has small size lens tip
Single-hand operation for adjustable focus
Three button key-pad on handpiece to control
image capture and other functions

Electronic arrow for easy patient education
Remote On/Off sensing

Counter-Top or Wall-Mounted versions
S-video/composite connection

Options include USB 2.0 interface, an HR
Extraoral handpiece and 12 freeze-frame image
capture with auto stabilization

Compatible with most imaging software

Imagin’s HR intraoral camera handpiece features Proprietary High-Resolution Optics that exceed 200
line pairs per millimeter with less than 2% distortion, providing “crystal clear” clarity. The HR Intraoral
handpiece has a very user-friendly “single-handed” focus control slider with four fixed positions that
provides a focus range from 0 mm to full face and a 72-degree field of view. Each position allows a
broad range of focus and provides you more in and out movement with a greater depth of field. The
handpiece has the sleekest head in the industry and is known best for access throughout the mouth,
especially for viewing behind the rear molars. The lens window is built flush with the camera body
allowing protective sleeves to slide perfectly flat over the head, keeping it free from distortion with no
loss of clarity due to window gaps. The handpiece has the only thermally activated Anti-fog lens tip on
the market, a three-button key-pad located on the handpiece to control image capture and a
revolutionary ergonomic design that is strong, lightweight, comfortable, and easy to operate.
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Imagin’s HR Megapixel USB Camera

Imagin’s HR Megapixel USB Camera has a true digital 1.3 Megapixel resolution C-MOS Sensor with a hi-
speed USB 2.0 interface that plugs directly into the computer with superior image quality and amazing
features, including new state of the art solid state lighting that enables the lens tip to be very small, high
performance optics and allows for single-hand operation for adjustable focus from 0 mm to full face and
capture buttons. The HR Megapixel USB camera offers the greatest performance and value for a digital
high-end intraoral camera. Coming Soon!

HR Megapixel Features:

Direct plug High-speed USB 2.0 connection
True Digital 1.3 Megapixel resolution C-MOS
Sensor

New state of the art solid state lighting
Superior image quality and true-to-life color
No docking station

Proprietary High performance Optics
Anti-fog lens tip on the intraoral handpiece
Perfect smiles with minimal distortion
Intraoral handpiece has small size lens tip
Single-hand operation for adjustable focus
Three button key-pad on handpiece to
control image capture and other functions
Electronic arrow for easy patient education
Remote On/Off sensing

Detachable handpiece

No capture card required

Compatible with most imaging software

1IVI/Z\GINI
HR Megapixel USB

Imagin’s new HR Megapixel Intraoral Camera features a Proprietary High-Resolution Optics that
exceed 200 line pairs per millimeter with less than 2% distortion, providing “crystal clear” clarity. The
HR Megapixel Intraoral handpiece has a very user-friendly “single-handed” focus control slider with
four fixed positions that provides a focus range from 0 mm to full face and a 72-degree field of view.
Each position allows a broad range of focus and provides you more in and out movement with a
greater depth of field. The handpiece has the sleekest head in the industry and is known best for
access throughout the mouth, especially for viewing behind the rear molars. The lens window is built
flush with the camera body allowing protective sleeves to slide perfectly flat over the head, keeping it
free from distortion with no loss of clarity due to window gaps. The handpiece has the only thermally
activated Anti-fog lens tip on the market, a three-button key-pad located on the handpiece to control
image capture, image direct/mirrored, light on/off and B&W/color (defaults to light-on with color, when
handpiece is in holder) and a revolutionary ergonomic design that is strong, lightweight, comfortable,
and easy to operate.
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Imagin’s HR MiniCam Camera

Imagin’s HR MiniCam Camera is the newest approach in providing an analog and USB 2.0 interface combo
with a very small console to provide mobility and ease-of-use, while providing the same superior image quality
as our high-resolution video camera systems, The HR MiniCam has amazing features that includes new state
of the art solid state lighting that enables the lens tip to be very small, high performance optics, the highest
resolution Sony CCD chip and allows for single-hand operation for adjustable focus from 0 mm to full face and
capture buttons. Options include an HR Extraoral handpiece and freeze-frame image capture with auto
stabilization. The HR MiniCam camera offers the best solution and value for providing both analog and digital
interfaces. Coming Soon!

HR MiniCam Features:

Interfaces with USB 2.0 and analog S-video
Anti-fog lens tip on the intraoral handpiece
Highest resolution Sony CCD chip

Proprietary High performance Optics

Perfect smiles with minimal distortion

New state of the art solid state lighting

Small console (3" w x 1” h x 4” d) that can be
attached with Velcro to a cabinet by the
computer, delivery arm or dental chair
Intraoral handpiece has small size lens tip
Single-hand operation for adjustable focus
Three button key-pad on handpiece to control
image capture and other functions

Electronic arrow for easy patient education
Remote On/Off sensing

Includes an 8 USB cable from console to CPU
and an 8’ cable that detaches at the console
and handpiece

Options include an HR Extraoral handpiece and
freeze-frame capture/auto stabilization
Compatible with most imaging software

Imagin’s new HR MiniCam Intraoral Camera handpiece features Proprietary High-Resolution Optics that
exceed 200 line pairs per millimeter with less than 2% distortion, providing “crystal clear” clarity. The
HR MiniCam Intraoral handpiece has a very user-friendly “single-handed” focus control slider with four
fixed positions that provides a focus range from 0 mm to full face and a 72-degree field of view. Each
position allows a broad range of focus and provides you more in and out movement with a greater
depth of field. The handpiece has the sleekest head in the industry and is known best for access
throughout the mouth, especially for viewing behind the rear molars. The lens window is built flush
with the camera body allowing protective sleeves to slide perfectly flat over the head, keeping it free
from distortion with no loss of clarity due to window gaps. The handpiece has the only thermally
activated Anti-fog lens tip on the market, a three-button key-pad located on the handpiece to control
image capture, image direct/mirrored, light on/off and B&W/color (defaults to light-on with color, when
handpiece is in holder) and a revolutionary ergonomic design that is strong, lightweight, comfortable,
and easy to operate.
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Imagin’s HR NewlLook 2020 Camera Specifications

Camera (Intraoral hand-piece)

Equipment Model HR NewL ook 2020

Width of Hand-piece 23.5 mm (0.925 inches)
Height of Hand-piece 23.5 mm (0.925 inches)
Length of Hand-piece 220 mm (8.66 inches)
Length of Hand-piece cable 1.8 meters (71 inches)
Resolving Power 200 LP/mm

Angle of View 72°

Direction of View 90° to hand-piece center
Focal Range 0 mm to 150 mm

Charged Coupled Device Y2 inches

Camera (Extraoral hand-piece)

Equipment Model HR NewL ook 2020

Width of Hand-piece 23.5 mm (0.925 inches)
Height of Hand-piece 23.5 mm (0.925 inches)
Length of Hand-piece 220 mm (8.66 inches)
Length of Hand-piece cable 1.8 meters (71 inches)
Direction of View Straight to hand-piece center
Focal Range 10 mm to infinity

Charged Coupled Device Y2 inches

Console

Equipment Model NewL ook 2020

Weight 2.27Kg (51bs))

Width of Console 335 mm (13.25 inches)
Height of Console 90 mm (3.55 inches)

Length of Console 305 mm (12 inches)

Power Consumption 8.5Amps @ 12.6 Valts
Lamps (1 or 2) 12 Volt 100 Watt halogen bulbs
Video outputs S-video 75 Ohm (NTSC or PAL)

Composite Video 75 Ohm (NTSC or PAL)





Power Pack
Equipment Model
Weight

Width of Power-Pack
Height of Power-Pack
Length of Power-Pack
Input Voltage and Power

Docking Station
Equipment Model

Weight

Width of Docking Station
Height of Docking Station
Length of Docking Station

NewL ook 2020

1.81Kg (4 Ibs.)

120 mm (4.75 inches)

80 mm (3.15 inches)

110 mm (4.35 inches)

117 VAC @ 60Hz, 1.5 Amps, or
230 VAC @ 50Hz, 0.75 Amps

NewL ook 2020
1.367Kg (3 1bs.)

345 mm (13.6 inches)
56 mm (2.25 inches)
310 mm (12.2 inches)
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Imagin’s HR NewLook 2020 Camera

Imagin’s HR NewLook 2020 Camera includes the new HR Intraoral handpiece with an anti-fog lens tip,
high performance optics, the highest resolution Sony CCD chip and allows for single-hand operation for
adjustable focus from 0 mm to full face and capture buttons. Options include an Extraoral Handpiece and 12-
freeze-frame image capture capability with auto stabilization. The HR NewLook 2020 camera is available in

both counter-top and Insight camera compatible wall-mounted versions for easy integration into your
operatories. The HR NewLook 2020 camera offers an exceptional value with its two-camera design and is the
best solution for upgrading or replacing your existing Insight or Imagin intraoral cameras.

HR NewLook 2020 Features:

Highest quality images
Adjustable focus from Omm to full face
Anti-fog lens tip on intraoral handpiece
Highest resolution Sony CCD chip
. Proprietary High performance Optics
t., - Perfect smiles with minimal distortion
Fiberoptic lighting
Intraoral handpiece has small size lens tip
_ Single-hand operation for adjustable focus
| — - w ¢ . 3-button key-pad on handpiece to control
‘ image capture and other functions
Electronic arrow for easy patient education
Remote On/Off sensing
Separate high-intensity light source for each
handpiece for maximum picture quality
Counter-Top or Wall-Mounted versions
available
Built-in handle for easy portability and
docking
S-video/composite connection
Options include USB 2.0 interface, an HR
extraoral handpiece and 12 freeze-frame
image capture with auto stabilization

Imagin’s HR Intraoral camera handpiece features Proprietary High-Resolution Optics that exceed 200
line pairs per millimeter with less than 2% distortion, providing “crystal clear” clarity. The HR Intraoral
handpiece has a very user-friendly “single-handed” focus control slider with four fixed positions that
provides a focus range from 0 mm to full face and a 72-degree field of view. Each position allows a
broad range of focus and provides you more in and out movement with a greater depth of field. The
handpiece has the sleekest head in the industry and is known best for access throughout the mouth,
especially for viewing behind the rear molars. The lens window is built flush with the camera body
allowing protective sleeves to slide perfectly flat over the head, keeping it free from distortion with no
loss of clarity due to window gaps. The handpiece has the only thermally activated Anti-fog lens tip on
the market, a three-button key-pad located on the handpiece to control image capture and a
revolutionary ergonomic design that is strong, lightweight, comfortable, and easy to operate.
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IM/AGIN 'magin’s HR Compact Camera

HR COMPAC

Imagin’s HR Compact Camera is recognized for superior image quality, while providing
mobility and ease- of-use. The small Compact console provides fiberoptic lighting output and
can be easily mounted in cabinets, delivery stations and/or set on a counter top. The detachable
HR Intraoral handpiece has an anti-fog lens tip, high performance optics, the highest resolution
Sony CCD chip and allows for single-hand operation for an adjustable focus from 0 mm to full
face and capture buttons. Options include a USB 2.0 Interface, an HR Extraoral handpiece and a
12-freeze-frame image capture capability with auto stabilization. The HR Compact camera
offers the best solution for upgrading or replacing your existing intraoral camera.

HR Compact Camera Features:

Highest quality images

Adjustable focus from Omm to full face

Anti-fog lens tip on the intraoral handpiece

Highest resolution Sony CCD chip

Proprietary High performance Optics

Perfect smiles with minimal distortion

Fiberoptic lighting

Small console (4.25” w x 2.5” h x 7.75” d)

Console accepts the detachable HR intraoral or HR extraoral handpiece

Intraoral handpiece has small size lens tip

Single-hand operation for adjustable focus

Three button key-pad on handpiece to control image capture and other functions
Electronic arrow for easy patient education

Remote On/Off sensing

Counter-Top or Wall-Mounted versions

S-video/composite connection

Options include USB 2.0 interface, an HR Extraoral handpiece and 12 freeze-frame image
capture with auto stabilization

¢ Compatible with most imaging software

Imagin’s HR intraoral camera handpiece features Proprietary High-Resolution Optics that
exceed 200 line pairs per millimeter with less than 2% distortion, providing “crystal clear”
clarity. The HR Intraoral handpiece has a very user-friendly “single-handed” focus control slider
with four fixed positions that provides a focus range from O mm to full face and a 72-degree
field of view. Each position allows a broad range of focus and provides you more in and out
movement with a greater depth of field. The handpiece has the sleekest head in the industry
and is known best for access throughout the mouth, especially for viewing behind the rear
molars. The lens window is built flush with the camera body allowing protective sleeves to slide
perfectly flat over the head, keeping it free from distortion with no loss of clarity due to window
gaps. The handpiece has the only thermally activated Anti-fog lens tip on the market, a three-
button key-pad located on the handpiece to control image capture and a revolutionary
ergonomic design that is strong, lightweight, comfortable, and easy to operate.

Part #: 98-2270, HR 90-deg Intraoral Camera ($3,295)

Part #: 98-2271, HR 0-deg Extraoral Camera ($1,700)

Part #: 98-2283-00, Compact Console/Power Pack/Dkg Plate/Wall Mt Mag H-P Holder ($1,400)

Part #: 98-2283-1-1, Compact Console/USB 2.0/Power Pack/Dkg Plate/Wall Mt Mag H-P Holder ($1,600)
Part #: 98-2284-00, Compact Console/ Memory/ Power Pack/Dkg Plate/Wall Mt Mag H-P Holder ($2,195)
Part #: 98-2284-1, Compact Console/Memory/USB 2.0/ Power Pk/Dkg PI/Wall Mt Mag H-P Holder ($2,395) *
Counter-top models have feet and a magnetic handpiece holder attached to the console as shown above

http://www.imaginsystems.com/catalog_01.htmlI[1/4/2012 5:36:03 AM]
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Imagin’s HR NewLook 2020 Camera

Imagin’s HR NewLook 2020 Camera includes the new HR Intraoral handpiece with an anti-
fog lens tip, high performance optics, the highest resolution Sony CCD chip and allows for
single-hand operation for adjustable focus from O mm to full face and capture buttons. Options
include an Extraoral Handpiece and 12- freeze-frame image capture capability with auto
stabilization. The HR NewLook 2020 camera is available in both counter-top and Insight camera
compatible wall-mounted versions for easy integration into your operatories. The HR NewLook
2020 camera offers an exceptional value with its two-camera design and is the best solution
for upgrading or replacing your existing Insight or Imagin intraoral cameras.

HR NewLook 2020 Camera Features:

Highest quality images

Adjustable focus from Omm to full face

Anti-fog lens tip on intraoral handpiece

Highest resolution Sony CCD chip

Proprietary High performance Optics

Perfect smiles with minimal distortion

Fiberoptic lighting

Intraoral handpiece has small size lens tip

Single-hand operation for adjustable focus

3-button key-pad on handpiece to control image capture and other functions
Electronic arrow for easy patient education

Remote On/Off sensing

Separate high-intensity light source for each handpiece for maximum picture quality
Counter-Top or Wall-Mounted versions available

Built-in handle for easy portability and docking

S-video/composite connection

Options include USB 2.0 interface, an HR extraoral handpiece and 12 freeze-frame image
capture with auto stabilization

Imagin’s HR Intraoral camera handpiece features Proprietary High-Resolution Optics that
exceed 200 line pairs per millimeter with less than 2% distortion, providing “crystal clear”
clarity. The HR Intraoral handpiece has a very user-friendly “single-handed” focus control slider
with four fixed positions that provides a focus range from O mm to full face and a 72-degree
field of view. Each position allows a broad range of focus and provides you more in and out
movement with a greater depth of field. The handpiece has the sleekest head in the industry
and is known best for access throughout the mouth, especially for viewing behind the rear
molars. The lens window is built flush with the camera body allowing protective sleeves to slide
perfectly flat over the head, keeping it free from distortion with no loss of clarity due to window
gaps. The handpiece has the only thermally activated Anti-fog lens tip on the market, a three-
button key-pad located on the handpiece to control image capture and a revolutionary
ergonomic design that is strong, lightweight, comfortable, and easy to operate.

Part #: 98-2050-2, HR NewLook 2020 Camera with intraoral & extraoral handpieces, Wall Mount ($5,995)
Part #: 98-2052-2, HR NewLook 2020 Camera, with intraoral handpiece only, Wall Mount ($4,495)

Part #: 98-2051-2, HR NewlLook 2020 Camera with intraoral & extraoral handpieces, Counter Top ($5,995)
Part #: 98-2053-2, HR NewlLook 2020 Camera, with intraoral handpiece only, Counter Top ($4,495)

Part #: 98-1020, NewLook Docking Station/Power Supply ($500)

Top of page... Back to cataloqg...
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Intraoral Camera System Dr's Cam ZOOM (GoodDRS)

"Best choice for the best diagnosis"

- Just press the button on the camera, you will be experienced out new innovative
zoom system.

- Dr's Cam Zoom was developed through many dentist"'s suggestions.

Specification:

« Function

- Zoom function: take detail and high quality pictures, and provide live zoom in
itself.

- Software compatibility: usable with any kinds of dental image software.

- Angled handpiece design: most familiar design for dentist.

- OLED Screen: indicate state of unit at on sight.

- 330° head twist: adjust to user favorite angle.

- Black & white mode: conversion from analog X-Ray film to digital data.
putpelasicany Ny - East to install: apply USB Plug & Play system to easy install on the computer.
ety - 1.3 Megapixel: image detail up by 1.3 mega image pixel.

- High brightness LED: apply the high brightness LEDS to make enough

; brightness.

__. - Anti-fog: the special coating of lens solve the this problem, less disturbable from

P ——— - Disposable cover pack : Specially manufactured disposable cover, storage and
- SRS g UMD, 200 T

30 head twist

SchUs! In user ksvorhe orghe

[

Zooe button use are convenient.

* Size and weight

Bright OLED Screen
ndcofe staie of und alone
B

Camera Handpiece: Approx 181 x 24 x 38 mm / Approx 105g
Cradle: Approx 50 x 33 x 77 mm / Approx 28g
Disposable cover pack: Approx 33 x 91 mm / Vinyl Cover Approx 200pcs

USB connesier
NCOTeCir i oy
‘Chotartalie: 05 SO paiu:

www.interguidedental.com
+ Image save memory
- Take detail live zoom in itself without PC software. And saved.
- Easy to take a image without other devive(Mouse, Foot pedal, Keyboard, etc..)
- PC hard capacity will be change depend on capacity, because, pictures will be
saved PC hard.
Warranty period: Term of the warranty 1 year
46070 Intraoral Camera System Dr's Cam ZOOM Price: $995.00 Qty:
Have questions or comments? Call Us Toll Free: 1.866.697.7744 | 1.650.697.7744 | Fax: 1.650.697.7754 | info@intergui ntal.com

http://www.interguidedental.com/Intraoral-Camera-System-Drs-p46070.html?gclid=Clg378eQta0CFcfe4AodOF680Q[1/4/2012 8:17:33 AM]
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Image Sensor

Effective Pixels
Frame Rate

Host Interface
Angle of view

Lamp

Camera Cable
Magnification

Operation System

Dental Products

Accessories

3D Cone Beam CT
Panoramic Units
Sensors

Camera

X-Ray Units
Imaging Software

1/4"1.3 Mega Pixel CMOS
1280 X 1024

Max 15fps@over 640 X 480~up to 1280 X 1024
Max 30fps@ up to 640 X 480

USB 2.0 with High Speed

90°

High Luminance White LED:6EA
3m

Auto-Focus

Window 2000/xp[Recommened]/Vista

Veterinary Products

X-Ray Units

Opteo Sensor
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A

DENTAL IMAGING SYSTEMS & SOFTWARES

Real Hi-T

digital camera

A true-to-life image






~.orreality itself

All-purpose
Upgradeable
Modular

Use:
Intra- and extra-ora

Modes:
Portrait, smile
Half-arch, tooth

Multifunction:
Auto-focus
Semi-automatic - manual

Two configurations:
Stand-alone/table
Port: USB 2

Simple to use
Crystal-clear image
Accurate colour rending
Effective communication
Resource sharing
Economies of scale

Fully upgradeable

Easy maintenance

Water-resistant:
Standard IP X7

Safe:
CE compliant

Multi-standard

Image memory:
Compact Flash

PC compatible - USB 2

Straightforward,
light and multi-
functional, the new
Real Hi-T camera
gives you true-to-life
images. Its durable
composite hand-piece
is easy to grasp and
manoeuvre, plus it
has all the most up-
to-date technological
innovations, making
the Real Hi-T a top-of-

the-line camera.

A true-to-life
image

Five LEDs* evenly distributed
around the lens flood the
buccal cavity with light, and
the auto-focus discreetly
ensures optimal distance
setting. The image, which
is digitized at source via

a High Tech CDD sensor,
reproduces every detail in
natural colour.

*Light Emitting Diode

The proofis on
the screen

With images to show

your patients, you can
explain and support

your diagnosis from the
screen. Digital processing
makes understanding

easier, which encourage
immediate acceptance of
your recommendations. After
the patient’s visit, before

and after pictures attest to
the quality of your work.
Real Hi-T offers real support,
whether you are giving a
lecture, communicating with
a colleague or dealing with

a laboratory. And it is user-
friendly.






)

Real Hi-T

The key to your
success!

Real Hi-T

digital camera

Show,
diagnose,
involve,
convince...

Button Pedal Cable Connection box
« The camera can focus, « Freeze « Adapted to your The compact Flash
freeze (one or four « Either one or four needs, the cable has memory system and
images), and archive images on the screen no optic fibres and is USB connection provide
and recallimage. highly durable in use. major economies of
scale by allowing you to
share the images and

your practice’s resources.

Hand-piece

The water-resistant
hand-piece is easily
sterilized.

A camera with
varied talents

Real Hi-T instantly shows
the captured images and
with a single click allows

you to freeze and archive
the images you consider

essential.

Your camera is also a multi-
use photo camera: take
portraits to personalize your
patient files or to foster more
effective communication
with your technicians.

One camera,
two configurations

Video or digital, the Real
Hi-T camera connects

via USB port to any PCin
your practice, allowing for

ingenious resource sharing.

[ts can also be used in
independent mode.

USB-Box Light

A library of patients
images

Selected, framed and
retouched, each image is
archived in the patient file,
to be easily consulted for
future treatment. You can
also send images via Internet
or print them for patients or
technicians.






Real Hi-T

Independent mode
on work surface

Digital sensor 4" Sony CDD, 752 X 576 pixels (PAL)
Port: USB 2 768 X 494 pixels (NTSC)
Video standard PAL or NTSC
Lighting Five White LEDs
with all PCs and Length s1zmm
dental SOftware Thickness 22X 11,5 mm
Weight 8049
Sharpness 2 mm to infinity
Focus Multifunction button and micro-motor
Image freeze Foot pedal

Hand-piece button

Modes One or four images
Intra- and extra-oral

Cable Duel connection
@5mm, lenght<10m

Size Table version 160 x 103 x 37 mm
Chair version/adjustable size

Interface Y/C Video and composite video output
USB 2 for PC connection
Compact Flash reader

Foot pedal

Memory Compact Flash card

Power supply 12 V table/24 V AC chair

Size Connection box 120 x 60 x 30
USB 2 output

Interfaces PC USB 2 connection

Freeze pedal

Standards CE/IPX7 compliant

DENTAL IMAGING SYSTEMS & SOFTWARES

Owandy USA DIGITAL SENSORS
Tel: 877-828-2986 PANORAMIC UNITS
Fax: 909-587-1131 CAMERAS
Email: sales@owandyusa.com | RADIOLOGY EQUIPMENT

Dealer stamp

www.owandyusacom | SOFTWARE







Progeny Dental - VisionDX Dental X-ray

I ———
progeny

Vivid Camera Specifications

Power Input

Light Source
Light Intensity
Optics Focus Type

Image

Focal Range

Angle of View

Dimensions & Weight
Handpiece length
Handpiece diameter
Cable length

Module

System total weight
Handpiece weight

SAFETY

Camera Operating Temperature
Storage Temperature

Relative Humidity

Altitude

Cooling

EMC Ratings

Complies with following standards:

« EN60601-1 Product Safety

*« EN60601-2 EMC Immunity

« EN55011-Class B EMC Radiated and Conducted Noise
e 93/42/EEC-European Medical Device Directive

http://www.progenydental.com/camerasSpec.php[1/3/2012 7:00:27 PM]

110-230 Volts
50-60 Hz
PAL or NTSC format

8 high intensity, color balanced LEDs
1120-1400 mCD
Glass

Video: Sony 1/4" CCD Chip
Resolution:

¢ NTSC—525 lines;
¢ PAL—625 lines

Type: True

Scanning: 2 to 1 interlaced
Output Signal: USB Video

7mm to 90mm

Field of View: 45 degrees

Viewing Angle: 90 degrees

20 cm

25 mm

6.56 ft (2 m)

16.4 cm x 10.7 cm x 3.3 cm
0.6 kg

80 grams

+10 to +40° C (+50 to +104° F)
-30 to +85° C (-22 to 185° F)
5% to 95% non-condensing
0-10,000 feet

Convection cooling to ambient air





Progeny Dental - VisionDX Dental X-ray

Computer requirements

CPU speed 2GHz or better

Operating System Vista, Windows XP with Service Pack 2
RAM 512 MB minimum

Hard Drive 40 GB

USB ports 2 minimum

Monitor recommendations
Resolution 1024 x 768
Contrast ratio 450:1, .22 dot pitch capability

Specifications subject to change without notice.

http://www.progenydental.com/camerasSpec.php[1/3/2012 7:00:27 PM]
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VIVID

INTRAORAL CAMERA

B CEPTIONAL VALUE.

g progeny





Exceptional Images. Exceptional Value.

VIVID

Intraoral Camera

High tech inside;
soft-touch outside

= Unique, state-of-the-art camera hand piece design

= Lightweight ergonomic design fits all hand sizes
comfortably

= Raised control button gives instant feed back
= Capture button functions on release for added stability
= 6.5-foot camera cable provides ample reach

= Foot pedal option available

= Three camera cable lengths available:
- 6.5 feet ( 2m) standard
- 10 feet (3m) or

30 feet (9.1m) optional

Capture bright,
true-color images

= Color-balanced, high intensity 8-LED light array
provides bright, true to life images

= Optimized depth-of-field captures close-ups and
arch in detail without the need to manually
change focus

= Progeny designed optics and video stream
produces a smooth, high-quality image





[Rail mount]

. USB 2.0 for simple plug
rightforyourpracticge. I?very & play |ﬂ5ta”at|on

Vivid System includes both a

Wa/,l/counte_r o Vivid is the easy-to-install, easy-to-use choice for
delivery i QLT intraoral exams. The powerful simplicity of USB 2.0
ER P at,taCth;_d'red/y to your hand speeds installation on both XP and Vista Operating
anmod piece delivery system. Systems and puts your Vivid Camera to work for you

within minutes. Extended depth of field, easy capture
functionality and convenient portability make Vivid an
excellent choice for every digital practice.

Unique “comfort curve” design makes a
full mouth survey effortless, even reaching
the hard-to-access third molar with ease.

Capture images with
Progeny Imaging
Software

= Displays and saves images as you work

= Tile selected images for on screen
comparisons and patient education

= Magnify areas of interest with
“spotlight” tool

= Unique Color Chart PROGENY INC.
included. Use to balance -
monitor color output for ‘

optimized image color

Intrsceal Camars Colir Test Chart

Vivid can be used with many popular imaging
software programs. Contact your Progeny
representative for a complete list.





VIVID INTRAORAL CAMERA

SPECIFICATIONS SAFETY

Power Input Powered via USB 2.0 Camera Operating
110-230 V: Optional USB Hub Temperature +10 to +40 o C (+50 to +1040 F)
50-60 Hz Storage

Light Source 8 high intensity, color balanced LEDs Temperature -30 to +850 C (-22 to 1850 F)

Light Intensity

1120-1400 mCD

Relative Humidity 5% to 95% non-condensing

Optics Focus Type Glass Altitude 0-10,000 feet
Image Video: Sony 1/4" CCD Chip Cooling Convection cooling to ambient air
Resolution: NTSC—525 lines; EMC Ratings

PAL—625 lines
Type: True
Scanning: 2 to 1 interlaced

Output Signal: USB Video 640 x 480

Focal Range

5mm to 50mm

Complies with following standards:

* EN60601-1 Product Safety

* EN60601-2 EMC Immunity

* EN55011-Class B EMC Radiated and Conducted Noise
® 93/42/EEC-European Medical Device Directive

Angle of View

Field of View: 45 degrees
Viewing Angle: 90 degrees

Dimensions & Weight
Handpiece length
Handpiece diameter
Cable length

Module
System total weight
Handpiece weight

20 cm

25 mm

6.56 ft (2 m)

10 ft 3m) Optional

30 ft (9.1m) Optional

16.4 cm x 10.7 cm x 3.3 cm
0.6 kg

Computer requirements

CPU speed 2GHz or better

Operating System Vista, Windows XP with Service Pack 2
RAM 512 MB minimum

Hard Drive 40 GB

USB ports 2 minimum

Monitor recommendations

Resolution 1024 x 768

Contrast ratio 450:1, .22 dot pitch capability

80 grams
|

Specifications subject to change without notice.

Each Vivid Camera System includes a Camera, Camera Cable, USB
cables, USB Power Module, Installation Software, Wall Mount,
Delivery System Rail Mount, USB Port Hub, Color Correction Card
and a sample pack of sanitary sheaths.

{ progeny

More Than Imaging. Excellence.

Progeny Dental
675 Heathrow Drive = Lincolnshire, IL 60069 USA
TOLLFREE (888) 924-3800 = PHONE (847) 415-9800 = FAX (847) 415-9810

www.progenydental.com

Copyright 2008 Progeny Inc. All rights reserved.
V100-308-5

For more information, contact your Progeny representative today.
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Wireless Intracral @Gamera

Products

Product Solutions

Testimonials

Discovery! 'ocus

WIRELESS INTRAGRAL CARMERA

Gluick Inguiny

Videos | Galle}r Overview Features Functlon Diagram Sample Images

Wireless Micro Mode

Press Room

1.3MP Il?— 16 on-board M 8[| B User-replaceable
SONY CCD "1'6 memory P | jthium-ion battery
REMOTE
SUPPORT (Finger Tip Operations)
m Normal mode to Macro mode mh‘ue optical lens - Fog Free

Normal mode

---rnw L1-E3

AP 16-image internal memory :‘n’:”;:;:‘ Caphure Bt

1IIrr1r1111lllIlrl.'lli:ll1l1|l‘rr.
ﬁ“ 'P‘[q o 1 s /
E & a4y i J

- i o D. Battery lasts 60-min in continued use.
e =313 ¥ o = Uses microwsave transmission on our own
= -~ 800 specific channel that will not be interfered
mﬁl"" with by any equipment in your office.
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Gluick Inguiny

Videos | Galley L Overview Features 1 Function Diagram Sample Images

Focus Micro Mode

Press Room

1.3MP 'l__ 16 on-board
SONY CCD '5,6 memory
REMOTE
SUPPORT (Finger Tip Operations)
m Normal mode to Macro mode 1'rue optical lens - Fog Free

MNormal mode Macro made

La-E3
NPT 16-image internal memory zn':z:"::‘ capture with
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RF - All-In-One Digital Imaging System - Doctor's Station

rfamerica.com

Digital x-ray sensor Wireless cameras Capsule endscope

NAOMI Medical & Dental Sayaka

HOME ® Products * Doctor's Station

CONTACT US About RF

Overview Features Module Specifications m

Built in Module / Features

=3 Built-in 5ch Microwave Receiver ' ,

The built-in receiver picks up the signal from any
RF wireless products, including wireless cameras
and transmitters.

-

(@Y

WIRELESS °

WIRELESS

o

Import / Export

Automatic storage capability to the SD memory
card eliminates complicated software operation for
any dental professionals. Images from other
sources such as digital x-ray systems*, can be
imported through this SD memory card to achieve
more versatility with Doctor's Station.

(*Limited to JPEG files)

SD Card

Remote Control

£

Control

From capturing images to preparing them for
chairside presentation, everything is at your
fingertip. The self-explanatory buttons on this
remote control simplifies all operations and case
presentations.
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RF - All-In-One Digital Imaging System - Doctor's Station

- X-Ray Film Digitizer

A-Ray Film

A bitewing x-ray film can be enlarged to 12" full
screen size for easier viewing. The analog x-ray
images are stored into the SD memory card as a
digital format.

Face Camera

The built-in face camera captures patients' full-
face images. The captured images are useful to
identification and maintenance of each patient
record.

A Film in

‘_,"-;'/-;/ N A ML
L o —_— |
NAOMI . Sayaka
Direct Digital Radiography CCD Imaging Sensor The Next Generation Capsule Endoscope

For any questions in regards to this website, please contact us. Click here for the contact information.

Industrial Products
Digital Radiography | Industrial Video Borescope

Hot News | Contact us | Site Map | Terms of Use | Privacy Policy | Japanese Site |
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RF - Wireless Digital Intraoral Camera - Einstein Stella

rfamerica.com

Digital x-ray sensor Wireless cameras Capsule endscope
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CONTACT US About RF
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Einstein Mtella Overview Features Technology / Specification m

All You Needs Fits in This Slim Body.

Wireless Digital Intraoral Camera - Einstein Stella

Bt - _“l.

Wirelwss Higital Intracral Camara

Einstein Stella

Instant set—up. WIRELESS
No wiring required.
D)

Einstein Stella maintains the superb ease of use with the fingertip operation and also
provides more advanced features to your practice. The convenience and readiness of
wireless connection simply add more values to the camera and effectiveness to your \‘
practice.

Pick your color

Einstein Stella comes in 5 different vivid colors.
Pick your favorite color or the one match with your clinic.

Excellent Portability

Wireless intraoral camera can always provide
a quick and efficient "Informed Consent"
whenever you want. No more wasting your
precious time setting up the camera every
time you switch rooms.

Easy Maneuver to Capture

It is always difficult to maneuver the conventional intraoral cameras due to the
cumbersome hard-wire (connection). By comparison, because of the WIRELESS capability,
our intraoral camera enables you to take close-up shots from various angles as well as
positioning the camera to take tooth in a row. Moreover, the fully enhanced auto-focus
function makes image capturing much simpler than ever before.
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RF - Wireless Digital Intraoral Camera - Einstein Stella

One Touch Capture
& ON/OFF Button

Review Button

Doctor's Station

or Doga TV with Morse type-5 PC with USB Morse type-S

Internal
Recharfeable Buttery }}‘}
{1 hour run time) =

G

NAOMI Sayaka Industrial Products

Direct Digital Radiography CCD Imaging Sensor The Next Generation Capsule Endoscope Digital Radiography / Industrial Video Borescope

ff-”f -
d|
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RF - Wireless Digital Intraoral Camera - Einstein Stella - Features
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Brightness

|
- LﬁF f
eatures

Auto Focus — N
There is no manual focus r i“'i ’

required. The camera instantly I auTo-Focus |

adjusts focus from a full arch to
a single molar.

On Board Memory

It holds 15 images on its on board memory for instant
review.

More Intense LED Light
Einstein Stella is equipped with
more intense LED lights than
other Einstein series to bring out
the clear image with more
natural colors.

Battery Level Indicator
Einstein Stella indicates the
remaining of battery level on the
screen. You may keep your eyes
on the battery level with this
indicator knowing when to
charge.

Adjustment

1.36 Mega Py
Pixels : m Wireless

o
Buttery Leve comparison [ M 50x Magnification’
Indicaator Mode *with a Macro Lenz Cap

Brightness Adjustment

By a touch of one button, the
brightness can be easily adjusted
depending on the application.
The brightest setting is ideal to
take the full arch image, and the
level of brightness can be
adjusted accordingly to the area of your interest.

Bright \

Finger Tip Operation

High quality images can be
instantly captured and stored in
the camera by a single click on
the freeze button. Slide the
button to review with your
patients.

Comparison Mode

Two images comparison mode
achieves more effective
presentation on the spot.
Displaying before and after PAGE NO. |
images does not require any
computer operation, and it is all at your fingertip.
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RF - Wireless Digital Intraoral Camera - Einstein Stella - Features
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RF - Wireless Digital Intraoral Camera - Einstein Stella - Technology / Specification
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Technology/Specification

High Image Quality CCD
Super high quality CCD developed for intraoral images, produce more
realistic color, higher resolution, and more natural gradation sequence.

Processor

New SX630 data processor was specially developed for intraoral images.
It processes the image data from CCD sensor to deliver more smooth, low noise images with realistic color.

Specifications
Weight: 125g (4.40z.) / Length: 255mm (10.2inch) / 50 min. battery runtime / 15-image memory capacity
Attachment: Charging Standx1 / Disposable Coversx100

Super Magnification

Macro Lenz Cap

This auto clavable 50 times magnification lens cap shows the details,

which cannot be seen on naked eyes or loupes. Small cracks or fractures

on the tooth become enlarged to provide vivid visual aides and bring more -
awareness of oral conditions among your patients. k‘! 1

50x Magnification

Dimensions (WxPxH) : 0.07 x 0.06 x 0.07 (inch) / 20 x 15 x 18 (mm) '
* Macro Lens Cap is sold separately from Einstein Stella.
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RF - Instant Intraoral Camera - MIHARU
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Specifications

Instant set-up in 10 seconds.
Just plug it into your TV.

STEP1 : Install 4 AAA batteries in the camera.
STEP2 : Plug the video cable into the video jack of
your TV.

STEP3 : Instantly display the image on your TV.

Specifications

o Digital Image Processing

e White LED Lamp x2

e 405nm LED x2

e Output Video Cable (3.5 ft.)

e Battery Operated

¢ Dimensions (W/D/H) : 217 x 30 x 26 (mm) /
8.5 x 1.2 x 1 (inch)

e Weight: 100g / 3.50z (Main Unit)

e Option: Macro Lens Cap

In First Impressions,
Dr. George Freedman, DDS, FAACD, FACD, gives readers a brief summary of products that have
recently been introduced to dentistry, based on his clinical experience.

Education is the key to good oral health. That is one good maxim. Another is Seeing is believing. We have known for years how
effective intraoral cameras can be in terms of getting patients to improve both their oral health and their awareness. In fact,
many of us, probably more than 40% of all dentists in North America, have intraoral cameras in our practice to demonstrate to
our patient exactly where the problems are and what the solutions can be. Many have labeled the intraoral camera the best
educator (and treatment motivator) in dentistry. The only excuse for not having intraoral practice has been issue of cost. RF
SYSTEM lab. has now introduced the ultimate low-cost intraoral camera. At the regular price of $298, this is an intraoral
camera that is primarily designed for patient at-home use. Patients can see how effectively they or their children are brushing
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their teeth and where stains or calculus are building up. Our patients can also co-diagnose early decay or other problems in the
oral cavity. While the RF SYSTEM lab. Home Use Intraoral Camera (Figure 3) doesn't have the same quality as professional
models, it is an excellent solution for patients show wish to become more involved in their own dental care. This intraoral
camera is also great for satellite clinics, mobile dental practices, and in secondary and tertiary treatment rooms. It does require
connection to a monitor or television screen for viewing and doesn't have the bells and whistles of the professional-use

intraoral camera. It is definitely an asset to every patient and very much an asset to every dentist. At this price, how can you
refuse?

For Ordering and Inquiring

14-Day Money Back Guarantee / 6-Month Worry Free Warranty
PHOMNE
from USA / Canada Toll Free : 1-866-535-7519

from Australia Toll Free : 1-800-151-319

from Other Countries +81-26-225-7744

ALL-IN-ONE Wireless Digital Imaging System for professional use is also available.

Please ask for details.

T

Sayaka Industrial Products

The Next Generation Capsule Endoscope Digital Radiography | Industrial Video Borescope

For any questions in regards to this website, please contact us. Click here for the contact information.

Hot News | Contact us | Site Map | Terms of Use | Privacy Policy | Japanese Site Copyright © 2010 RF Co.,Ltd. All right reserved.
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rfamerica.com

Digital x-ray sensor Wireless cameras Capsule endscope

NAOMI Medical & Dental Sayaka SOUNMPASITE ADLL

HOME ® Products = MIHARU

Overview Specifications m

e MIHARU

PLUG & PLAY  sssmm—

Instant Intraoral Camera - MIHARL

" MIHARU

Instant Intraoral Camera

MIHARU is an easy yet effective intraoral camera. Simply plug into
the video input jack of any display device and you can view the intraoral condition
immediately on the video display.

One Touch Mode Changer The camera mode can be easily switched with pressing the button.

() O

Mormal Mode Plaque Mode

The remarkable Plaque Detector Mode helps
yours patients to visualize dental plaque and
tartar, which is illuminated in pink color. It
helps to educate your patients on proper
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MIHARU L

seseanenees Mode Changer Button

Magnified Perspective (Option)

By attaching the Macro Lens Cap to MIHARU, it is instantly e Bl :
o . . . |

changed to a magnifying glass. Sixty-five times 200 a

magnification* enables you to see the detailed parts that

| . £
you were not able to see with your naked eyes. Magnify a‘"“\-‘../
and enjoy to check your health condition such as scalp,
skin or for any other observation that you want to see.
*Upon 25” size monitor

Sayaka
Direct Digital Radiography CCD Imaging Sensor The Next Generation Capsule Endoscope

For any questions in regards to this website, please contact us. Click here for the contact information.

\ N _

brushing technique and importance of
periodic dental cleaning.

Industrial Products
Digital Radiography / Industrial Video Borescope

Hot News | Contact us | Site Map | Terms of Use | Privacy Policy | Japanese Site |
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RFSYSTEMlab

‘%‘i Y

Nedrland

Accessories for Wireless RFSYSTEMIab Intraoral Cameras

.
ﬂﬁf' 4! Macro Lens Cap - USB Capture - Disposable Camera Covers
— -
wreless Intr:mralCarﬂEraj Macro Lens Cap - for IntraOral Cameras

Einstein Stella 50x Magnification

Einstein Spark W Autoclavable

Einstein Jr.

DPG6 Ver. 2

The 50x magnification shows you things
that cannot normally be seen with
any ordinary 3.5x microsurgical eyeglasses!

Imaging Systems

e R i

Digital X-Ray Made in Japan By - RF SYSTEMIab
[ Maonitors d: Recievers ) )

[ I =) = Amagzing Crystal Clear Images

Monitors

Receivers  Ima

) Image without Macro Lens Cap

[ Acces:sai‘es )

Accessories

“acro lens Cap ...

USB 2.0 video grabber for IntraOral Cameras
USB-Capture 110
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USB-Capture 110 is an external USB 2.0 video grabber. Through USB 1.2/2.0, you
could transfer video images from your IntraOral Camera or other video related
devices to your PC without any distortion.

It provides full video resolution (720*480 30fps for NTSC, or 720*576 25fps
for PAL) recordings.

With the extra software utilities, you could edit your video and images, make
MPEG1/MPEG2/MPEG4 movies and even create VCD/DVD titles.

** This is the smallest, yet the most effective external USB capture
device**

*Features

o Full-Screen Video Resolution Input:
With USB 2.0, it offers a full-screen video resolution up to 720*480 30 fps for
NTSC and 720*576 25 fps for PAL. With USB 1.1, the video resolution
reaches up to 320*240 30 fps for NTSC and 320*288 25fps video for PAL.

« WDM Compatible:
It conforms to WDM standard and works with all AP software compatible with
this standard.

e USB 1.1 and 2.0 Supported:
With the USB interface, you are able to hot-swap the device. USB 2.0 with
the bits rate up to 480Mbps will even bring your video resolution up to the
DVD quality.

e Multi-Input Connections:
It offers an S-Video input and a Composite Video input. More than just
watching the video, you could record the full motion video or still frame
image from different devices such as the DV Camcorder, VCR or DVD
player.

« No Power Adaptor Required:
You don’t need to get an extra power outlet for the device. It will simply
consume the bus power from USB instead of the power adaptor.

*Specification

Interface USB 2.0

Video Input Composite Video RCA Jack
S-Video Mini-Din Jack

Video Output USB 2.0 connector

LED Indicator AP On/Off

Power Requirement USB Bus Power

Dimension 80mm(L)*30mm(W)*15mm(H)

Weight 349

*Package contents
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e USB Capture 110 unit.
o Audio cable.
o Utility CD

*Available downloads

e USB Capture 110 User Manual - Download here!
e USB Capture 110 Updated driver - Download here!
e USB Capture 110 driver patch for SP2 - Download here!

Disposable Covers - for IntraOral Cameras

Pack of 500 x Disposable sleeves / Covers

For all Intraoral cameras / Satellite scopes
by RFSYSTEMIab & similar model camera

Macro Lens Cap - USB Capture - Disposable Camera Covers
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