
For the best experience, open this PDF portfolio in
Acrobat 9 or Adobe Reader 9, or later.

Get Adobe Reader Now!

http://www.adobe.com/go/reader




 


How to use i-scope analyzer 
 


*Please read and follow this instruction carefully 


 


1)The method of connection to i-scope and computer 


 


Connect the cable to stethoscope’s output terminal and PC Line n OR Audio in terminal. 


.  


※ Please use 3m length cable when connect with PC. 


(3.5⌀) 


  


Line in Connector(3.5⌀) 


                              Audio cable                                마이크 


                                                           스피커    라인 인 


 


Icon on the computer  







- Speaker – Headphone icon 


- Mike- Mike icon 


- Line In – Half circle    


 


This software run on Window XP only. (If you have other Window Operating Systems, the 


software might not be run on your computer) 


 


 


 


If the wave form or any sound are not seen or heard, click a follow icon on the i-scope 


program.  


 


 







 


 


Sound and Audio control panel will be appeared.  


Click Audio letter. 


. 







 


 Choose a volume button below of Record in the middle of the panel. 


 







 
 


Choose the line-in and control a volume. 


(If a line0in is not appeared, set up with following below instruction.) 


 


 


 


 


 


 


 


 


 







 
 


Choose option menu in a record panel, then click a properties. 


. 


 


 


 


 







  
 


Confirm a Line-in and Mike and click OK. 


 







 
 


위 화면에서 재생을 선택한 후 확인을 누르면 다음 화면으로 넘어 간다. 


(위 화면에서 재생을 선택 할 수 없다면 믹서 장치을 선택하면 입력 장치와 출력 장치에 대한 믹


서를 표시 해준다. 이때 출력 장치를 선택하면 재생을 선택할 수 있다)  


 


 


 







 
 


재생을 선택 후 다음  볼륨 컨트롤 표시 되어 있는 많은 것 중에 필수항목은 라인 입력과 마이크


는 꼭 체크해야 한다. 체크가 끝나면 확인을 누른다. 







 
Please check Master Volume, Mic and Line in and OK button. Check the mute button, if mute is selected, 


please remove it 


  







 
After control volume, press Finish in a Menu bar. 


 


 


 


 


 


 


 


 


 


 


 







 
 








 


 


  


 


 


 
 


 Model Name I-scope 200 
 


 Power Supply DC3V(AAAx2ea.) 
 


 Temperature 
 Range 


10~40℃ 
 


 Product 
 Dimension 


47mm (Width) x 89mm (Length) x 30mm (Height) ± 5% 
 


 Weight 79gr ± 5gr 
 


 Battery Life 100Hr ± 10% 
 


 Battery 
 Replacement 
 Period 


When the mode lamp is blinking 


   


 


 


 


When the stethoscope was invented 200 years ago, it rocked the hearts of doctors. It is an 
encounter between doctors and patients, the beginning of medical service activity and also the 
ending of it.  
However, there are so many kinds of sounds that you cannot hear with a rubber tube. Noises 
coming from the rubber tube, remote sounds of heartbeat, an inaccurate source of sound ? The 
i-scope 200 digital stethoscope is the revolution of clear sounds. 
With the digital stethoscope i-scope 200, you can enjoy the refreshing feeling you had when 
you wore a pair of glasses for the first time, and even the rhythm of nature. Apart from 
crystal-clear sounds, you may also listen to sounds coming from each part of your inner 
organs. 
The i-scope 200 is exclusively designed and developed for the purpose of medical diagnosis. 
Using a selective filter for certain frequencies, you may amplify and listen to sounds from 
your heart, lungs and stomach and it allows you to make an accurate diagnosis. 
In addition, with its earphone made of a soft, new material, you will no longer feel any pain in 
your ear. 
After the 200-year long history of the stethoscope, the next 20-years will be the history of i-
scope 200 digital stethoscope. 
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Manufacturer Dongjin Medical Co., Ltd. 
Manufacturer Address # 1022 Sicox Tower, 513 -514 


Sangdaewon-Dong, Chungwon-Ku 
Sungnam-Si, Kyunggi-Do 
REPUBLIC OF KOREA 462-806 


Manufacturer Web Address www.digitalstethoscope.net  
Distributor Dongjin Medical 
Model Name I-Scope 200 
List Price $199.99  
Our Price $199.00 US 
FDA Classification Class II 
CE/UL CE 
Power Supply DC 3V (AAA alkaline x2 Ea) 
Technical Support Options You can call manufacturer or you can access their 


online service center at 
http://www.digitalstethoscope.net  


Warranty 1 year against defects except in case of obvious 
abuse or customer’s fault. 


Temperature Range Storage Unavailable from manufacturer 
Temperature Range Usage 10°C - 40°C and humidity range 30 -75% 
Product Dimensions 47mm(W) x 89mm(L) x 30mm(H) 
Weight 79g +/- 5g 
Battery Life 100 hours 
Battery Replacement Period Unavailable from manufacturer 
Low Battery Indicator Yes. When battery low indicator mode lamp will 


blink simultaneously. 
Digital or Amplifying or Both Amplifying  



http://www.digitalstethoscope.net/�

http://www.digitalstethoscope.net/�
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Amplification Amount 5 levels of volume adjustment offered, 20 times 
amplification. 


Output Options (Audio/USB/Serial) Audio, with additional mystery output not 
mentioned in documentation or proprietary cord 
included. 


Wireless/Bluetooth  No 
Network Transfer Options None 
Frequency Unavailable from manufacturer  
Frequency Bell 20 – 500 Hz 
Frequency Diaphragm 100 – 1500 Hz 
Frequency Extended 20 – 1500 Hz   
Ambient Noise Reduction No 
Replacement Parts Unavailable from manufacturer  
Latex Free (Yes/No) Yes 
Diaphragm (Hardware/Electronic) Electronic 
Ear Tips/Headphones/Both Headphones 
Ear Tip Characteristics Ear bud style headphones with integrated lanyard 
Tubing Length N/A 
Volume Adjustment (Yes/No) Yes, 6 levels 
Auto Off/Power Save Options Yes. If not used for 20 seconds after button push, 


powered off. To enable 3 minute run time, press 
and hold the power button approximately 2 
seconds. 


Care/Cleaning/Maintenance Ear tips can be removed for cleaning. Remove the 
battery whenever the stethoscope is stored or will 
not be use for a long time. 


Number of Parts 2 (Module & Headphones) 
Integrated Software Package 
(Capture/S&F/Analysis/Diagnosis) 


Yes (Capture/S&F/Analysis) 


Accompanying Software Name i-Scope Version 1.0.0 software 
Additional Hardware Features (Visual Waveform, 
SpO2, HR, Visual Indicators) 


None 


Carrying Case No  
Functional Aspects  


Powering Up  Press the power button or “Run” button. Pressing 
and holding the power button for 2 seconds turns 
the unit on in continuous listening mode. Pressing 
and holding the “Run” button also engages 
listening mode.  


Power Indicator Light LED indicators on mode buttons light up.  
Type of On/Off Switch Circular button pad with power symbol on right 


hand side of pad; may be hard to distinguish. 
Multiple buttons work to power unit on.  


Modes Available Wide, Bell, Diaphragm. 
Changing Modes Press the “M” on the circular button pad; may be 


hard to distinguish. Visual indicator lights up on 
the chest piece next to each mode graphic.  
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Changing Volume Press the +/- buttons on the circular button pad. 
Audible beep noted with every button press, if 
buttons pressed and held, unit emits a steady 
tone. Flashing LED indicators light up for low, 
medium, and high ranges; however functionality is 
confusing. 5 levels of hearing. 


Mute Button No. However, if “Run” button is not pushed, unit is 
muted. 


Auto Shut Off Yes. If not used for 20 seconds after button push, 
powered off. To enable 3 minute run time, press 
and hold the power button approx. 2 seconds.  


Powering Off Distinct power button; instantly turns unit off.  
Retained Settings Yes. Mode and volume are retained. LED indicator 


for mode.  
Recording Options None 
Does it Require Separate Send/Receive Unit No 
Interface (how?, what mechanism) Utilizes an audio output cable. 
Pros Small, handheld, retains mode and volume 


settings. 
Cons Mode indicator graphics are small and difficult to 


distinguish. Mode indicator LEDs are repurposed 
to show volume levels, which can lead users to 
believe the mode has been changed. Included ear 
phones have poor quality. Appears to have a data 
port, but does not include cable or instructions for 
use. 


Instruction Manual Awkward grammar related to translation.  
PDF Version Available Online No 
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510(k) SUMMARY DEC '- 6 20!u6


The following 5 10(k) summary is being submitted as required by 21 CFR 807.92(a):


Submission Information


US Agent: Chong Kim


32936 Bluebird Loop Fremont, CA 94555


Official Correspondent: Min-Kang Kim


#1022 Sicox Tower, 513-14, Sangdaewon-Dong,


Chungwon-Ku, Sungnam-Si, Kyunggi-Do, Republic of


Korea


Sponsor: Dongjin Medical Co., Ltd.


#1022 Sicox Tower, 513-14, Sangdaewon-Dong,


Chungwon-Ku, Sungnam-Si, Kyunggi-Do, Republic of


Korea


Manufacturing Site Dongjin Medical Co., Ltd.


#1022 Sicox Tower, 513-14, Sangdaewon-Dong,


Chungwon-Ku, Sungnam-Si, Kyunggi-Do, Republic of


Korea


Device Identification


Trade Name: i-Scope 200


Common Name: Digital Stethoscope


Classification Name: Stethoscope per 21 CFR § 870.1875


Product Code: DQD


Substantially Equivalent Predicate Legally Marketed Devices


The subject device, i-Scope 200, is substantially equivalent in technical


characteristics and intended used to:


- 3M Littmann Electronic stethoscope, Model 4000(K003723)


- JABES electronic stethoscope(K03 1446)


Device Description


i-scope 200 digital stethoscope is a new advanced product compared to


conventional stethoscopes that removes noise from tube of standard stethoscope. It


dose not cause pain to the ear despite long-term use due to newly introduced soft


materials applied in earphone. i-scope 200 digital stethoscope is intended for







medical diagnostic purposes only. It is used for the amplification of heart, lung and
other body sounds with selective frequency filtering. This product is not designed,
sold, or intended for any other use.


Indications for Use
The i-Scope 200 is intended for medical diagnostic purposes only. It can be used
for the amplification of heart, lung and other body sounds with the use of selective
frequency and can be used on any patient undergoing a physical assessment.


Comparison to leally marketed predicate devices
The i-Scope has the same intended use and similar technological characteristics as
the predicate devices. Thus, the i-Scope is substantially equivalent to the predicate
devices.


?3 ,f







49 DEPARTMENT OF HEALTH & HUMAN SERVICES Public Health Service


Food and Drug Administration
9200 Corporate Boulevard
Rockville MD 20850


Dongjin Medical Co., Ltd. 610
c/0 Min-Kang Kim
Manager
# 1022 Sicox Tower, 513 -514
Sangdaewon-Dong, Chungwon-Ku
Sungnam-Si, Kyunggi-Do
REPUBLIC OF KOREA 462-806


Re: K062364
Trade Name: 1-Scope 200
Regulation Number: 21 CFR 870.1875
Regulation Name: Stethoscope
Regulatory Class: II (two)
Product Code: DQD
Dated: October 11, 2006
Received: October 11, 2006


Dear Mr. Kim:


We have reviewed your Section 5 10(k) premarket notification of intent to market the device
referenced above and have determined the device is substantially equivalent (for the indications
for use stated in the enclosure) to legally marketed predicate devices marketed in interstate
commerce prior to May 28, 1976, the enactment date of the Medical Device Amendments, or to
devices that have been reclassified in accordance with the provisions of the Federal Food, Drug,
and Cosmetic Act (Act) that do not require approval of a premarket approval application (PMA).
You may, therefore, market the device, subject to the general controls provisions of the Act. The
general controls provisions of the Act include requirements for annual registration, listing of
devices, good manufacturing practice, labeling, and prohibitions against misbranding and
adulteration.


If your device is classified (see above) into either class 1I (Special Controls) or class III (PMA), it
may be subject to such additional controls. Existing major regulations affecting your device can
be found in the Code of Federal Regulations, Title 21, Parts 800 to 898. In addition, FDA may
publish further announcements concerning your device in the Federal Register.







Page 2 - Mr. Min-Kang Kim


Please be advised that FDA's issuance of a substantial equivalence determination does not mean
that FDA has made a determination that your device complies with other requirements of the Act
or any Federal statutes and regulations administered by other Federal agencies. You must
comply with all the Act's requirements, including, but not limited to: registration and listing (21
CFR Part 807); labeling (21 CFR Part 801); good manufacturing practice requirements as set
forth in the quality systems (QS) regulation (21 CFR Part 820); and if applicable, the electronic
product radiation control provisions (Sections 531-542 of the Act); 21 CFR 1000-1050.
This letter will allow you to begin marketing your device as described in your Section 510(k)
premarket notification. The FDA finding of substantial equivalence of your device to a legally
marketed predicate device results in a classification for your device and thus, permits your device
to proceed to the market.


If you desire specific advice for your device on our labeling regulation (21 CFR Part 801), please
contact the Office of Compliance at (240) 276-0120. Also, please note the regulation entitled,
"Misbranding by reference to premarket notification" (21CFR Part 807.97). You may obtain
other general information on your responsibilities under the Act from the Division of Small
Manufacturers, International and Consumer Assistance at its toll-free number (800) 638-2041 or
(240) 276-3150 or at its Internet address http://www.fda.gov/cdrh/industrv/support/index.html.


Sincerely yours,


Brai D. Zuckerman, M.D.
Director
Division of Cardiovascular Devices
Office of Device Evaluation
Center for Devices and


Radiological Health


Enclosure







Indications for Use


510(k) Number (if known): O -(2'3 (" C6


Device Name: i-Scope 200


Indications for Use:


The i-Scope 200 is intended for medical diagnostic purposes only. It can be used for the
amplification of heart, lung and other body sounds with the use of selective frequency and
can be used on any patient undergoing a physical assessment.


Division of Cardiovascular Devices
510(k) Number___O/,s)(_Of


Prescription Use A / Over-The-Counter Use
AND/OR


(Part 21 CFR 801 Subpart D) (21 CFR 801 Subpart C)


(PLEASE DO NOT WRITE BELOW THIS LINE-CONTINUE ON ANOTHER PAGE OF NEEDED)


Concurrence of CDRH, Office of Device Evaluation (ODE)








 
 


i-scope Analyzer 
 
 
 
 


http://www.digital-stethoscope.com 
 


This Operating Manual explains how to use i-scope Analyzer with accurately and 
safely. 


Please read this manual completely before using the i-scope Analyzer 
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Chapter 1 Setup Guide 
1-1 Object of software 
 
i-scope analyzer software shows visual wave form and saves of auscultation sound, so it 


can be compare with wave form ,analysis and manage of patient information easily. 


 
1-2 Minimal setup configurations 
 
CPU: Pentium or Above 
OS: Windows XP or Above 
Memory: 512 MB or Above 
Hard Disk: 50 MB or Above 
Sound Card: Sound Blaster 16 or Above 
Speaker: Speaker has to have Wooper system   
 
1-3 Setup Program 
 
Install the setup program from CD or Downlode.(iscopeSetup.exe) 
You can see below screen after you start installation. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Click the Next button 
 







1-4 License Agreement 


 


 


Click the “I Agree” button 


 


1-5 License confirmation 


 


Click the Next button 







1-6 Confirmation of install folder 


 


Click the Install button 


 


1-7 progressing of setup 
 


 


 







1-8 Complete of setup 


 


Click the OK button 


 


1-9 NCT Audio Editor Setup 


 







Click the Next Button 


l This software is audio tool to help of analysis of auscultation sound form. 


 


1-10 License Agreement 


 


 


Please choose “I accept—“ and click the Next button 


 


1-11 Confirmation of program information 


 
Click the Next button 







1-12 Confirmation of install folder 


 


Click the Next buitton 


 


1-13 Sample program setup 







 


Click the Next button 


 


1-14 Confirmation of start menu folder 







 


 


1-15 Confirmation of Setup 


 







Click the Install button 


 


1-16 progressing of setup 


 


 


1-17 Complete of setup 







 


 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 







Chapter 2 How to use software 
 
2-1 Main Screen 
 


 
 


 


 


 


 


 


 


 


 


 


 


 


 







2-2 Explanation of Menu buttons 
 


 


New patient: create new patient information 


Save: save patient information 


Print: printer patient information 


Find patient: find patient button 


Mail: email patient information and auscultation sound form 


 


 


New wave: Prepare new wave file recording 


Open wave: Bring a existing file 


Save medical information: save medical opinion and wave form 


Reference button: save a wave form for reference 


Sound button: set a sound control 


 


 


 


Record: Record a auscultation sound 


Play: play a recording sound and wave form 


Stop: stop to save and play 


Pause: pause a record and play 


Continue: continue to play when it paused 


Repeat: repeat a sound choice range 


Zoom in: zoom in  


Zoom full: zoom full 


 


 


 


 


 


 


 







2-3 The screen of patient information 


 


 


Register ID: ID Number 


Name:  


M/F: Sex 


Age 


Search: search a patient name 


Delete Medical Record 


 


3. Reference 







 


 


You can see the reference wave form, when you double click a wave form 


Delete Reference Button. 


 


3. Doctor’s Opinion 


 







Location: location of auscultation (Heart, Lung, Abnormal) 


Disease: The name of disease 


Weight: 


Blood Sugar: 


Blood Pressure(High) 


Blood Pressure(Low) 


Height: 


Body Temperature: 


Opinion: 








본 설명서는 iScope-Analyzer를정확하고안전하게사용하기위한필요사항을설명합니다. 전자 


청진기를 구입하신 사용자는 이 설명서를 자세하게 읽어보시기 바랍니다.   


 
The operating Manual explain how to   use i-scope Analyzer with accurately and 


safely


Please read this manual completely   before using the i-scope analyzer 


 


 


 


 


iSCOPE-Analyzer


소프트웨어
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 1 장 설치 가이드


소프트웨어 개요


 


㈜동진메디칼의전자청진소프트웨어는청진음의저장, 시각적 파형으로 표시함으로서 파형의 


비교, 분석, 환자 정보를 편리하게 관리할 수 있습니다.


 


 







권장 설치 환경


 
CPU: PENTIUM이상


OS: WINDOWS XP 이상


MEMORY: 512 MB 이상


하드디스크: 50 MB 이상


사운드 카드: 사운드 블래스터   16 이상


스피커: 우퍼 있는 스피커


 


  


 
 


  


 
 
 
 
 
 
 
 
 
 







설치 프로그램 


 
 


CD 또는 다운로드 받은 설치 프로그램(iscopeSetup.exe)을 실행합니다.
 


iscopeSetup.exe를 실행하면 다음 화면이 나타납니다.
 


 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Next 버튼을 누릅니다.
 
 


 
 


 
 
 
 
 
 
 
 
 


  


 







동의


   


 
 


확인


 


 


  


 
 


 
 


 
l  I Agree 를 눌러 주세요.


 
 
 


  


 
 







설치폴더확인


 
설치진행


 


 
l  Next를 눌러 주세요


 







 
l  Install을 눌러 주세요.


 


 
l  설치진행 중입니다.


 
 







설치 완료


 
오디오 지원 ActiveX 설치


 청진음   녹음에 필요한 파형을 분석하는 오디오 툴입니다.
  


 
 
 


 
 


l  OK 를 눌러 주세요.
 
바탕화면에 ISCOPE 아이콘이 표시됩니다.
 
 
 
 
 
 
 
 
 







동의


 


 
Next를 누릅니다.


 


  


 
 







프로그램 정보확인


 


 
l  동의를 선택 하신 후 Next를 눌러주세요.


  


 
 







설치 폴더 확인


 


 
l  Next를 눌러 주세요.


 
 
 
 


  


 
 







샘플 프로그램 설치 확인


 


 
l  Next를 눌러주세요.


  


 
 







메뉴위치 확인


 


 
 


l  Next를 눌러주세요.
 


 
 
 
 
 


  


 
 
 







설치 확인


 


 
 


l  Next를 눌러주세요.
 
 


  


 
 
 







진행확인


 


 
 


l  Install을 눌러 주세요.
 
 


  


 
 
 







설치완료


 


 
l  설치가 진행 됩니다.


 
 


  


 
 







   


 2 장 소프트웨어 사용 방법
메인 화면 


 


 
 


l  설치가 완료 되었습니다.
 







  


 
 
 
 
 







   


메뉴 버튼 설명
 


새로운 환자 버튼: 새로운 환자의 정보 레코드를 생성합니다.
환자정보저장버튼: 환자정보를 저장합니다.
인쇄버튼: 환자정보를 인쇄합니다.
환자 검색 버튼: 환자를 검색할 때 사용합니다.
메일버튼: 녹음한 파형을 전자메일로 보낼 때 사용합니다.
 


새로운 파형 버튼: 새 파형 녹음을 준비합니다.
파형 불러오기 버튼: 기존 파일을 불러옵니다.
검진기록저장 버튼: 파형과 함께 의사 소견을 저장합니다.
참조파형으로 저장 버튼: 검진 파형을 참조 파형으로 저장합니다.
설정 버튼: PC의 오디오 상태를 조정합니다.
 
 


 
녹음 버튼: 청진 소리를 녹음할 때 사용합니다.
재생 버튼: 녹음된 파형을 소리와 함께 재생합니다.
정지 버튼: 녹음 및 재생을 정지할 때 사용합니다.
일시 정지 버튼: 재생을 일시 정지할 때 사용합니다.
계속 버튼: 일시 정지에서 다시 계속 재생할 때 사용합니다.
반복 버튼: 선택된 구간을 계속 반복하여 재생할 때 사용합니다.
확대 버튼: 선택된 구간의 파형을 확대할 때 사용합니다.
원래대로 버튼: 확대된 파형을 원래의 모양으로 복구할 때 사용합니다.
전체확대버튼: 파형의 폭을 전체적으로 확대할 때 사용합니다.
 
 







환자 정보 관리 화면


 
 


1.    Patient Information


 
 


-    RegisterID : 등록번호를 입력합니다.
-    Name : 이름을 입력합니다


-    M/F : 성별을 입력합니다.
-    Age : 나이를 입력합니다.
-    Search 버튼: 환자 이름으로 검색합니다.
-    Delete Medical Record 버튼: 리스트에서 레코드를 선택한 후, 삭제 버튼을 클릭하면 


리스트에서   제거됩니다..
 


 
 
 
 


2.    Reference.







 
참조 파형 목록에 있는 아이템을 더블 클릭하면 참조 파형 창에 해당 파형이 나타납니다.
Delete Reference 버튼:  리스트에서 아이템을 선택한 후, 삭제 버튼을 클릭하면, 리스트에서 


삭제됩니다. 
 
 
 
 
 
 
 
 
 


3.    의사 소견 입력


 







 
청진 소리를 녹음한 후에, 검진 필드에 의사 소견 및 환자 상태를   입력할 수 있습니다.
 
Location: 청진 위치를 선택합니다.
Disease: 병명을 입력합니다.
Weight: 체중을 입력합니다.
Blood Sugar: 혈당 수치를 입력합니다.
Blood Pressure(High): 최고 혈압을 입력합니다.
Blood Pressure(Low): 최저 혈압을 입력합니다.
Height: 신장을 입력합니다.
Body Temperature: 체온을 입력합니다.
Opinion: 의사 소견을 입력합니다


 
 
 
 
 
 








How to use i-scope analyzer  


Please read and follow this instruction carefully 


 


1)The method of connection to i-scope and computer 


 


Connect the cable to stethoscope’s output terminal and PC Line n OR 


Audio in terminal. 


.  


※ Please use 3m length cable when connect with PC. 


(3.5⌀) 


  


Line in Connector(3.5⌀) 


                              Audio cable                                Mike 


                                                           Speaker Line in 


 


 


Icon on the computer  


- Speaker – Headphone icon 


- Mike- Mike icon 


- Line In – Half circle    







Turn on computer  


1) After connect like above, turn on a computer and start Windows 


 


2) Double click a speaker icon on the right bottom(if muted, delete it) 


3) Master volume or master control panel is appeared. 


 


 


4) Click Option 


Speaker Icon 


is Here. 


 


Click Option 







5) Choose Properties. 


 


 


6)  After choose properties, you can see a pop up window include Mixer, volume 


control and play&record option 


 


 


Click properties 







7) Click Record 


 


8) Please check Line In or Mike(If line in is not there) and Click OK button 


9) Volume control panel is appeared 


10) Please control volume for your intention  


 


11) Please click Line in Or mike 


Click Record 


Click OK 


Click Line 


 


Control Volume 


Check the Line in 







12) After check the Line in or Mike, click option button on left upper side 


 


13) Click Playback  


 


13)  Please check Master Volume, Mic and Line in and OK button 


14)  Check the mute button is checked, if mute is selected, please remove it. 


Click OK 


 


Click Playback 







 


17) After finish everything, please start iscope analyzer. 


19) You can see below program on your monitor. 


 


 


Check Mute 
Check Mute 








i-scope 디지털청진기의 파형이 안 보이거나 혹은 녹음이 안될 경우 


 디지털청진기의 파형 혹은 녹음이 안될 경우는 다음 사항을 유심히 읽어 본 후 차례대로 하


길 바랍니다. 


  


1) I-scope 디지털청진기와 컴퓨터의 연결 방법 


 


PC 연결 케이블의 3.5⌀ 사이즈의 한쪽플러그를 청진기의 출력 단자 에 연결하고 


3.5⌀사이즈의 또 다른 플러그는 PC Line in 단자 또는 Audio(Mic) in 단자에 연결한다.  


※ PC와 연결할 때는 3m 케이블을 사용한다.  


(3.5⌀) 


  


Line in Connector(3.5⌀) 


                              Audio cable                                마이크 


                                                           스피커    라인 인 


 


PC 연결 케이블의 3.5⌀의 사이즈의 플러그를 청진기의 출력 Connector에 연결하고 3.5⌀의  사이즈의 플


러그는 PC Line in 단자 또는 Audio(Mic in) 단자에 연결한다.  


 


컴퓨터의 그림의 표시- 스피커는 헤드폰 표시로 (연두색) 







                      마이크는 마이크 표시 (분홍색) 


                      라인인은 반 원형 으로 표시되어 있음 (하늘색) 


 


본 설명 과정에서 나타나는 화면은 WINDOWS OPERATING SYSTEMS에서 약간씩 다를 


수 있음을 상기하여 주시기 바랍니다. 


 


(본 프로그램은 WINDOWS OPERATING SYSTEMS의 WINDOWS XP를 기준으로 만들어진 


프로 그램입니다.) 


 


 


 


파형이 보이지 않거나 소리가 들리지 않을 경우 i-scope program 상에 있는 다음 아이콘을 클릭


한다. 


  아이콘을 클릭하면 다음 화면처럼 나타날 것이다. 


 


 







 
 


i-scope 화면안에 작은 창으로 사운드 및 오디오 장치 등록 정보 란 화면이 나타날 것이다. 


(이 화면은 WINDOWS OPERATING SYSTEMS 의 바탕 화면에 시작 à 제어판 à 사운드 및 오디오 장


치를 클릭하면 똑같이 나타나는 화면이다) 


 


위 화면에서 오디오를 클릭하면 다음 화면처럼 나타날 것이다. 







 
 


오디오를 클릭한 후 소리 녹음의 볼륨을 선택하여 클릭한다. 클릭하면 다음 화면처럼 나타날 것


이다. 







 
 


라인 입력이 선택 되어 있는지 확인 후 선택이 되지 않았다면 선택을 선택한후 볼륨 조절을 적당


히 한다. 


(라인 입력이 나타나지 않았다면 다음 화면을 참조하여 라인 입력을 설치 하시기 바랍니다.) 


 


 


 


 


 


 


 


 


 







 
 


녹음 콘 트롤 의 메뉴에서 옵션을 선택하면 속성과 고급 콘트롤이란 메뉴바가 나온다. 


속성을 클릭하면 다음 화면처럼 나타난다. 


 


 


 


 







  
 


녹음을 클릭하면 다음 볼륨 컨트롤 표시란 창에 여러가지 표시 할 수 있는 것중에서 라인 입력과 


마이크가 선택 되었는지 확인 후 선택 되어 있지 않으면 라인 입력과 마이크을 선택한 후  확인


을 클릭한다. 







 
 


위 그림처럼 선택한 볼륨들이 나타난다.  


라인 입력이나 마이크를 선택해야 한다. 선택 후 볼륨 조절을 적당히 조절한 후 녹음 컨트롤의 


옵션 메뉴 선택 후 속성을 클릭하면 다음화면이 나타날 것이다.   


 


 


 







 
 


위 화면에서 재생을 선택한 후 확인을 누르면 다음 화면으로 넘어 간다. 


(위 화면에서 재생을 선택 할 수 없다면 믹서 장치을 선택하면 입력 장치와 출력 장치에 대한 믹


서를 표시 해준다. 이때 출력 장치를 선택하면 재생을 선택할 수 있다)  


 


 


 







 
 


재생을 선택 후 다음  볼륨 컨트롤 표시 되어 있는 많은 것 중에 필수항목은 라인 입력과 마이크


는 꼭 체크해야 한다. 체크가 끝나면 확인을 누른다. 







 
 


위 그림 처럼 볼륨 컨트롤이 나타나면 많은 콘트롤 중에 라인 입력 볼륨에 음 소거가 체크 되어 


있는 지 확인 후 음 소거에 체크 되어있다면 체크를 풀어 준 후 적당히 볼륨 조절 한다.  







 
 


적당히 볼륨 조절을 한 후 볼륨 컨트롤 밑에 있는 메뉴바의 끝내기를 누르면  다음과 같이  화면


이 나타난다. 


 


 


 


 


 


 


 


 


 


 


 







 
 


위 화면의 사운드 및 오디오 장치 등록 정보의 작은 창에서 확인을 누르면 모든 설치 끝난다. 


모든 과정이 끝나면 바로 디지털 청진기인 i-scope를 이용하여 진찰하면 녹음을 하지 않아도 


청진음을 들을 수 있으며 녹음 기능을 누르면 녹음이 시작 된다. 





